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4 CODE ANALYSIS & INFORMATION

BASED ON 2003 INTERNATIONAL BUILDING CODE

JLTC - CAMP WILLIAMS BUILDING #2

OCCUPANCY GROUP: B

CONSTRUCTION TYPE: vB

NO FIRE SPRINKLERS AS PER SECTION 923

BASIC ALLOWABLE AREAS (PER FLOOR) ¢ HEIGHTS TABLE 503 9200 s.f. 2 stories

SQUARE FOOTAGE: 1000 sf.
OCCUPANCY LOADS 90 TOTAL

BASEMENT (523.1) NOT INCLUDED IN AREA SQUARE FOOTAGE.
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GENERAL CONSTRUCTION NOTES

GENERAL CONTRACTOR IS RESPONSIBLE TO COORDINATE MECHANICAL AND ELECTRICAL
ENGINEERS DESIGNS TO FACILITATE CHASES, OPENINGS, PENITRATAIONS, WALL
THICKNESSESS, DROP SOFFITS AND ALL OTHER REQUIREMENTS ENSURING THE PROPER
INSTALLATION OF THE ELECTRICAL AND MACHANICAL S5YSTEMS. G. C. TO ENSURE THAT ANY
DESCREPANCIES AND/ OR CHANGES BETWEEN THE ARCHITECTURAL, ELECTRICAL AND
MECHANICAL 5TYSTEMS ARE TO BE COORDINATED THROUGH THE ARCHITECT. G.C. 15 SOLEY
RESPONSIBLE TO COORDINATE THESE REQUIREMENTS WITH THE SUB-CONTRACTORS AND
DESIGN BUILD CONTRACTORS.

PROVDE I/4" PER FOOT SLOPE AT ALL EXTERIOR DOOR LANDINGS.

GENERAL CONTRACTOR 15 RESPONSIBLE TO MEET ALL APPLICABLE BUILDING CODES, UBC,
ANSI, ADDAG, IPC, IEC, AND LOCAL JURISDICTION HAVING AUTHORITY.

CONTRACTOR 15 RESPONSIBLE FOR ALL DETAILS REGARDLESS OF THE PLACE ON THE
DRAWINGS WHETHER REFERENCED OR NOT.

ARCHITECT 15 SOLE INTERPRETER OF THE CONSTRUCTION DOCUMENT DRAWINGS
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General Grading Notes: aI"ChlteCture
/ 7. All work shall be in accordance with the City Public Works Standard. laﬂﬂlﬂ

2. Cut slopes shall be no steeper than 2 horizontal to 1 vertical. p g
3. Fill slopes shall be no steeper than 2 horizontal to 1 vertical. thI"IOI'S
4. Fills shall be compacted per the recommendations of the

geotechnical  report prepared for the project and shall be

certified by the geotechnical engineer.
5. Areas to receive fill shall be properly prepared and approved by

the City inspector and geotechnical Engineer prior to placing 1.

6. Fills shall be benched into competent material as per
specifications and geotechnical

report.
/. All trench backfill shall be tested and certified by the site

geotechnical engineer per the grading code.

8. A geotechnical engineer shall perform periodic inspections and
submit a complete report and map upon completion of the rough
graaing.

3115 e. lion lane suite 300
salt lake city utah 84121
801. 278. 8151

9. The final compaction report and certification from the
geotechnical engineer shall contain the lype of field testing
\ performed.
\

fax 801. 278. 8661
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/
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Lach test shall be identified with the method of
obtaining the in—place density, whether sand cone or drive ring
L/ and shall be so noted for each test. Sufficient maximum density THE DESIGNS SHOWN AND DESCRIBED HEREIN
-7 determinations shall be performed to verify the accuracy of the INCLUDING ALL TECHNICAL DRAWINGS, GRAPHIC
Y maximum densily curves used by the field technician. REPRESENTATION & MODELS THEREOF, ARE
\ 70. Dust shall be controlled by watering. PROPRIETARY & CAN NOT BE COPIED,
' 77. The location and protection of all utilities is the responsibility of DUPLICATED, OR COMMERCIALLY EXPLOITED IN
the contractor. , . WHOLE OR IN PART WITHOUT THE SOLE AND
2. Approved protective measures and temporary drainage provisions FXPRESS WRITTEN PERMISSION FROM THE STATE
must be used to protect adjoining properties during the grading OF UTAH
project. )
13. Al public roadways must be cleared darly of all dirt, mud and
\ c/ebr/s‘ c/epos/fed on them as a re;u/f o.f the groc//ng opergf/’on. THESE DRAWINGS ARE AVAILABLE FOR LIMITED
\ y C/Ticmmi /s ;O// bbe C/O/ne fCO/ fﬁi saz‘/zgaij/onf o; the i/@; 6/79//756’/, REVIEW AND EVALUATION BY CLIENTS,
\ . e site shall be cleared and grubbed of all vegetation an
) geleterious matter prior Lo grading. %Eig\LETSANvTESNDCOORNSTRQ%OEEHSS VFEERRNSMOENNNTEL
\ 15. The contractor shall provide shoring i accordance with OSHA ’ )
| requirements for trench walls. ONLY IN ACCORDANCE WITH THIS NOTICE.
\\ 76. Aggregate base shall be compacted per the geotechnical report
\ prepared for the project.
\\ 17. Elevations shown on this plan are finish grades. Rough grades CONSULTANTS
\ are the subgrades of the improvements shown hereon.
\\ 8. The recommendations shall follow the Geotechnical Engineering
\\ Report
\
\\ 19 As part of the construction documents, owner has provided
\ Architect/contractor with a topographic survey performed by Oak
\ Hills surveying.  Such survey was prepared for project design purposes
ond is provided to the contractor.
20. Erosion Control: Protect all inlet boxes, catch basins, etc. with
straw bails during construction. Frotect surrounding properties
and streetls from site runoff with sandbogs and earth berms.
PAVEMENT NOTES:
7. ASPHALT FAVEMENT: USE ASPHALT CONCRETE SPECIFIED IN AFPWA SECTION C
- 02745.
////// A. INSTALL LIFTS NO GREATER THAN 37 AND NOT LESS THAN 27 AS
- MEASURED AFTER COMPACTION.
5. COMFACT WITHIN THE RANGE OF 96 TO 98 PERCENT RELATIVE TO THE
ASTM D 55971 (MARSHALL METHOD) OR 93 TO 97 PERCENT RELATIVE TO ASTM D
2047 (RICE METHOD).
////// 2. UNTREATED BASE COURSE: PROVIDE MATERIAL SPECIFIC IN APWA SECTION
-7 02060. DO NOT USE GRAVEL OR SEWER ROCK. PLACE PER APWA SECTION
0-2322. COMPACT PER APWA SECTION 02324 T0O A MODIFIED PROCTOR DENSITY
OF 95 PERCENT OR GREATER. MAXIMUM LIFT THICKNESS 1S 8" BEFORE .
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\ / General Grading Notes:

' / 7. All work shall be in accordance with the City Public Works Standard.

2. Cut slopes shall be no steeper than 2 horizontal to 1 vertical.

3. Fill slopes shall be no steeper than 2 horizontal to 1 vertical.

4. Fills shall be compacted per the recommendations of the
geotechnical  report prepared for the project and shall be
certified by the geotechnical engineer.

5. Areas to receive fill shall be properly prepared and approved by
the City inspector and geotechnical Engineer prior to placing il

6. Fills shall be benched into competent material as per
specifications and geotechnical  report.

/. All trench backfill shall be tested and certified by the site
geotechnical engineer per the grading code.

8. A geotechnical engineer shall perform periodic inspections and
submit a complete report and map upon completion of the rough
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\ geotechnical engineer shall contain the lype of field testing

\ performed.  Each test shall be identified with the method of

\ obtaining the in—place density, whether sand cone or drive ring

| and shall be so noted for each test. Sufficient maximum density

-7 determinations shall be performed to verify the accuracy of the

| maximum density curves used by the field technician.

\ 70. Dust shall be controlled by watering.

' 71. The Jocation and protection of all utilities /s the responsibility of
the contractor.

2. Approved protective measures and temporary drainage provisions
must be used to protect adjoining properties during the grading
project.

13. Al public roadways must be cleared darly of all dirt, mud and
debris deposited on them as a result of the grading operation.

\ s ! ! \ Cleaning /s to be done to the satisfaction of the city engineer.
\ 74. The site shall be cleared and grubbed of all vegetation and

\ 15. The contractor shall provide shoring i accordance with OSHA
\ \ \ \ requirements for trench walls.
! ! ! \ 76. Aggregate base shall be compacted per the geotechnical report

\
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\\ \\ \\ \\ 17. Elevations shown on this plan are finish grades. Rough grades CONSULTANTS
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2 ALL ELECTRICAL CONDUITS/LINES TO BE PVC SCH 40 OR BETTER

24. WATERLINES TO BE PVC C—900 PIPE. (MECHANICAL JOINTS
REQUIRED WHEN LESS THAN 18" VERTICAL OR TEN FEET HOA

EXISTING UTILITIES

30.  THE CONTRACTOR SHALL BE RESPONSIBLE FOR ALL UT/L4§ SHOWN
OR NOT SHOWN.  THE EXISTENCE, LOCATION, AND CHARACTERISTICS OF
ALL UNDERGROUND UTILITIES AND STRUCTURES SHOWN ON THESE PLANS
HAVE BEEN OBTAINED FROM A REVIEW OF AVAILABLE RECORD DATA. NO
REPRESENTATION IS MADE AS TO THE ACCURACY OR COMPLETENESS OF

37, UNSUITABLE MATERIAL,
£7C,

SUCH AS TOP SOIL,
SHALL BE REMOVED AS REQUIRED BY THE SOILS ENGINEER
(AND/OR ENGINEERING GEOLOGIST, WHERE EMPLOYED) FROM ALl AREAS
70 RECEIVE COMPACTED FILL OR DRAINAGE STRUCTURES.

WEATHERED BED ROCK,

44.  ALL CONSTRUCTION WORK IN UDOT RIGHT—OF—=WAY SHALL
BE SUBJECT 70 INSPECTION BY THE STATE. /T SHALL BE THE
RESPONSIBILITY OF THE CONTRACTOR TO INSURE THAT
INSPECTIONS TAKE FPLACE WHERE AND WHEN REQUIRED AND TO
INSURE THAT ALL WORK IS COMPLETED TO UDOT STANDARDS.

45, FILLS IN EXCESS OF 4 FEET IN THICKNESS AND BENEATH
ALL FOUNDATIONS OR PAVEMENT SECTIONS SHALL BE

architecture
planning
interiors

UTILITIES |

GENFERAL 1

1. ALL MATERIALS AND CONSTRUCTION SHALL BE IN
ACCORDANCE WITH DFCM STANDARDS.

2. CONTRACTOR AND APPLICABLE SUBCONTRACTORS SHALL ATTEND ALL
PRE CONSTRUCTION CONFERENCES AND PERIODIC PROGRESS MEETINGS.

3. CONTRACTOR SHALL BE RESPONSIBLE FOR ALL PUBLIC SAFETY AND
OSHA STANDARDS.

4. THE CONTRACTOR SHALL FAMILIARIZE HIM/HER SELF WITH THE PLANS,
THE GEOLOGY REPORTS AND THE SITE CONDITIONS PRIOR TO COMMENCING

WORK.

5. ALL WORK SHALL COMPLY WITH THE AMERICAN PUBLIC WORKS
ASSOCIATION UTAH CHAPTER (APWA) MANUAL OF STANDARD SPECIFICATIONS
2002 EDITION AND THE MANUAL OF STANDARD PLANS 2002 EDITION.

SAID STANDARD SPECIFICATIONS AND PLANS SHALL BE SUBSIDIARY TO
MORE STRINGENT REQUIREMENTS BY APPLICABLE LOCAL JURISDICTION.

IN

CONTRACTOR SHALL SUBMIT A TRAFFIC CONTROL PLAN
NFORMANCE WITH THE MUTCD AND IN COMPLIANCE WITH STANDARD

SPECIFICATION 01555 "TRAFFIC CONTROL”

7. SHOULD CONFLICTING INFORMATION BE FOUND ON THE PLANS, THE
CONTRACTOR SHALL NOTIFY THE PROJECT ENGINEER BEFORE
PROCEEDING WITH THE WORK IN QUESTION.

8. CONTRACTOR TO NOTIFY SURVEYOR 72 HOURS PRIOR TO NEED FOR ANY
CONSTRUCTION STAKING.

9. IT SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR TO ASSURE

THAT ALL PIPES, WALLS, ETC. ARE ADEQUATELY BRACED DURING

CONSTRUCTION.

10. ALL WORK SHALL CONFORM TO THE PLANS AND SPECIFICATIONS IN
ALL RESPECTS AND SHALL BE SUBJECT TO APPROVAL BY THE ENGINEER.

11.
DISTANCES AS REQUIRED BY LOCAL, COUNTY, STATE,

AND

12. ALL UTILITIES ARE TO BE INSTALLED
MANUFACTURERS RECOMMENDATION AND THESE DISTRICT STANDARDS.

CONTRACTOR TO SPACE UTILITIES TO PROVIDE MINIMUM

INDIVIDUAL UTILITY CODES.
IN ACCORDANCE WITH

WATER—CAMP  WILLIAMS

SEWER—SEWER DISTRICT
STORM DRAIN/GROUNDWATER—CAMP  WILLIAMS

ELECTRICAL— UTAH POWER

TELEPHONE— QWEST

GAS— QUESTAR

COORDINATE ALL SERVICE LATERAL AND BUILDING CONNECTIONS Wi

13.
CORRESPONDING ARCHITECTURAL, MECHANICAL OR ELECTRICAL DRAWING
FOR LOCATION AND ELEVATION. NOTIFY ENGINEER IMMEDIATELY IF ANY

DISCREPANCIES ARE ENCOUNTERED.
ALL STORM DRAIN MANHOLES AND CATCH BASINS ARE TO BE PRE

14.
CAST CONCRETE FROM APPROVED LOCAL MANUFACTURER UNLESS
BOTTOM OF BOX TO BE FREE DRAINING.

OTHERWISE NOTED.
ALL CATCH BASIN AND INLET BOX GRATES ARE TO BE BICYCLE

PROOF.
15.  ALL STORM WATER CONVEYANCE PIPING
10" PIPES OR SMALLER — POLYVINYL CHLORIDE (PVC) SEWER PIPE,

ASTM D3034 TYPE PSM.
12”7 PIPES OR LARGER — REINFORCED CONCRETE PIPE,

ASTM C76, CLASS Il
FIELD VERIFY ALL EXISTING AND /OR PROPOSED ROOF DRAIN/ROOF DRAIN

REFER TO THE SITE ELECTRICAL PLAN FOR DETAILS AND LOCATIONS OF
ELECTRICAL LINES, TRANSFORMERS AND LIGHT POLES.

ALL GAS LINES TO BE HDPE WITH COPPER TRACER WIRE AND

17.
TERMINATE TRACER WIRE AT APPROVED LOCATIONS.

DETECTA TAPE.
18.  ALL GAS LINE TAPS, VALVES AND CAPS TO BE FUSED USING

ELECTRO—FUSION TECHNOLOGY.

19. ALL PHONE AND Tv CONDUITS TO BE PVC SCH 40 OR BETTER.
TELEPHONE LINES, AND CABLE TV LINES ARE NOT SHOWN AS PART OF
THESE PLANS. SEE CORRESPONDING DRAWINGS FOR SPECIFIC DETAILS.
20. NO GROUNDWATER OR DEBRIS TO BE ALLOWED TO ENTER THE NEW
PIPE DURING CONSTRUCTION. THE OPEN END OF ALL PIPE TO BE

TIVELY SEALED AT THE END OF EACH DAYS

21. ALL SEWER LINE TO BE FLUSHED, PRESSURE TESTED
70 5 PSI VIDEO INSPECTED AND OTHERWISE TESTED IN ACCORDANCE WITH

DISTRICT STANDARDS PRIOR TO PLACING IN SERVICE.
22, ALL SEWER LINES AND LATERALS ARE TO BE SDR 35 PVC PIPE.

23. SEWER MANHOLES, L[ATERALS AND CLEANOUTS TO BE INSTALLED PER
IMPROVEMENT DISTRICT STANDARDS.  MANHOLES TO STAMPED WITH THE

DISTRICT NAME AS REQUIRED.

DOWN SPOUT CONNECTIONS TO STORM WATER SYSTEM WITH CIVIL, PLUMBING

& ARCHITECTURAL PLANS.  NOTIFY ENGINEER OF ANY DISCREPANCIES.

:

NEW GAS METER BY CONTRACTOR, CONC. PAD,
AND (4) CONC. FILLED 5" DIA. METAL BOLLARDS \

PANEL SEE SITE ELECTRICAL

BUILDING #1

OMMUNICATION LINE
SEE SHEET EIQ

EXISTING |

0. CONC. 5LAB
ELEV. = 41460

NEW GAS LINE

EXISTING TRANSFORMER

NEW BLEETRICAL LINE
SEE SITE ELECTRICAL

NEW ELECTRICAL

BUILDING #2

TO.CONC. SLAB
MAIN LEVEL ELEV. = 41450
BASEMENT LEVEL ELEV, = 41350

SEPARATION FROM SEWERLINE).

25. ALL WATERLINES SHALL BE 8 MINIMUM SIZE AND SERVICE
LATERALS SHALL BE 17 MINIMUM UNLESS OTHERWISE NOTED. WATER

LINES, VALVES, FIRE HYDRANTS, FITTINGS ETC. ARE TO BE
CONTRACTOR IS RESFONSIBLE TO

CONSTRUCTED AS SHOWN.
CONSTRUCT ANY VERTICAL ADJUSTMENTS NECESSARY TO CLEAR SEWER,
STORM DRAIN OR OTHER UTILITIES AS NECESSARY INCLUDING RAISED
VALVE BOXES AND HYDRANT SPOOLS TO PROPER GRADE. FOR PIPE

SIZES 3/47 7O 27 DIAMETER PIPE — COPPER TUBE ASTM B, TrPE K,

SOFT TEMPER FOR PIPES OVER 27 DIAMETER FPIPE — AWWA C—-900
CLASS 150 A

ADDLE; CORPF.

STOP LATERAL, DOUBLE CHECK VALVE AND BACKFLOW PREVENTION
DEVICE. WATER METERS ARE TO BE INSTALLED PER CITY STANDARDS

INSTALL ALL ITEMS REQUIRED.

27 ALl WATERLINES SHALL BE MINIMUM 48" BELOW FINISH GROUND
70 TOP OF PIPE. ALL VALVE BOXES AND MANHOLES SHALL BE RAISED

OR LOWERED TO FINISH GRADE. (6" ABOVE GRADE IN UNPAVED ARFAS
WITH SOIL SLOPED UP TO RIM) AND SHALL INCLUDE A CONCRETE

COLLAR IN FAVED AREAS.

28. CONTRACTOR TO NOTIFY ENGINEER FOR CHLORINE TEST PRIOR TO
FLUSHING LINES, CHLORINE LEFT IN PIPE 24 HRS. MINIMUM WITH 25
PPM RESIDUAL. ALL TURNING OF MAINLINE VALVES, CHLORINATION,

FLUSHING, PRESSURE TESTING, BACTERIA TESTING, ETC. TO BE
COORDINATED WITH WATER DEFPARTMENT. —ALL TESTS TO BE IN
ACCORDANCE WITH AWWA STANDARDS.

29. BOTTOM FLANGE OF FIRE HYDRANTS TO BE SET 7O
APPROXIMATELY 4 INCHES ABOVE BACK OF CURB ELEVATION.

!

!

! \
\

AND SPECIFICATIONS IT WILL BE THE CONTRACTOR'S RESPONSIBILITY TO

SAID UTILITY INFORMATION. THE CONTRACTOR SHALL TAKE DUE
PRECAUTIONARY MEASURES TO PROTECT THE FACILITIES SHOWN AND ANY
OTHER FACILITIES NOT OF RECORD OR NOT SHOWN ON THESE PLANS.

37

32, PRIOR 7O COMMENCING CONSTRUCTION, THE CONTRACTOR SHALL
UNCOVER AND VERIFY THE LOCATION AND ELEVATION OF ALL EX/ISTING
ANY CONFLICT OR

UTILITIES 7O BE JOINED, CROSSED, OR PARALLELED.
DISCREFANCY SHALL BE BROUGHT TO THE ATTENTION OF THE ENGINEER

PRIOR TO CONSTRUCTION. — OTHERWISE, CONTRACTOR ASSUMES SOLE AND
COMPLETE RESPONSIBILITY FOR ANY COSTS OF REPLACEMENT, RELOCATION,

OR-ADRITIONAL COSTS OF CONSTRUCTION.

33, ALL UTILITY MANHOLE RIMS, CATCH BASIN GRATES AND VALVE BOX
COVERS ARE TO BE ADJUSTED TO FIT THE FINISHED GRADE OF THE SITE

AND INCLUDE CONC. COLLAR IN FAVED AREAS.

ALLNEROPO o
FINISHED SURFACE, THE CONTRACTOR IS RESFONSIBLE TO DEDUCT THE

THICKNESS OF THE PAVEMENT STRUCTURAL SECTION FOR TOP OF SUB
GRADE  ELEVATIONS.

CONDITIONS ARE ENCOUNTERED, WORK IN THAT AREA WILL STOP UNTIL
APPROVED CORRECTIVE MEASURES ARE OBTAINED FROM THE ENGINEER.

36. ALL DELETERIOUS MATERIAL, SUCH AS LUMBER, LOGS, BRUSH,
OR ANY OTHER ORGANIC MATERIALS OR RUBBISH, SHALL BE REMOVED

FROM AL\L AREAS 7O /?EC\E/VE COMPACTED FILL. . .

CONTROLS SHALL BE INSTALLED IN ACCORDANCE WITH AGENCY STANDARDS
AND FOLLOWING BEST MANAGEMENT PRACTICES FOR ACTUAL PLACEMENT
ON SITE. EROSION CONTROLS SHOWN ON THESE DRAWINGS ARE INTENDED

AS A MINIMUM REQUIREMENT. ADDITIONAL CONTROLS REQUESTED BY

AGENCY INSPECTORS SHALL BE REQUIRED. 46

40. ALL RECOMMENDATIONS MADE BY THE SOILS ENGINEER CONTAINED IN

THE GEOTECHNICAL INVESTIGATION CONSULTANTS INC. SHALL BE REQUIRED

AS PART OF THESE CONSTRUCTION FLANS.

4171. ALL DEBRIS AND FOREIGN MATERIAL SHALL BE REMOVED FROM THE
THE CONTRACTOR

SITE AND DISPOSED OF AT AFPPROVED DISFPOSAL SITES.
SHALL OBTAIN NECESSARY PERMITS FOR THE TRANSPORTATION OF

38. NO TREES SHALL BE REMOVED OR DAMAGED WITHOUT SPECIFIC
WRITTEN AUTHORIZATION FROM PROPERTY OWNER.

CONTRACTOR SHALL CALL BLUE STAKES, OR OTHER AGENCY 39. CONTRACTOR SHALL INSTALL EROSION CONTROLS (SILT FENCES,
RESPONSIBLE FOR LINE LOCATIONS TWO WORKING DAYS PRIOR TO DIGGING.  STRAW BALES, FTC) AS REQUIRED BY REGULATORY AGENCIES.  SAID

MATERIAL TO AND FROM THE SITE.

42. THE CONTRACTOR SHALL ASSUME SOLE AND COMPLETE
RESPONSIBILITY FOR THE JOB SITE CONDITIONS, INCLUDING SAFETY OF ALL 49

PERSONS AND PROPERTY, DURING THE COURSE OF CONSTRUCTION OF
THIS REQUIREMENT SHALL APPLY CONTINUOUSLY, AND
THE CONTRACTOR

THIS PROJECT.

SHALL NOT BE LIMITED TO NORMAL WORKING HOURS.

I IF AT ANY TIME DURING CONSTRUCTION ANY UNFAVORABLE GEOLOGICAL — opp/ DEFEND, INDEMNIEY AND HOLD THE OWNER AND THE ENGINEER
HARMLESS FROM ANY AND ALL LIABILITY, REAL OR ALLEGED, IN
CONNECTION WITH PERFORMANCE OF WORK ON THIS PROJECT.

43, NATURAL GROUND MAY HAVE BEEN MODIFIED SINCE THESE PLANS

WERE PRODUCED.
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FUTURE
BUILDING #3

TO.CONC.6LAB
PROPOSED ELEY. = 41420

EXISTING FENCE LINE

COMPACTED TO 95 PERCENT OF THE MAXIMUM DRY DENSITY AS
DETERMINED BY THE ASTM D—1557 COMP ACTION CRITERIA.

ALL OTHER STRUCTURAL FILL LESS THAN 4 FEET IN THICKNESS
SHOULD BE COMFACTED TO AT LEAST 90 PERCENT OF THE
ABOVE CRITERIA.  ADDITIONAL COMPACTION MAY BE REQUIRED

BY THE GEOTECHNICAL OR STRUCTURAL ENGINEER.

COMPACTION TESTING SHALL BE ACCOMPLISHED BY THE
CONTRACTOR, OR THE CONTRACTOR WILL HAVE SUCH TESTING
ACCOMPLISHED BY A SEPARATE CONTRACTOR. TEST RESULTS

WILL BE SUBMITTED FOR REVIEW WITHIN 24 HOURS AFTER TEST.
47.  CONTRACTOR TO SUBMIT PROCTOR AND/OR MARSHALL B
DATA 24 HOURS FRIOR TO TEST.

48.  STRAIGHT GRADE SHALL BE MAINTAINED BETWEEN CONTOUR
LINES AND SPOT ELEVATIONS UNLESS OTHERWISE SHOWN ON

PLANS.
ALL SLOPES ADJOINING STREETS, DRAINAGE CHANNELS, OR
OTHER FACILITIES SHALL BE GRADED NO STEEPER THAN 2 (H)
TO 7 (V) FOR CUT AND FILL.
50.  UNLESS OTHERWISE SPECIFICALLY CALLED OUT, NO EARTH
SLOPES SHALL EXCEED FOUR FEET IN HEIGHT WITHOUT

RETAINING WALLS.  NO RETAINING WALLS SHALL EXCEED SIX
FEET WITHOUT TERRACING. NO TERRACED WALLS SHALL EXCEED

TWELVE FEET IN TOTAL HEIGHT.

BUILDING ELEVATIONS

3115 e. lion lane suite 300
salt lake city utah 84121

801.278. 8151  fax 801. 278. 8661
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PROJECT STRUCTURAL NOTES

D

I.

ESIGN CRITERIA

GOVERNING BUILDING CODE: 20032 1BC

GRAVITY LOADING

A, ROOCF DEAD LOAD 15 PSF

B. ROOF SNOW LOAD Pg = 46 PSF, Pf = 24 PSF + DRIFT
Ce =12 | =10 C =12

A FLOOR DEAD LOAD 88 PSSk

B. FLOOR LIVE LOAD¢+ 5@ PSF ROOMS, 0@ PSF CORRIDORS

SEISMIC DESIGN

A, SEISMIC CATEGORTY E, SIESMIC USE GROUP |, Sds = EBll, &dl = 255,

SITE CLASS D, BEARING WALL STSTEM: K, DESIGN BASE SHEAR
EQUIVALENT LATERAL FORCE PROCEDURE USED.

WIND DESIGN
A. BASIC UIND SPEED Vv32s = 3@ MPH, | = O, EXP C,
INTERNAL PRESSURE COEFFICIENT GCpi = +lg, -8

COMPONENTS AND CLADDING: ROOF -18713 PSF, WALLS -203 PSF

FOUNDATION

A ALLOUWABLE SOIL BEARING PRESSURE 16 2500 PSF
PER SOILS REPORT #2154JTleT BY WESTERN TEHNOLOGIES.

B. SUBSURFACE CONDITIONS
IF GROUND WATER IS ENCOUNTERED, NOTIFT ENGINEER
BEFORE PROCEEDING FURTHER.

GENERAL

I.

ALL CONSTRUCTION SHALL BE IN CONFORMANCE WITH 2003
EDITION OF THE INTERNATIONAL BUILDING CODE AND SUPPLEMENTS
UNLESS HIGHER STANDARD 1S CALLED FOR.

THE CONTRACTOR SHALL VERIFY ALL DIMENSIONS AND CONDITIONS
AT THE SITE.

THE CONTRACTOR SHALL BE RESFPONSIBLE FOR SAFETT AND
PROTECTION WITHIN AND ADJACENT TO THE JOB SITE.

DURING AND AFTER CONSTRUCTION THE CONTRACTOR AND/OR OUNER
SHALL KEEP LOADS ON THE STRUCTURE WITHIN THE LIMITS OF
THE DESIGN LOADS.

DO NOT SCALE THE DRAWINGS. IF DIMENSION ARE IN QUESTION,
THE CONTRACTOR SHALL BE RESPONSIBLE FOR OBTAINING
CLARIFICATION FROM THE ARCHITECT/ENGINEER BEFORE
CONTINUING WITH CONSTRUCTION.

SHOP DRAUWINGS SHALL BE SUBMITTED TO THE GENERAL
CONTRACTOR AND ARCHITECT PRIOR TO FABRICATION OR ERECTION
FOR THE FOLLOWING ITEMS:

REINFORCING STEEL
STRUCTURAL STEEL
MISCELLANECUS METALS(EMBEDDED CONNECTIONS, PLATES, ETC.

THE GENERAL CONTRACTOR SHALL SUBMIT THREE(2) COFIES OF
ALL SHOP DRAUWINGS TO THE STRUCTURAL ENGINEER FOR REVIEW
PRIOR TO FABRICATION OR ERECTION. FIVE (5) WORKING DAYS
SHALL BE ALLOUWED FOR THE REVIEW OF THESE SHOP DRAWINGS BY
THE ENGINEER.

THE TYPICAL DETAILS SHALL BE USED WHEREVER APPLICABLE
UNLESS OTHERUWISE NOTED ON THE DRAWINGS. NOTES AND
DETAILS ON DRAWINGS SHALL TAKE PRECEDENCE OVER THE
GENERAL NOTES AND TTYFICAL DETAILS.

ALL OMISSIONS OR CONFLICTS BETWEEN THE VARIOUS ELEMENTS
OF THE WORKING DRAUWINGS AND /OR SPECIFICATIONS SHALL BE
BROUGHT TO THE ATTENTION OF THE ARCHITECT BEFORE
PROCEEDING WITH ANY WORK INVOLVED. IN CASE OF CONFLICT,
FOLLOW MOST STRINGENT REQUIREMENT AS DETERMINED BY
ARCHITECT/ENGINEER WITHOUT COST TO OUNER.

264 K,

EARTHWORK

I.

SITE PREPARATION®

REMOVE SUFACE VEGETATION AND OTHER SURFACE DELETERIOUS
MATERIALS FROM ALL AERAS WHICH WILL BE STRUCTURALLY LOADED
SUSSEQUENT FROM AN AREA EXTENDING FIVE FEET FROM THE PERIMETER

OF THE BUILDING ALL NON-ENGINEERED FILL MUST BE REMOVED.
SUBSEQUENT TO INITIAL STRIPFPING AND OVER-EXCAVATICON,

THE EXPOSED SUBGRADE MUST BE PROOFROLLED. IF ANY SOFT OR UNSUITABLE
SOIL ZONES ARE ENCOUNTERED, THE MUST BE REMOVED TO A MAXIMUM DEPTH OF

TWO FEET AND REPLACED WITH COMPACTED GRANULAR FILL.
ON-SITE GRANULAR NON-ENGINEERED FILLS MAY BE
RE-UTILIZED A8 STRUCTURAL FILL.

AND UNUSUAL SOIL CONDITIONS (WATER, SOFT LATERS, ROCK
OUTCROPFINGS, ETC.) ENCOUNTERED DURING EXCAVATION FOR
FOOTINGS SHOULD BE IMMEDIATELY BROUGHT TO THE ATTENTION
OF THE ARCHITECT AND SOIL ENGINEER,

STRUCTURAL FILL
ALL FOOTINGS SHALL BEAR 22" MINIMUM ONTO SUITABLE
NATURAL SOILS AND/OR STRUCTURAL FILL EXTENDING TO

SUITABLE NATURAL SOILS. STRUCTURAL FILL SHALL BE COMPACTED TO 5% OF

MAXIMUM RELATIVE DENSITY BASED ON ASTM D 557, SUCH

FILL SHALL BE PLACED IN LOOSE LAYERS NOT TO EXCEED EIGHT
INCHES (") IN DEPTH.

ANY FILL TO BE PLACED UNDER THE BUILDING AND FOOTINGS
SHALL BE A UWELL GRADED GRANULAR MATERIAL WITHIN THE
LIMITS OF THE FOLLOWING GRADATION:

SIEVE SIZE PERCENT PASSING
4" |©0D%
[ CD-290%
NO. 4 30-0D%
NO. 42 1©-20%
NO20© 5-12%

WIDTH OF COMPACTED STRUCTURAL FILL SHALL EXTEND A MINIMUM
DISTANCE EQUAL TO THE DEFPTH OF FILL BETYTOND THE EDGES OF
THE FOOTINGS.

ALL FILL AND BACK FILL SHALL BE COMPACTED TO A MINIMUM OF
35% OF MAXIMUM RELATIVE DENSITY OF BUILDING CONSTRUCTION
AND 20% FOR GENERAL SITE WORK.

ALL WATER SHALL BE REMOVED FROM FOUNDATION EXCAVATION
PRIOR TO PLACING OF CONCRETE. DO NOT POUR CONCRETE UNDER
WATER OR ON FROZEN GROUND.

COMPACTION TESTS SHALL BE PERFORMED BY AN
INDEPENDENT TESTING LABORATORTY AS

SELECTED BY THE ARCHITECT/ENGINEER.

ALL EXCAVATIONS SHOULD BE OBSERVED PERIODICALLY BT A
QUALIFIED GEOTECHNICAL PERSONNEL.

OFPEN WEB STEEL JOISTS AND STEEL DECKS

.

ALL STEEL JOISTS AND GIRDERS, WITH THEIR ASSOCIATED HARDWARE, SHALL
BE DESIGNED, FABRICATED ¢ INSTALLED PER REQUIREMENTS OF THE STEEL JOIST
INSTITUTE SPECIFICATION.

STEEL JOIST MANUFACTURER SHALL DESIGN AND FABRICATE STEEL JOIST

AND GIRDERS TO SUPFPORT LOADS SHOUN ON PLANS. COORDINATE DESIGN WITH
ALL MECHANICAL EQUIPMENT AND SUSPENDED LOADS. ALL JOISTS AND GIRDERS
WITH SLOPE EXCEEDING 172 INCHES PER FOOT SHALL BE DESIGNED FOR
ADDITIONAL AXIAL STRESSES.

SUBMIT CALCULATIONS AND SHOP DRAWNGS FOR REVIEW PRIOR TO

FABRICATION OF JOISTS AND GIRDERS. CONTRACTOR SHALL NOT CUT, DRILL, OMIT
OR MODIFY ANY PART OF ANY JOIST OR GIRDER WITHOUT WRITTEN CONSENT AND
DIRECTION FROM THE MANUFACTURER.

BOTTOM CHORD OF THE GIRDERS SHALL NOT BE WELDED TO THE STABILIZER
PLATES UNLESS SPECIFICALLY CALLED FOR ON DETAILS. WHERE WELD 1S
SPECIFIED, WELD AFTER ALL DEAD LOAD HAS BEEN APPLIED. ALL WELDERS SHALL
BE AWS CERTIFIED.

. ROOF DECK SHALL BE 20 GA, 1 12", TYP HS-B, PAINTED AND MANUFACTURED

BY VERCO. PROVIDE 172" DIA. FUSION WELDS SIX PLACES PER SHEET TO ALL
SUPPORTS AND AT &" ON CENTER AT ALL EDGES, FRAMES, SHEAR WALLS AND DRAG
STRUTS. PROVIDE | 172" TOP SEAM WELDS AT 24" OC. FOR ALL PANEL TO

PANEL CONNECTIONS.

. SUBSTITUTION OR ROOF DECK SHALL BE APPROVED BY

ARCHITECT AND ENGINEER. IT SHALL HAVE CAPACITY FOR GRAVITY AND SHEAR
LOADS EQUAL TO OR BETTER THAN SPECIFIED STEEL DECKS AND SHALL BE
ICBO. APPROVED.

REINFORCING BARS

METAL REINFORCEMENT SHALL BE DEFORMED TYPE BARS AND SHALL CONFORM TO ASTM A-615

GRADE 2@ WITH MINIMUM YIELD STRENGTH OF @ KSI. ALL REINFORCEMENT BARS SHALL BE
DETAILED, BOLSTERED AND SUPPORTED IN ACCORDANCE WITH ACI STANDARD 215 "MANUAL
OF STANDARD PRACTICE FOR DETAILING REINFORCE CONCRETE STRUCTURES" , CONCRETE

REINFORCING STEEL INSTITUTE (CRSI) AND "BUILDING CODE REQUIREMENTS FOR REINFORCED
CONCRETE" ACI 2le.

CONCRETE

CONCRETE SHALL CONFORM TO ALL REQUIREMENTS OF ACI 318-02

"SPECIFICATIONS FOR STRUCTURAL CONCRETE FOR BUILDINGS',
EXCEFPT AS MODIFIED BY THE SUPPLEMENTAL REQUIREMENTS
BELOW:

.2 CEMENT NOTES:
A, FOOTINGS, FOUNDATION WALLS, PIERS

INTERIOR SLABS ON GRADE-TYPE 2 LOW ALKALI PER ASTM CI52.

MAX w/c = @52

B. EXTERIOR SLARS ON GRADE USE & 1/2% + 1 1/2% AIR
FPER ASTM C262 WITH MAX. SIZE AGGREGATE 2/4" PER
C23. MAX w/c=245.

1.3 CONCRETE SHALL ATTAIN THE FOLLOWING MINIMUM
COMPRESSIVE STRENGTH AT 28 DAYS:
A, FOOTINGS , FOUNDATION WALLS - 2002 FPSI.

B. SLABS ON GRADE, -4000 PSI CURB,

14 REINFORCING STEEL SHALL MEET ASTM A &15 GRADE 6@
(TIELD STRESS = o002 FSI)

A STATEMENT OF MIX DESIGN FOR ALL CONCRETE SHALL BE
SUBMITTED AND APPROVED BY THE ENGINEER TO COMMENCING
WORK.

CURING AND PROTECTION OF CONCRETE SHALL
CONFORM TO IBC SECTION 19251, 1925.12, 1325.12

THE USE OF CHEMICALS OR ADDITIVES TO PREVENT FREEZING
SHOULD NOT BE PERMITTED, REFER TO SPECIFICATIONS AND TO
DIRECTIVES BY STRUCTURAL ENGINEER FOR ADDITIONAL COLD
WEATHER REQUIREMENTS.

ALL CONCRETE SHALL BE PROPERLY VIBRATED IN PLACE USING
INTERNAL VIBRATING RODS (MECHANICAL OR ELECTRICAL.

ALL SLABS ON GRADE SHALL BE PLACED WITH CONSTRUCTION
JOINTS OR AW CUTS AT 12'-©" ON CENTER (MAXIMUM) OR AS
SHOWN/NOTED ON DRAWINGS.

CONCRETE TEST WILL BE MADE ON MAJOR POURS AND AT SUCH
OTHER TIMES AS MAY BE REQUIRED BY THE ENGINEER EACH
TEST SHALL CONSIST OF 2 CTLINDERS OF WHICH ONE SHALL BE
TESTED AT SEVEN DAYS, ONE TESTED AT TWENTY -EIGHT DATS AND
ONE RETAINED IN RESERVE FOR LATER TESTS, IF REQUIRED.

IN GENERAL, ONE TEST SHALL BE MADE FOR EACH 50 CUBIC
TARDS ON CONCRETE ON EACH DAY'S POUR. SPECIMENS SHALL BE
MADE AND TESTED IN ACCORDANCE WITH ASTM C-31 AND C-29
STANDARDS. SLUMP AND AIR ENTRAINMENT TEST SHALL ALSO BE
MADE WITH EACH SET OF CYLINDERS TAKEN. AIR SHALL BE

ADDED TO ALL CONCRETE EXPOSED TO WEATHER.

BEFORE CONCRETE 1S POURED, CHECK WITH ALL TRADES TO
INSURE FPROFPER PLACEMENT OF ALL OFPENINGS, SLEEVES, CURBS,
CONDUITS, BOLTS, INSERTS, ETC. RELATED TO THE WORK.

REINFORCEMENT PROTECTION:

A. CONCRETE POURED AGAINST EARTH EX

B. CONCRETE POURED AGAINST FORMS BUT
EXPOSED TO WEATHER OR EARTH:

L IF BARS ARE LARGER THAN *5 2"
2. IF BARS ARE "5 OR SMALLER LB
C. WALLS 2"

MASONRT

I.

2.

SPECIAL INSPECTION PER 1B.C. SECTION 11245,
AND TABLE 1M@4532 1S REQUIRED ON ALL MASONRY

A CONCRETE MASONRY UNITS SHALL BE GRADE N TYFPE |
CONFORMING TO ASTM C32 "STANDARD SPECIFICATION FOR HOLLOW
LOAD-BEARING CONCRETE MASONRTY UNITS", AND SHALL HAVE
MINIMUM COMPRESSIVE STRENGTH OF 1500 PSI.

MASONRY REINFORCING:

A, UNLESS NOTED OTHERUWISE, TYPICAL REINFORCING SHALL BE
I-¥5 AT 22" O.C. VERT, AND 2-#4 AT 48" OC. HORIZONTAL.

B. ALL REINFORCING STEEL SHALL BE NEW STOCK DEFORMED
BARS CONFORMING TO ASTM Asl5, GRADE &2.

C. ALL VERTICAL REINFORCING SHALL BE DOUWELED
(SAME SIZE AND SPACING AS VERTICAL BARS
INTO FOUNDATION WALL OR FOOTING BELOW).

D. ONLY BLOCK CELLS UITH REINFORCING SHALL BE GROUTED FULL
USING CONCRETE GROUT. CELLS SHALL BE ALIGNED TO
PRESERVE UNOBSTRUCTED VERTICAL CAVITIES OF 2" X 3"
MINIMUM,

E. UNLESS OTHERWISE NOTED, ADDITIONAL VERTICAL BARS TO
MATCH WALL REINFORCING SHALL BE PLACED AT JAMBS OF
ALL OPENINGS ANS AT ENDS AND INTERSECTIONS OF WALLS.

F. HORIZONTAL BARS SHALL BE FLACED IN BOND BEAMS FILLED
WITH GROUT AT THE TOP OF ALL WALLS AND AT 48" OC.
MAXIMUM BETWEEN TOP OF WALL AND FOUNDATION. BOND
BEAM UNITS SHALL CONTINUE UNINTERRUPTED AROUND ALL
CORNERS AND WALL INTERSECTIONS.

G. ALL REINFORCING SHALL BE IN PLACE PRIOR TO GROUTING.
VERTICAL REINFORCING BARS SHALL BE HELD IN POSITION
AT THE TOP, BOTTOM AND AT INTERVALS NOT FARTHER
APART THAN 200 BAR DIAMETERS.

MORTAR SHALL CONFORM TO ASTM C2T2-82A, "STAND ARD

SPECIFICATION FOR MORTAR FOR UNIT MASONRY", TYPE M OR S

(AT CONTRACTORS OFPTION), MINIMUM COMPRESSIVE STRENGTH OF
0@ PSI.

NO MASONRY SHALL BE LAID WHEN THE TEMPERATURE OF THE
OUTSIDE AIR 1S BELOW 4@ DEGREE F, UNLESS APPROVED

METHODS ARE USED DURING CONSTRUCTION TO PREVENT DAMAGE TO
THE MASONRY. SUCH METHODS SHALL INCLUDE PROTECTION OF

THE MASONRTY FOR A PERIOD OF AT LEAST 42 HOURS. SEE

UNIFORM BUILDING CODE SECTION 21904 FOR OTHER CONSTRUCTION
AND PROTECTION REQUIREMENTS.

UNLESS APPROVED OTHERWISE BY THE ENGINEER, LOW LIFT
GROUTED CONSTRUCTION PRACTICE SHALL BE USED. UNITS MAY
BE LAID TO A HEIGHT NOT TO EXCEED & FEET: HOWEVER, |F THE
HEIGHT EXCEEDS 4 FEET, CLEANOUTS MUST BE USED. SUCH
CLEANCUTS SHALL BE PROVIDED BY SUITABLE OFPENING IN THE
FACE SHELLS N THE BOTTOM COURSE OF EACH CELL TO THE
GROUTED. THE CLEANOUTS SHALL BE SEALED AFTER INSPECTION
AND BEFORE GROUTING.

ALL ANCHOR BOLTS AND REINFORCING STEEL MUST BE PLACED IN
GROUTED CELLS.

STOP GROUT POUR 1/2" BELOW TOP OF BLOCK UNITS.

GROUT SHALL CONSIST OF 2 PARTS PORTLAND CEMENT, 2 PARTS
SAND AND NOT MORE THAN 2 PARTS PEA GRAVEL. IT SHALL BE
UNIFORMLY MIXED WITH ADEQUATE WATER TO FLOW INTIMATELY
INTO PLACE WITHOUT SEGREGATION. MINIMUM COMPRESSIVE

STRENGTH SHALL BE 2000 PSI.

MASONRY REINFORCING LAP SPLICE LENGTH, inches

NUMBER OF REINFORCING LAYERS

BAR (1) LAYER (bars centered in wall)
SIZE

(2) LAYERS

NOMINAL WALL THICKNESS NOMINAL WALL THICKNESS
an 2" an 2"

*4 25 25 3l 3l

5 3l 3l 48 48

4

STRUCTURAL STEEL

ALL STRUCTURAL STEEL SHALL CONFORM WITH ASTM A-36
STANDARDS AS OUTLINED IN THE AlsC "MANUAL OF STEEL
CONSTRUCTION" (LATEST EDITION) CONTAINING THE
SPECIFICATIONS FOR THE DESIGN, FABRICATION AND ERECTION
OF STRUCTURAL STEEL BUILDINGS, AND THE "CODE OF STANDARD
PRACTICE" (LATEST EDITION).

STEEL TUBING SHALL CONFORM TO A-500, GRADE B,
FY = 46 KSI.

UNLESS OTHERWISE NOTES, ALL STRUCTURAL STEEL TO STEEL
CONNECTIONS SHALL BE MADE IN SUCH A MANNER TO DEVELOP
FULL SHEAR CAPACITY OF CONNECTING MEMBERS AS PER AISC
SPECIFICATIONS.

UNLESS OTHERUWISE NOTED, ALL STRUCTURAL STEEL TO STEEL
BOLTED CONNECTIONS SHALL USE 2/4" DIAMETER HIGH STRENGTH
BOLTS CONFORMING TO ASTM A-325 (IN) AND SHALL HAVE
CARBONIZED WASHERS UNDER TURNING UNIT. ALL OTHER BOLTS
SHALL CONFORM TO ASTM A-327. A-307 BOLTS ARE TO
TIGHTENED BY THE TURN-OF-THE -NUT-METHOD. HIGH STRENGTH
BOLTS ARE TO TIGHTENED BY EITHER TURN-OF-THE-NUT-METHOD
OR LOAD INDICATOR WASHERS.

REMOVE RUST, OILS, MILL SCALE AND APPLY ONE COAT RED LEAD
IRON OXIDE SHOP PAINT, 2 MILS (DRY) THICK. PROVIDE TOUCH

UP FIELD COAT AT ALL ABRADED AND WELDED AREAS, 2
MILS(DRY) THICK.

6. PRIOR TO FABRICATION AND PLACEMENT, SHOP DRAWINGS FOR ALL

STEEL ITEMS SHALL BE PREPARED FOR AND REVIEWED BY THE
STRUCTURAL ENGINEER

ALL WELDS SHALL BE MADE WITH ET@OXX ELECTRODES AND BY

WELDERS CERTIFIED BT AWX. STANDARDS WITHIN THE LAST 12

MONTHS (PROVIDE WRITTEN CERTIFICATION IF REQUESTED)

WHERE NOTED ON THE DRAUWING:

A ALL FIELD WELDING SHALL BE DONE UNDER THE DIRECT
SUPERVISION OF AN INDEPENDENT TESTING LABORATORY AS
SELECTED BY THE ARCHITECT/ENGINEER.

B. ALL FULL PENETRATION OR FUSION WELDS SHOUN ON
DRAWINGS ARE TO BE TESTED BY X-RAY PER AWS.
SFECIFICATION.

C. THE OUWNER MAY TEST ALL FILLET WELDS OR PORTIONS
THERE OF .

D. COFPIES OF TEST RESULTS TO BE SENT TO
ARCHITECT/STRUCTURAL ENGINEER.

SPECIAL INSPECTION:

| SPECIAL NSPECTIONS SHALL BE PROVIDED DURNG CONSTRUCTION FOR
THE FOLLOWNG:

CONCRETE:
DURNG THE TAKING OF TEST SPECIMANS AND PLACING OF
REINFORCED CONCRETE (EXCEPT SLABS ON GRADE).

BOLTS INSTALLED IN CONCRETE:
PRIOR TO AND DURNG THE PLACEMENT OF CONCRETE AROUND
BOLTS IDENTIFIED ON THE DRAWNGS (IF ANT) AS REQUIRNG
SPECIAL INSPECTIONS.

REINFORCING  STEEL:
FOR CONFORMANCE UWITH THE APPROVED PLANS PRIOR TO THE

CLOSING OF FORMS OR THE DELIVERY OF CONCRETE TO THE JOB
SITE.
STRUCTURAL WELDING:
VERIFY THE MATERIALS, QUALIFICATIONS OF THE WELDING
PROCEDURES AND WELDERS PRIOR TO THE START OF WORK AND
PROVIDE PERIODIC INSPECTIONS OF WORK. IN PROGRESS AND A
VISUAL INSPECTION OF ALL WELDS (INCLUDING WELDING OF METAL
ROCF DECK) PRIOR TO COMPLETION OF WORK. STRUCTURAL STEEL
SHALL BE PROVIDE FOR BY A REGISTERED AND APPROVED FABRICATOR
INSPECTION 15 NOT REQUIRED FOR WELDING DONE IN AN
APPROVED FABRICATOR'S SHOP.
HIGH STRENGTH BOLTING:
PROVIDE PERIODIC INSPECTIONS TO INSURE THAT THE PLIES OF THE
CONNECTED ELEMENTS HAVE BEEN BROUGHT IN TO SNUG CONTACT,
STRUCTURAL MASONRY:
DURNG THE PREPARATION AND TAKING OF ANY REQUIRED PRISMS
OR TEST SPECIMENS, AT THE START OF LATING UNITS, AFTER THE
PLACEMENT OF REINFORCING STEEL, GROUT SPACE PRIOR TO EACH
GROUTING OPERATION, AND DURING ALL GROUTING OPERATIONS.
EPOXY ANCHORS AND REINFORCEMENT EMBEDDED WITH EPOXY:
PROVIDE INSPECTION OF HOLES AND PROVIDE CONTINUOUS
INSPECTION DURING PLACEMENT OF EPOXY ANCHORS OR OTHER
ITEMS EMBEDDED IN CONCRETE OR MASONRY. INSPECTOR TO
VERIFY TYPE AND EMBEDMENT OF ANCHORS.

2. THE SPECIAL INSPECTOR SHALL BE A QUALFIED PERSON WHO SHALL
DEMONSTRATE HIS COMPETENCE, TO THE SATISFACTION OF THE BUILDING
OFFICIAL FOR INSPECTION OF THE PARTICULAR TYPE OF CONSTRUCTION
OR OPERATION REQUIRNG SPECIAL INSPECTION.

3. DUTIES AND RESPONSIBILITIES OF THE SPECIAL INSPECTOR:

OBSERVE THE WORK ASSIGNED FOR CONFORMANCE WITH THE APPROVED
DESIGN DRAUWINGS AND SPECIFICATIONS. THE INSPECTOR MAY NOT
ALTER MODIFY, ENLARGE OR WAIVE ANY OF THE REQUIREMENTS OF THE
DOCUMENTS.

FURNISH INSPECTION REPORTS TO THE OUNER, THE BUILDING OFFICIAL,
AND THE PROFESSIONAL OF RECORD. ALL DISCREPANCIES SHALL BE
BROUGHT TO THE IMMEDIATE ATTENTION OF THE CONTRACTOR FOR
CORRECTION, THEN, IF UNCORRECTED, SUBMIT A COMPLETE LIST TO ALL
OUTSTANDING DISCREPANCIES ON A WEEKLY BASIS TO THE OUNER, THE
BUILDING OFFICIAL, AND THE PROFESSIONAL OF RECORD UNTIL ALL

CORRECTIONS HAVE BEEN COMPLETED.
SUBMIT A FINAL SIGNED REPORT STATING WHETHER THE WORK

REQUIRING SPECIAL INSPECTIONS WAS, TO THE BEST OF THE
INSPECTOR'S KNOUWLEDGE, IN CONFORMANCE WITH THE APPROVED
PLANS AND SPECIFICATIONS AND THE APPLICABLE WORKMANSHIP
PROVISIONS OF THE CODE.

4. STRUCTURAL OBSERVATION (AS DEFINED IN CHAPTER 1T OF THE BUILDING
CODE) 15 NOT REQUIRED.

5. WHERE SPECIAL INSPECTION REQUIREMENTS DUPLICATE THE
REQUIREMENTS OF OTHER SPECIFIED TESTING, DUPLICATE INSPECTIONS
SHALL NOT BE REQUIRED. 5
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FINISH GRADE - SEE SITE GRADING PLAN.

REINFORCING.

2" RIGID PERIMETER INSULATION.

OO O O

FOR REINFORCING.

WALL TYPES.

FLOOR.

®© 00 ©

FOOTING ¢ FOUNDATION SYSTEM - SEE STRUCTURAL FOR SIZE AND

4" THICK CONCRETE SLAB OVER 4" OF GRANULAR FILL - SEE STRUCTURAL

FOR WALL TYPE - SEE A-101 FOR WALL TAGS AND A-50| FOR DESCRIPTION OF

STOREFRONT WINDOW STSTEM - SEE A-£02 FOR WINDOW SCHEDULE.
CEILING SYSTEM - SEE SHT. A-103 FOR CEILING TYPE AND HEIGHT ABOVE FINISH

SINGLE-PLY ROOFING MEMBRANE SYSTEM OVER 4" OF RIGID INSULATION W/

TAPERED INSULATION TO ROOF DRAIN - SEE SHT. A-104 FOR ROOF PLAN.

ON SHT. 5-122.

®

AND CONNECTIONS.

R-24 BATT INSULATION,

© OO

METAL DECKING OVER STEEL JOISTS - SEE STRUCTURAL ROOF FRAMING PLAN
STEEL BEAM - SEE STRUCTURAL ROOF FRAMING PLAN ON SHT. 5-102 FOR SIZE
STUCCO FINISH OVER METAL STUD PARAPET WALL, BETOND.

4" CONCRETE ENTRY SLAB - SEE FLOOR PLAN SHEET A-10| FOR DIMENSIONS.

R-13 BATTING INSULATION WITH FOIL FACE STICK-PINED TO CMU.

STUCCO SOFFIT SYSTEM OVER ' GYPSUM SHEATHING OVER METAL STUD

FRAMING - SEE STRUCTURAL FOR STUD SIZE AND SPACING.

OXG

THROUGH CMU FOR JOISTS IF NECESSARY.
R-13 BATT INSULATION,

HOLLOW METAL DOOR ¢ FRAME - SEE DOOR SCHEDULE ON SHT. A-601.

MASONRY HEADER - SEE STRUCTURAL FOR REINFORCING - PROVIDE POCKET

(
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TOILET STALL PARTITION, SEE SPEC. 10155
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CURTAIN ¢ ROD BY OUNER NIC.

BUILDING NAME:

UTAH NATIONAL
GUARD
JLTC

PROJECT TITLE:

BUILDING #2

CAMP WILLIAMS
DRAPER, UT

MARK | DATE | DESCRIPTION
/N |5/17/05 | ADDENDA #1
/N 5/19/05 | ADDENDA #2
/N 16/3/05 | ADDENDA #3

ISSUE TYPE: STATE REVIEW SET

~ | ISSUE DATE: APRIL 21, 2005

DFCM PROJECT NO: 05006480

CAD PROJECT NO: 0516

CAD DWG FILE:

DRAWN BY: MLJ

CHK'D BY: CJ

GENERAL NOTES

COPYRIGHT: STATE OF UTAH

SCHUDULE ON SHEET 1-200.

. FOR RESTROOM ACCESSIBLE STANDARDS SEE SHEET AS05.

. SEE FINIEH FLOOR FPLAN SHEET A-102 FOR FLOOR FINISHES AND ALSO FOR FINISH

A

. THE LOCKERS THAT ARE PROVIDED AND INSTALLED BY OUNER, AT LEAST 5%, BUT

NOT LESS THAN ONE, OF EACH TYPE SHALL BE ACCESSIBLE AS PER IBC

le2gll-200.

. ALL TILE 18 TO BE ET OVER §' CEMENT BOARD.

SHEET TITLE

ENLARGED
PLAN

SHEET NUMBER

H““Im =

!

[T g

SHEET 022 OF 055




ZZZ

\ I
. %" GYP. BD. - PAINTED

1 7 R-1I BATT INGULATION.

§ 8" CMJ WALL - SEE STRUCTURAL
, FOR GROUTING ¢ REBAR
‘ 15% MIN. SOLID GROUT

' \2‘/2 "22 GAMTL STUDS @ 16" OC.

4/ NOTE:
15 > e PROVIDE WR GYP, BD. AT
1| 1/4" ALL WET AREAS, CEMENT
BOARD AT TILE
WALL TYPE "A? - EXTERIOR WALL /D1

SCALE: 112" I'-0"

5/8"

, /RB BATT INSULATION

'\% GYP.BD. EA SIDE -

35/8"
/

DT-WL-13 A501

TAPED, SANDED, FINISHED
AS SEL.

}“\3% 25 GA MTL 5TUDS @ 16" OC.

ATTACH TO STRUCT.

5/g" NOTE: 5/g"

7
4 1/8"

WALL EXTENDS TO BOTTOM OF

{’

:

6\\ 5/8\\

METAL DECK

WALL TYPE "B1" - INTERIOR PARTITION

114"

/61\ WALL TYPE "B2" - INTERIOR PARTITION

D2\
\ASO1/

R-19 BATT INSULATION

%" GYP. BD. EA. 8IDE -
TAPED, SANDED, FINISHED
AS SEL.

6" 25 GAMIL 6TUDS @ l6" OC.
ATTACH TO STRUCT.

NOTE:
L. WALL EXTENDS TO BOTTOM
OF METAL DECK.

2. PROVIDE WR. GYP. BD. AT 5/8"

' / 5/8" GYP. BD.

7

@

35/8" 5/8"
/

ALL WET AREAS, CEMENT
BOARD AT TILE

7
4 1/8"

/C—Z\ WALL TYPE "B3" - INTERIOR PARTITION

3%" 25 GA MTL STUDS @ le" OC.

NOTE:

PROVIDE WR GYP. BD. AT
ALL WET AREAS, CEMENT
BOARD AT TILE

5/8"

5/8"

o |

T1/4"

@ WALL TYPE "B4" - INTERIOR PARTITION

\\% GYP. BD. EA SIDE

\6 25 GAMIL 5TUDS @ lo" OC.

NOTE:

PROVIDE WR GYP. BD. AT
ALL WET AREAS, CEMENT
BOARD AT TILE

/Ch WALL TYPE "B5" - INTERIOR PARTITION

5/8"

I'-4 172"

)

7 5/8" GTYP. BD.

3%" 25 GA MTL STUDS @ lo" @

3 5/8"

\

8\\

3 5/8"

architecture
planning
interiors

3115 e. lion lane suite 300
salt lake city utah 84121

801.278. 8151  fax 801. 278. 8661

CREATED BY: JSA ARCHITECTS

THE DESIGNS SHOWN AND DESCRIBED HEREIN
INCLUDING ALL TECHNICAL DRAWINGS, GRAPHIC
REPRESENTATION & MODELS THEREOF, ARE
PROPRIETARY & CAN NOT BE COPIED,
DUPLICATED, OR COMMERCIALLY EXPLOITED IN
WHOLE OR IN PART WITHOUT THE SOLE AND
EXPRESS WRITTEN PERMISSION FROM THE STATE
OF UTAH.

THESE DRAWINGS ARE AVAILABLE FOR LIMITED
REVIEW AND EVALUATION BY CLIENTS,
CONSULTANTS, CONTRACTORS, GOVERNMENT
AGENCIES, VENDORS, AND OFFICE PERSONNEL
ONLY IN ACCORDANCE WITH THIS NOTICE.

CONSULTANTS:

5/8\\ NOTE

MIN.

PROVIDE WR GYP. BD. AT
ALL WET AREAS, CEMENT

BUILDING NAME:

BOARD AT TILE
/5

SCALE: 112" I'-0"

DT-UL-lo A501 SCALE: 112% 1-0"
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BEADS OF ACOUSTICAL SEALANT
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SEE WALL TYPES

20 GA.MTL. CHANNEL

-\MEML STUD WALL - SEE PLANS

AND WALL TYPES FOR SIZE AND
SPACING OF WALL

‘ 5/8" TYPE X' GYP. BRD.
AT BOTH SIDES- FINISH AS
SELECTED BY INTERIOR DESIGNER

{

SEE WALL TYPES

WALL AT STRUCTURE DETAIL

|-

/ A\ BASE OF WALL DETAIL
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4 ———"%" X 1"6" FLAT BAR
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FLOOR LINE
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BLOCKING REQUIREMENT DETAIL
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SUSPENDED CEILING DETAIL

CURE 2N GO IER:

UN-BRACED HORIZONTAL PIPING OR DUCTWORK. A TRAPEZE OR SIMILAR
DEVICE SHALL SHALL BE USED WHERE OBSTRUCTIONS OCCUR.

/761" SUSPENDED CEILING DETAIL

72\ CEILING DETAIL

@ CEILING DETAIL AT WALL TO CEILING GRID

N

774"\ CEILING DETAIL AT CMU WALL

(C5
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//—/ WALL LINE

7

SUSPENSION HANGER WIRE WITH
MIN OF 3 TIGHT TURNS
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a8 4'-0" OC.MAX

FURRING CHANNEL CLIP AS PER

SCALE: NTS: I'-0"

Ll

DT-CG-02 A502 SCALE: 1" = T1-0"
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BRACE 2 4-0" OC
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TO STRUCTURE

WALL- SEE WALL TYPES AND PLAN

DT-CG-06 A502

4

| — METAL STUD SOFFIT FRAMING

%

| — ACOUSTICAL LAY-IN CEILING
SEE REFLECTED CEILING PLAN
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SCALE: 1" = T1-0"

DT-CG-I2 A502

WALL BEYOND - WHERE
OCCURS
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DT-CG-29 A502

DOOR FRAME - SEE SCHEDULE

DOOR - SEE SCHEDULE
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) ) :} H o P FUALL TO. TILE \ TYFE A DEVELOP IF AIR TEMPERATURE EXCEEDS 90 salt lake city utah 84121
/ UsEERN %ﬁi '?(F T ELEV - 99 %qﬁ L f DEGREES F. H
Z - 4 i /E At NG ' . ? B.  UNLESS SHOUN OTHERUISE, PROVIDE 172 L LAY-IN ACOUSTIC CEILN 801. 278. 8151  fax 801. 278. 8661
¢ o~ : SN 10. CONC. ” / i E séaus ON CONCRETE EDGES EXPOSED TO PUBLIC - G
B D A ELEV. = 99'-8 /2" T a e ._ 4 EXPANSION JONTS: D
= z ' - s A FULL DEPTH 12" THICK TYPE FI JONT CREATED BY: JSA ARCHITECTS
> \\; N aavavs R > =] 600" FILLER MATERIAL PER APWA SECTION 03060, 5E1
Id < @ /\///\ *ﬁ%g%%%g%% ’ ‘ \ \ﬁ\ \ \ﬁ\ \ \‘ ; TOP OF FILLER FLUSH WITH SURFACE OF CONCRETE.
<= RO RIL0R, EIEIEIEY ) . E A } B EXPANSION JOINTS ARE NOT REQUIRED
O FINISH GRADE - SEE ClvIL \\\/\\ A CMU WALL - SEE WALL TYPES = 27 HlI=E= = 4" COMPACTED GRAVEL /FILL 7% IN SLIP FORM WORK EXCEPT AT THE START OR END ALDER CORNICE - STAINED THE DESIGNS SHOWN AND DESCRIBED HEREIN
- // == === OF THE INSTALLATION ACTIVITY, AND AT THE START '
A PRAUNGS \\/\\ =13 == OR END OF A STREET INTERSECTION CURB RADIUS INCLUDING ALL TECHNICAL DRAWINGS, GRAPHIC
‘ d X, I EE < RETURN REPRESENTATION & MODELS THEREOF, ARE
~ \/ o 11— CONTRACTION JOINTS: MAKE CONTRACTION
s NI NN ¢ CONCRETE FOUNDATION, SEE e g i JONTS VERTICAL, AT LEAST /8" UDE, AND 2' DEEP JUPLICATED. OF GOMMERCIALLY EXPLOITED N
TN NN N A T OR I/4 SLAB THICKNESS IF THE SLAB 15 GREATER :
NUANCANAN AN STRUCTURAL
NN NN NN == THAN &' THICK. N LIEU OF 10'-0" HORIZONTAL WHOLE OR IN PART WITHOUT THE SOLE AND
ROZL T G, XK —l=lLgF EXPANSION JONT CONTRACTION JOINTS,  SPACING, MATCH LOCATION OF CONTRACTION JONTS ; EXPRESS WRITTEN PERMISSION FROM THE STATE
\\/\\/ \\/\\/\\/\\/\ AN Z%$ ALTERN ATE #1 PLAN VIEW (NTS) IN PORTLAND CEMENT CONCRETE ROADWAY WALL STSTEM - AS PER FLAN OF UTAH
$ - PAVEMENTS. :
TOP OF FOUNDATION DETAIL, TYP. /D1 DRAIN DETALL o MENS SHOWER /D2 COYPRETE STAIR SECTION /D3 CURB AND GUTTER DETAINL D4 \ CORNICE DETAIL - ALTERNATE #1 D5 | fevew aio EvaLinton oy cLnrs,
SCALE: 3" - -0 DT-CO-07 SCALE: 1" = -0 DA-M5-07 scffe: 34" 10" DA-5T-05 SCALE: %' - -0 DA-CO-0 SCALE: /4" -0 D1-CG-01 CONSULTANTS, CONTRACTORS, GOVERNMENT
Q Q Q AS02 AS02 A502 A502 AGENCIES, VENDORS, AND OFFICE PERSONNEL
— v —— ONLY IN ACCORDANCE WITH THIS NOTICE.
rg wERT‘CAL LIGHT FIXTURES TO HAVE LENGTH OF CEILING GRID OR OTHER e ~
~ Reg” FOUR WIRES FOR SEISMC BRACNG APEROVED LIGHT METAL FRAMING y N
2-0" OC. N PLANE OF " ATTACHED TO MAIN RUNNER AND TO A NS I WALL TO EXTEND TO STRUCTURE CONSULTANTS:
65 RUNNERS EACHRUNNER. TIEBOTH [, STRUCTURE ABOVE TO COUNTER-ACT I | CMU WALL, SEE PLAN FOR
CROV2 ENDS W/ MIN. 3 TURNS i UPLIFTING FORCES OF SPLAYED WIRES. \ / /‘ WALL TYPE
e NTHOF RINTTEICAL \ >@ y ACOUSTICAL LAY-N CEILING - S
R V SEE REFLECTED CEILING PLAN PROVIDE WIRE ANCHORS AT -
NS % N VERTICAL WIRES 12 GA. /N N // TOP OF WALL TO STRUCTURE BY CLIP MANUF.
PR N e S e DEeeEE MGLE N ACOUSTICAL LAY -IN CEILNG
ACOUSTICAL CEILING EDGE - ALL DIRECTIONS. CONTRACTOR OFE REFLECTED CELLING PLAN
/ BY CEILING SUPPLIER TO COORDINATE STRUCTURE ABOVE N
BUSPENDED CEILING NOTES: Max - -
|~ CEILNG AREAS OF 144 5Q. FT. OR LESS SURROUNDED BY WALLS WHICH L ELEV. VARES < JIII H
CONNECT DIRECTLY TO THE STRUCTURE ABOVE SHALL NOT REQUIRE Y SEE o3 i/NgD ifﬁsgoﬁgﬁiiéﬁﬁgi C
THE DIAGONAL BRACING WIRES. ><> o oL USG CONT. J MOLD AT TOP OF .
: WALL- MUD IN $MOOTH H
2)  EACH VERTICAL WIRE SHALL BE ATTACHED EACH END WITH MIN. HLe MR ol B/2" TYPE-X GYPSUM I
© e R i & =\ / BOARD, TAPED,
H ) ALL CEILING MOUNTED LIGHT FIXTURES SHALL BE ATTACHED TO | SANDED, PTD. SUSPENSION STSTEM WALL CHANNE
2/ CEILING GRID SHALL BE INSTALLED LEVEL TO WITHIN 1B IN 12 FEET. SUSPENDED CEILING GRID, N ADDITION 12 GA. HANGER WIRES SHALL BE ><> — > FASTEN TO STRUCTURE 4 I'-0" OC.
4)  LOCAL KINKS OR BENDS SHALL NOT BE MADE IN UANGER WIRES AS A ATTACHED TO THE GRID WITHN 3" OF EACH CORNER OF THE FIXTURE. TWO SOUND BATT INSULATION 6 - | METAL STUD WALL
MEANG OF LEVELING MAIN RUNNERS ADDITIONAL WIRES SHALL BE CONNECTED TO THE LIGHT HOUSING AND o) ! eEE WALL TYPE
' 10 THE STRUCTURE ABOVE. ><> =i
Ofu
7 ALL UIRE LOORS SHALL BE TIGHILT URAPFED AND SRARFLT BENT. 2) WIRES SHALL NOT ATTACH TO OR BEND AROUND INTERFEARING MATERIAL P "
Il v .
6) PROVIDE 4 WIRES (| EA CORNER) FOR SUSPENDED LIGHT FIXTURES. OR EQUIPMENT, NOR SHALL THEY BE CLOSER THAN & FROM ANY BUILDING NAME:
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MARK | DATE | DESCRIPTION
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— e MANUFACTURES SPECIFICATIONS COUeIC A CELNG
[L o |/ < VINYL TRANSITION MOULDING ——— VINYL TRANSITION MOULDING
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B K~ N\ /o« o YR Gy B BOARD i - BI/AS? — 58 IPEXGYPEOMD TO CONC. AS REQUIRED. 10 coNC 4 REQURED. 3
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N ggE‘Né @fgéifgé?@ﬁs T 2-0" — FLOOR CARPET -SEE A — FLOOR CARPET -SEE
B/8" TYPE-X GYPSUM BOARD d ol FINISH SCHEDULE FINISH SCHEDULE
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‘ ) SELECTED <% CONCRETE 6LAB <% CONCRETE 6LAB
L \[\,
CEILING DETAIL /B1"\ WALL DETAIL AT CEILING / B2\ SOFFIT DETAIL & CEILING / B3\ FLOOR TRANSITION - TILE/VCT / B4\ FLOOR TRANSITION - VCT/CARPET /85
SCALE 3’ =10 ST\ ABQD ) FAE T SR\ ABQR ) FAE % -1 e e\ ABQR ) FAE 7 10 SRO\ ABQR ) FAE 7 O TR\ AB02
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N \ - < [( 6" METAL STUD FRAMING 7z
< DOOR FRAME - SEE SCHEDULE < 3-5/8" METAL STUD ‘
: FRAMING Y—d = 7 -
\,\ . < MTL. §TUD WALL SEE —+ MTL. §TUD WALL SEE
\ DOOR - SEE SCHEDULE ALDER - STANED 5 GTP.BD, TYP. PLAN FOR TYPE . PLAN FOR TYPE
f & ALANT
- ] CENTER LINE OF CHAIR RAIL l o . _
INTL TRANSITION MOULDING - e = = S g , |ro Qs
EENTEQ UNDER DOOR, ATTACH - NG 36" AFF. 4 CMU WALL AND COLUMN, SEE 4x4 T8, SEE STRUCTURAL i
TO CONC. AS REQUIRED. o A FLOOR FLAN
A COLOR AS PER ARCH. ey s oo L ¢ SEMI-RECESSED W/ ROLLED A
SEALED CONCRETE FLOOR - B SR e oS EDGE METAL CABINET
=) /| sEE FiNlsH sCHEDULE E fos - ) N
AT 1
PROVIDE INSULATION |15 .
/) AT 3" FURRING WALLS 5 N L -
A - CAPPET FLOOR FINISH -SEE l o
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CEILNG - SEE VM & \
N NN SHEET Al03 \ é\ = 3 4 5 =
CMU WALL, SEE WALL TYPES ON s | - ‘
% | SHEET A-50 [ < < 5/8" GYP. BRD. TAPED AND arChlteere
= | SANDED FINISH AS SELECTED planning
\@ = H < CMU BLOCK = : | interiors
HM. DOOR ANCHOR = : 5 METAL STUD WALL -SEE WALL
N M. = ’ [ B TYPES
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T~/ A = § . CAULK CONT. BOTH SIDES 3115 e. lion lane suite 300
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D N TERMINATE THE DRYWALL WN AN ———— cEhe = A—— D
. ) ot e = j CREATED BY: JSA ARCHITECTS
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I 514" = INCLUDING ALL TECHNICAL DRAWINGS, GRAPHIC
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NOTES:

D2

ROOF DRAIN DETAIL

N

SECONDARY ROOF DRAIN. SET 2"
ABOVE PRIMARY OR PROVIDE OVERFLOW
RING ON SECONDARY DRAN

PRIMARY ROOF DRAIN

CLAMPING RING.

ELASTIGUM ROOFERS CEMENT 1S OPTIONAL.

N

ROOF DRAIN

DETAIL

4 X
) RIGID INSULATION ON WOOD DECK
<X

. PROVIDE A MINIMUM 30" SQUARE 2-1/2 LB TO 4 LB OR
FLANGE SET IN ELASTIGUM ROOFER CEMENT (PRIME METAL BEFORE
APPLYING MEMBRANE).

2. MEMBRANE PLIES AND METAL FLANGE SHALL EXTEND UNDER

3. THE USE OF METAL DECK SUMP PANS |5 NOT RECOMMENDED.
4. SHEET METAL GRAVEL STOP - 36" SQUARE MIN. SET IN CELOTEX

NOTE:
TAPERED INSULATION OCCURS
AT BUILDING CRICKETS ONLY

CLAMPING RING ¢ 2" OVERFLOUW
RING ON SECONDARY OVERFLOW
DRAIN

ROOF DRAIN ¢ OVERFLOW ROOF
DRAIN ASSEMBLY. 6EE PLUMB. DUGS
§ SPECS. FOR SIZE, TYPE AND
INSTALLATION REQUIREMENTS

STRAINER NOTE:
TAPERED INSULATION OCCURS

AT BUILDING CRICKETS ONLY

METAL FLANGE

P
D

SINGLE PLY EFDM ROCF

MEMBRANE, SEE SPECS.

REINF

. PROTECTION SHEET,

EXTEND o" EA SIDE
SLIP SHEET AS REQUIRED

1/2" ORIENTED S5TRAND
BOARD, CHAMFER EDGES

NO SLIP WALKWAY MEMBRANE

6\\

SINGLE PLY ROOF MEMBRANE, y v
AS SPECIFIED

| 1

RS

X5

R e

RS

32050

Y%

RS

B{07 SOFT COPPER AN

RIGID ROOF INSULATION

MTL. JOIETS, SEE STRUCT

/ D2\ REINFORCED ROOF WALKWAY

(D3

SCALE: 3/4": I'-0"

SCALE: NTS: I'-0"

DA-RF-21 A504

WOLMANIZED 2X CANTED TO
DRIP AS SHOUN ¢ ANCHORED

TO CMU W/ "¢ ANCHOR BOLTS @
32 0C, M.

C~ ¢

PRE-FINISHED METAL CAP

1@\\

DA-RF-28 A504 SCALE: 1-1/2% 1-0"

WITH DIMENSIONS SHOUN 1

METAL CAP FLASHING

METAL CAP (BY OTHERS) -

3\\

—icN

MEMBRANE- ADHERE TO WALL
AND SECURED UNDER CAR

DA-RF-29 A504

METAL CAP (BY OTHERS)

N

METAL CAP FLASHING

762\ METAL CAP FLASHING

o /
I I — N ““*“\““\N‘:/ SUBSTRATE ADHESIVE
; METAL CAP (BY OTHERS) - | L & / VERSIGARD MEMBRANE OR EQUAL
_ ~r
= L\\L/(/ /
N —% X &7
¢ &' MTL. STUDS SEE PLAN A
A
K UESTERN ONE STUCCO SYSTEM B
GYP. BD. SHEATHING, g \ /
o 4
[
L ]
A i
\J\ <7

@ METAL PARAPET CAP TRANSITION DETAIL

! NOTES:
< ~
4 } fgﬁjﬁf QEQBQANE 5 . WOOD NAILERS ARE ‘
INSTALLED ONLY AT -
| SCUPPERS TO SECURE METAL aFChltGCYUFG
| SLEEVES AND MUST EXTEND p]annmg
A T WATER CUT-OFF MASTIC PAST THE WIDTH OF THE . .
i i i i ML BLEEVE (BT OTHERS) METAL SLEEVE FLANGE. interiors
} } } } UNCURED EPDM FLASHING 2.RTS F USED, MAY BE
S ALNT CAULK i i i i MU WALL DISCONTINUED AT SCUPPERS.
: | | | 3 METAL SCUPPER BOX MUST
| | | ‘ PRIMER ¢ SEAM ADHESIVE HAVE CONTINUOUS SIDES: 3115 e. lion lane suite 300
| | ‘ ‘ LAP SEALANT METAL FLANGE MUST BE salt lake city utah 84121
AT BAEN ol | | | NG MEMERAE CONTINUOUS WITH ROUNDED
. CORNERS.
| 801.278. 8151  fax 801. 278. 8661
| 4WATER CUT-OFF MASTIC MUST D
| BE UNDER CONSTANT ,
T CoEeLaion, CREATED BY: JSA ARCHITECTS
5. TREATED WOOD NAILER MUST
L
y - EXTEND PAST TOTAL WIDTH THE DESIGNS SHOWN AND DESCRIBED HEREIN
A OF DECK FLANGE. INCLUDING ALL TECHNICAL DRAWINGS, GRAPHIC
\ 6.AMN. 2" (5 em) FLASHING REPRESENTATION & MODELS THEREOF, ARE
SEAM 15 REQUIRED PAST THE PROPRIETARY & CAN NOT BE COPIED,
NAIL HEAD ON THE METAL DUPLICATED, OR COMMERCIALLY EXPLOITED IN
FLANGE OF THE SCUPPER WHOLE OR IN PART WITHOUT THE SOLE AND
4 EXPRESS WRITTEN PERMISSION FROM THE STATE
N\ 1.60LDER ALL SCUPPERS. OF UTAH
| f $ ‘
METAL SLEEVE SCUPPER /D—5\ THESE DRAWINGS ARE AVAILABLE FOR LIMITED
REVIEW AND EVALUATION BY CLIENTS,
SCALE: 3" :1-0' DALF-oI\ ABO4 CONSULTANTS, CONTRACTORS, GOVERNMENT
AGENCIES, VENDORS, AND OFFICE PERSONNEL
SN N — ONLY IN ACCORDANCE WITH THIS NOTICE.
i o TO. FRAMING
| F pil _ _ _ _ _ _ ~rT
’____._—_‘ﬁ \4\\? | 1l | I
} M il /CTQ\ ELEV. I4'-0 BILCO TYPE 2'-6" X 3'-@ CONSULTANTS:
i i \éﬁ]—@ﬂ SggZHATCH. ALUMINUM
! Q" o \ -
T {‘ 0 . A \ 1
S OVERLAP METAL CAPS AS PER c “ | \ o I'FBERBOARD
T i SMACNA RECOMMENDATION. et e
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] i M 3 AND OVER TOP OF STUD WALL
! oy N el
il N s oot &' LooD CANT
T T e R T T =
L RER T Al > oo
—__ = N AN TO. MASONRY B
I TS e — - - ST /‘ : | secuReD oER
Lo ‘ 114 : FLASHING
AT [ C
2 0b 9
¢ 3 °
e | — - R J&X
}crmg yé%} ! S5TEEL BEAM- SEE
STRUCTURAL
| }L j | en
] &g °
L ____ _
m===== = T.0. MASONRY 6 X & X 112" STEEL
o — | _ _ _ _ _ i
N ﬁ ELEV‘W ANGLE AT OPENING
N - WELD TO ANGLE AT
EACH END OF OPENIN
BUILDING NAME:

(e

STEEL LADDER- SEE
DETAILS

SCALE: 3" - 1-0 DA-UP-04 SCALE: 3" - 1-0' DA-UP-03 SCALE: 3" - 1-0' DA-UP-0] SCALE- I' = 1-0' DA-UP-09
A504 A504 A504 A504 GUARD
SINGLE-PLY ROOFING SYSTEM —— —— - T
AP ON FASCIA EDGE F Tt MIL. WALL CAP SEE DETAIL e N JLTC
| \ i SN ETAL WAL CAP PROVIDE N TYPICAL
Eﬁf&é@?ﬁf EEE W3s! ] 5%;% nggg HQAO‘EE% I i WESTERN ONE COAT STUCCO SYSTEM. ( :{ \ : i’ééﬁ?ﬁm )Ag .
ANCHOR BOLTS @ 32" OC. 1 TAPERED INSULATION ) (e | VERSIGARD MEMBRANE METAL STUDS AT EACH
SN . ANCHORED TO ANGLE W/ | Sa A CONTINUE UP WALL Laoper avckor | PROJECT TITLE:
el < i /S S\ e VZOTHRIBOLTS = 487 OC. o PLYWOOD SHEATHING |~ — ] AND SECURE UNDER CAP. PLATE.
Ve | \ !
COMPENSATED AND ROCF ’ | XX | &' MTL. $TUDS W/ RIS iy CANT STR U G #
SLOPES AS SHOUN ON THE | 42 [ ﬁ% O SNAP ON FASCIA COVER. RS i BATT INSULATION, . M = B I L Dl N 2
OCF PLAN, 7171 SN 2 x ’
Roor N ~ =l MTL. COUNTER FLASHING
— i | | : — 4" ROOF DECK INSULATION.
I O / —_ S SEALING STRIP K 405 AT T e CAMP WILLIAMS
N O ® - CANT TRIP VARIES - SEE FLANSY | 2" X 3" STEEL PLATE
T\ T WA VY A W A W A WY < < - / | ML DECKING - SEE /m S hen SIDE O DRAPER. UT
B i = ; e ROOF STRUCTURE. ; STRUCTURAL. s B ;
- . 7 . |1€ | PRE-FINISHED METAL o3 / oL <
T \ . Il _-T
| LWOoR) Lo o o) < o 1 el A g MIL. TRUSS - SEE STRUCTURAL. o © MARK | DATE | DESCRIPTION
%E;mt _ s ! METAL STUDS. < \ /N |5/17/05 | ADDENDA #1
— < g MTL. ROOF TRUSS . — 1" X 4" X 3/8" ANGLE 5/19/05 | ADDENDA #2
SEALANT. \&TUCCO OVER % : S L WELD TO SIDE PLATE JANSIEIT) #
{504 12" GTP, p O ) L L STEEL BEAM - SEE STRUCTURAL ¥ WITH CONT. FILLET /3 6/3/05 ADDENDA #3
SM. SHEATHING. . < < < © SLIP-JOINT BETUWEEN ’ : . WELD AND ATTACH TO
— PANELS, CONT. ) CMU WITH THRU BOLTS
PRE-FINISHED METAL FASCIA - = I : © H . INTO THE 18 GA. METAL
PANELS OVER 12" GYP, STUCCO OVER - % CMU WALL - SEE PLAN. tu © % STUDS.
SHEATHING OVER METAL 8TUDS. 172" GYP. SHEATHING. SEALANT. < DRIP-EDGE. $ 1] qﬁh % >
9 ’
9 o Q
Z| m -
FASCIA DETAIL B1 \ FASCIA DETAIL / B2\ ROOF FLASHING DETAIL /B3 FLASHING DETAIL (BN b . SSUETYPE: STATE REVIEW SET
SCALE: I' = 1-0 DA-FR-0? SCALE: 1" = I-0' DAFR-0I SCALE: 3/4" 1-0' DA-WP-1 SCALE: I' = 1-0' DA-UP-10 5 @ Z :
A504 2 A504 A504 A504 Sl : 3/8" x 3" STEEL FLAT BAR
O = NOTE: > e PRIME ¢« PANT A5 SELECTED | [SSUE DATE: APRIL 21, 2005
/\ TAPERED INSULATION OCCURS S| W @
~r —
DPATINGG, MOINT O B 1o e SINGLE-FLY ROCFING - 9 —— s pla otesL ane | DFCM PROJECT NO: 05006480
. /
g APPROVED NOISE/VIBRATION 150 ATORS TALS OF TOP CHORD - iy = NSERT INTO HOLES | CAD PROJECT NO: 0516
S IN SIDE AND GRIND
SEALANT SEE STRUCTURAL = A CAD DWG FILE:
4 FASTEN AS PER WRAP ROOF MEMBRANE OVER CURBS a SMOOTH. PRIME AND :
N MANUFACTURER'S 26" X 2'-p ‘ ‘ ‘ J PAINT AS SFECIFIED DRAWN BY: CDJ
RECOMMENDATIONS VERIFY UITH EQUIPMENT / E CHK'D BY: CJ
- é T 3 COPYRIGHT: STATE OF UTAH
SURFACE REGLET m - v = é A2 a | T <
g ' o : < Q SHEET TITLE
1) < ' — = ° °
A Z| 2% — CONT. 20 GA. GAL). BHEET METAL CAP, ‘ WRAP METAL INTO JONT -
ROOFING MATERIAL ® - FLASHING AND CQUNTERFLASHING - AND SEAL.
) e OOF &
%é | SHAPED 2 X 4 CANTS gé MTL. STUDS. ) R
Q
A <> PRE-FINISHED METAL FASCIA o % A G
o . PANEL W/ VERTICAL FLAT SEAM . 2 AH H DETAI II--S
; / A JONTS @ 24" OC Lo
j ) Z XEHXZ EAN?LES
L | | I L < CHORED TO
\ 0L TREATED 2 X 125 = 6" OC. 0L BLOCKNG X ko SHEET NUMBER
BLOCKING AT ALL AT ALL INSULATION -
5TUCCO, SEE KEYNOTES
\ (R RETNOTE INSULATION EDGES MIL. DECK EDGES . e Y
METAL TRIM FOR CLEAM EDGE PLAN VIEW ELEV. l00-0
L PROVIDE TAPERED INSUL. CRICKETS
EAL AT ROOF CURBS AS REQ'D FOR PROPER
| ‘ DRAINAGE TO ROCF DRANS

CONNECTION DETAIL @ REAR CANOPY

/"M SURFACE REGLET DETAIL

UTAH NATIONAL

CURB DETAIL AT CONDENSER UNIT

(A3

PLAN VIEW OF ROOF CORNER

/A4 ROOF SCUTTLE DETAIL

(5

SCALE:

3\\

- "

|

DT-MA-QI Qsoy ‘ SCALE: 3" : [-0"

2

A2
DT-RF-02 Qsoy ‘

SCALE:

1125 1-0"

R

3
DA-RF-30 Qsoy

‘ SCALE: I' = -0 4

DT-M%-06 A50y ‘ SCALE: 3/4": I'-Q'

5
28-19-06 Qsoy
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2

o L O OF 2L

‘\:@H

4

CCESSIBLE LANDINGS [:4'

@ SIGNAGE DETAILS AND NOTES

METAL st
N AL STD TN esom ) . METAL SIGN W/ SILK SCREEN
- MOUNTING PLATE , ] o LETTERS AND CONCEALED FASTENERS.
BOLT / MINTUM d v BLUE BACKHGROUND WITH WHITE LETTERS.
|| gg\lNCGEEALED COVER PLATE LEVER VALVE 9" :Q
- e MAXIMUM SLOPE = ‘
N (3) STAINLESS MOUNTING PLATE 233% (I:12) HOW‘CQDDW
| 6TEEL CONE 48///% Porkmg I]nly
N POINT 6CREWS /%%
GRAB BAR
PLASTER o ) 2" STEEL TUBE| PRIMED AND PANTED (WHITE)
ANCHOR PLATE 8 . - Y
G NS _ | 2 FINISH GRADE 5L OPE CONCRETE AWAY FROM TUBE
ZLocdi an g TR .
_______ | I ]
BN >\'!////< | T h R \ FLARED SIDES
NN NE S %//A\\\ @ = oz NSTALL ROUGHENED OR SLIP-RESISTANT \&““\\\ _
MOUNTNG PLATE A GOR = SURFACE ON ENTIRE WIDTH ¢ LENGTH OF RAMP - °
— —— COVERPLATE (3) SCREWS DETECTABLE WARNING WHERE OCCURS & CONCRETE [FOOTING
i D ANCHOR o VEHICULAR WAT. SAW CUT OR GCORE v
COVER PLATE o " CONCRETE # I-12" o¢. FOR 3' - VERFY N
U/ LOCAL JURISDICTION REQUIREMENTS, \
MOUNTING PLATE MIN, N
N—
1.0
BATHROOM ACCESSORY ATTACHMENT DETAILS / D1\ LAVATORY REQUIREMENTS D2\ HANDICAP RAMP /D3 HANDICAP PARKING SIGNAGE /D4
SCALE. NTo-T-0 DA-2C02\ A5G ) CAE Nei 10 SAIC o3\ B/ FAE N1 oTrCc-e\ A5 CAE Ne- 10
HAND HELD SHOUER UNIT 22 MAx _ 27" MAX. ACCESSIBLE
27" MAX, . 3 ¢ SEST RooM
y =X > o IDENTIFICATION,
/‘ X g Eﬂ % hﬂ [/4" THL,, TYP.
' v e / S5 \
/ T T T T T Lij T T T T 1 — % B % / %%ﬁ%EICAT\ON \\\\
5 Bﬁ & NX/ 4 UAEEEQ 4 \\
. © = CAVTROL AREA . .
@ % O | x¢ [T 1 AN
w \vmny z T < =z Q
8 Q 125 e wd o N
® S| Max u B 4 \
= AN
v / ) % @ g E Q \\\\
C ¥ o X )
" 1%
g © z MAX. N — 9 é % \\\\ ////
% r :D ;ﬂ :Z ~ \\ a a //
— % Q Ql R N o o 7
oy \\ //
\\ //
AN /
—— /4/ —— ———— \g — N /
i’ e N
60" MIN, N y
SEAT WALL BACK (LONG) SIDE g B /
NOTE: SHOWER HEAD AND CONTROL AREA MAY BE ON BACK. (LONG) WALL (AS SHOUN) OR ON EITHER SIDE WALL
ACCESSIBLE SHOWER REQUIREMENTS /o1 /2 SHOWER REQUIRMENTS /763" HANDICAP SIGNAGE
SCALE. NTo-T-0 S22c 01\ ABO5 A5Q5 /) FAE B0 AN R SAIC0\ ABO
>< I I
s —
NOTE: X:12" IF DOOR HAS 1 N NOTE: Y=48" MN. IF DOOR N NOTE: Y=48" MIN. IF DOOR
_ BOTH CLOSER AND LATCH T HASBOTH LATCH AND CLOSER HAS CLOSER
N | T > = = < PUSH SIDE
© |- FUSH SIDE > | - Pk sIDE = DIRECTION OF APPROACH
= ;IW ;(“W 2"
e , o p AN MIN,
Aﬁ ;ﬁ
N © 9
~r Fq ;ﬂ
FULL SIOE FULL SIOE PULL SIDE
R ,
B SN - ——coooeit oo B2
£ 24" PREFERED 2
2 8" MIN.|, . ¢
o (a) () ()
° 5 ERONT APPROACH-SLIDING DOORS SLIDE SIDE FRONT APPROACH-SLIDING DOORS L ATCH SIDE FRONT APPROACH-6LIDING DOORS
N AND FOLDING DOORS AND FOLDING DOORS AND FOLDING DOORS

N

ISOTOTOTTOTTS R
196%6%%6% %" HEREE 4%%6 % % e %% %e%e %)

(a)
FRONT APPROACH-SUINGING DOORS

CLocK

ELEVATOR CALL
BUTTONS

-

3\:6\\

FINISH FLOOR

FIRE EXTINGUISHER
CABINETS

N

—

5\;@\\

6\\

1 |

2\\

j |

NOTE: IF Y=60", THEN X=35"
IF Y=54" THEN x=42"

(c)

HINGE SIDE APPROACH-SUNGING DOORS

MIRROR

PSOTOTOTE 0T
Ne%e%e%e% %%

NOTE: Y=54" IF DOOR HAS CLOSER

(c)

LATCH SIDE APPROACH-SUINGING DOORS

MANEUVERING CLEARANCES AT ENTRY DOORS [ B1

SCALE: NTS:= ['-0"

MIRROR

T\_@H

3\ 4\\
UNLESS OTHERWISE NOTED]

WZH

NOTE: ALL DOORS N ALCOVES SHALL COMPLY WITH THE

CLEARANCES FOR FRONT APPROACHES

DA-AC-0% @

T

, 2'-6" MIN.
115" @ RAIL (65 OR CHROME)—, 2-0" MIN. (3'-0" IF POSSIBLE)
ANS| 60452 — 1
1\:@\\ 3‘:6” V
GRAR BARS L 5-0 Z
SIPYRVIN GRAB BARS URINAL
] ' I'-e"
= O
- I-
;:O C/ j;ui 2 d ¢ \D ]
) |_—TOILET TISSUE S —
DISPENSER _
%T &?
J%J ] 2| & T
. X S
L a? - 3

PARKING
FOR
HANDIC APPET]
ONLT

PARKING

N
NON ACCESSIBLE RANP

NON ACCESSIBLE RAMP

RAMP

ACCESSIBLE SIGNAGE FOR
PERSONS WITH DISABILITIES

DA-AC-0?2 A505
U | ACCESSIBLE SIGNS SHOULD IDENTIFY PERMANENT ROOMS AND SPACES, INCLUDING ROOM

NUMBERS, EMERGENCY EXITS, AND TOILET FACILITIES. IF ROOM NUMBERS ARE NOT USED,

MEN'S RESTROOM

SIGNS SUCH AS "CAFETERIA" MUST BE ACCESSIBLE.

2 DIRECTIONAL AND INFORMATIONAL SIGNS FOR PERMANENT FUNCTIONAL SPACES (SUCH AS
SIGNS TO AUDITORIUMS OR ELEVATORS) SHOULD BE ACCESSIBLE. A, CHARACTER
PROPORTIONS SHOULD COMPLY WITH ADAAG 4302, B. CHARACTERS SHOULD BE AT LEAST 3
IN. HIGH* INCREASE CHARACTER HEIGHT AS VIEWING DISTANCE INCREASES.

3 IDENTIFY SUCH ACCESSIBLE FEATURES AS ASSISTIVE LISTENING DEVICES, PARKING, AND
TEXT TELEPHONES. WHEN NOT ALL SUCH FEATURES ARE ACCESSIBLE, IDENTIFY THE
ACCESSIBLE ONES (EG., TOILET ROOMS AND PARKING) AND PROVIDE DIRECTIONAL SIGNAGE
FROM INACCESSIBLE ONES. USE PICTOGRAMS AT LEAST & IN. HIGH ACCOMPANIEED BY A

A LETTERS AND NUMERALS: RAISED 1/22 IN. MINIMUM, UPPERCASE, 5ANS SERIF, /8
TO 2 IN. IN HEIGHT, AND ACCOMPANIED BY GRADE 2 BRAILLE.

B. PICTOGRAM BORDERS SHOULD BE AT LEAST & IN. HIGH.

C. SURFACES SHOULD HAVE A NONGLARE FINISH: LEVEL OF SHEEN MUST BE
'EGGSHELL"
D. PROVIDE CONTRAST BETWEEN THE CHARACTERS AND BACKGROUND.

E.MOWNTING: 60 IN. ABOVE FINISHED FLOOR TO CENTERLINE OF SIGN, PREFERABLY
ON THE LATCH SIDE OF DOOR OR THE CLOSEST WALL SPACE. DO NOT MOUNT WITHIN
THE SWINGING PATH OF A DOOR OR WHERE A PERSON CANNOT APPROACH WITHIN 3

OR LESS.

IN. OF THE SIGN.

VERBAL DESCRIPTION.

3115 e.
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&
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<
=
<D
14
= ir  ELECTRICAL PANEL
! . o SANITARY NAPKIN
3 % T DISPENSER TOWELS / WASTE
BT $ 4 []
1 O D% 2
L £ i g
3 = 1 3 TOWELS HAND DRYER
: - | WASTE 5
Y ] N
Bt = ELECTRICAL PANEL | |
- HEIGHTS AS PER CODES DRINKING FOUNTAIN CON LOT
SINK | % N ng
— o -
| T N ?® % .
71\ o 0 %
-~ | 3 =
z| o “ oz
1 ¢ TYP. SIE=
o o0y o
& oz =
s
N

ACCESSIBILITY

DETAILS

SHEET NUMBER

NOTE:

SOME ITEMS MAY NOT BE USED. USED FOR
HEIGHTS ONLY. SEE SPECIFICATIONS FOR TYPE OF

ITEM REQUIRED.

1

13" FOR H-CAP URINALS 24" ALL
OTHER URINALS UNLESS NOTED
OTHERWISE

TYPICAL MOUNTING HEIGHTS

(A3

SCALE: NTS:= ['-0"

3
DA-AC-10 Qsoy
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DOCR FRAME
MARK 5IZE DETAILS FIRE RATING| HARDWARE REMARKS
o e TTHooEss | TATERAL | TYRE FINISH i B oL MATERIAL | TYPE FINISH
Copi—NoT A
/m/mg\ NOT Herr _ _ _ _ _ _ _ _ _ _ _ _
T / N UuvL
(lpa)|  3-0" 1-0" | 3/4" HM. D-| PTD DVA-503 | CI/A-503 | BI/ASQ3 HM, F-2 PTD NR H-1
(lp2a )| 3-o" 1-0" | 3/4" 5C D-2 STAN | DB5/ABD3 | Cb/ABD3 - HM. F-| PTD NR H-2
(ip3a)|  3-0" 1-0" | 3/4" 5C. D-2 STAN | DB/ABD3 | CB/ADD3 HM. F-| PTD 20 min. H-4
(lp4a)| 30" 10" | 3/4" 5C. D-2 STAN | DB/ABD3 | CB/ADQ3 HM. F-| PTD 20 min. H-3
(lp4e)| 30" 10" | 3/4" 5C. D-2 STAN | D5/A503 | C5/ABQ3 HM. F-| PTD 20 min. H-3
(lesa )| 30" 1-0" | 3/4" 5C. D-2 STAN | DB/ABD3 | Cb/ABQ3 HM. F-| PTD 20 min. H-6
(loeh)|  3-0" 1-0" | 3/4" 5C. D-2 STAIN | DB/ABD3 | CB/ADQ3 HM. F-| PTD 20 min. H-3
(ip1a)|  3-0" 1-0" | 3/4" 5C. D-2 STAIN | DB5/ABD3 | C5/ABQ3 HM. F-| PTD 20 min. H-6
[PV NOT HorER
Hé/c//—k/ INC/T UJvL L
2 EY 1-0" | 3/4" 5C. D-2 STAIN | DB/ABD3 | CB/ADQ3 HM. F-| PTD 20 min. H-4
;)| -0 1-0" | 3/4" 5C. D-2 STAN | DB/ABD3 | C5/A503 HM. F-| PTD NR H-4
loa )| 3-0" 1-0" | 3/4" 5C. D-2 STAN | Db/ASQ3 | C5/AB03 HM F-| PTD NR H-2
Ha | 3-o" 1-0" | 3/4" HM. D-| PTD D5/A503 | CB/AB03 HM. F-| PTD 20 min. H-5
(a )| 3-0' 1-0" | 3/4" HM, D-| PTD D5/AB03 | CBH/A503 HM. F-| PTD 20 min. H-5
(s )| 3-0" 1-0" | 3/4" HM. D-| PTD D5/A503 | CB/AB03 HM, F-| PTD 20 min. H-5
(148 )] 30" 1-0" | 3/4" 5C. D-2 STAIN | Db/ABD3 | CB5/ABQ3 HM. F-| PTD NR H-3
(IeA )| 3-0" 1-0" | 3/4" 5C. D-2 STAN | DE/ABD3 | CB/ABD3 HM. F-| PTD 20 min. H-4
I g N NOT HoeER _ _ _ _ _ _ _ _ _ _ _
/ N UJLw
= NOT lle=m _
HU;J/ N UvL

NOTE: SEE SPECIFICATIONS FOR HARDWARE SCHEDULE.

f SEE 5CHEDULE

SFE 6CHEDULE

‘@\:@H

N N
[T} [T}

1 1

- - =
O O Q
M M 0
T L D
) O

& &

[} [}

L [}

N} O

HOLLOW MTL. - PTD.

DOOR TYPES

WOOD - STAINED

OVERHEAD STEEL DOOR - INSULATED

SCALE: 14" = 1'-0"

3\:4\\

7\12\\

3\:4\\

7\14\\

‘@\_6\\
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3 |

8\:4\\
8\:‘\\

5%4" HM. DOOR FRAME
GALV. @ UET AREAS

DOOR TYPES

F-2

524" HM. DOOR FRAME

2" HM. OVERHEAD DOCR FRAME

SCALE: 14" - 1-0"

F-3
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HEAD HEIGHT
fev e 07

5IZE HEAD DETAILS
MARK 5T T FRAME MATERIAL TYPE GLAZING i B oL REMARKS
A 34" 5-0' 3-4' Aluminum STOREFRONT " INSULATED - - -
B &'-8' 4-0" 88" Aluminun STOREFRONT " INSULATED
c 8'-4" 88" 84" Aluminum STOREFRONT " INSULATED
D 6'-6" 8-0" 8-0" Aluminum STOREFRONT " INSULATED -
E 84" 8-0" 8-0" Aluminum STOREFRONT " NSULATED ENTRY DOOR ¢ SIDELIGHTS, HARDWARE BY DOOR MANUF.
&-50
3.4
D" A AR o
6-o &-507
HEAD HEIGHT
- _ - - D! [ 2! 3 gl 2! [ yi L
o ELEV. = -4 8'-4
HEAD HEIGHT
_ - T It 2-0" | 3_gl It 2-0"
o ELEV. : 8-8'
o & ol 5 (2 :
1n | = @ ~r Rl @ o
B4 S 9
52 &7 :
o
FINISHED FLOOR FINISHED FLOOR ‘ o
ELEV. = 100'-0" ELEV. - 100'-0"
B2
unoow e A unoow vee B WINDOW TYPE C
A 550
:5@ | 1
6'-5" &-4
2\\ ‘\:‘H 2\\ 3\:8\\ I ‘\:‘H 2” ‘@H 2” 3‘_@” 2” 3“@” 2” ‘@H 2‘
HEAD HEIGHT
o ELEV. : 8-0" ~ B  HEAD HEIGHT
ELEV. = 7-8"
5 o
_| - TEMPEREL TEMPERED | TEMP. TEMPERED TEMPERED TEMP.
D N L
@ N ;N W BN ~
3503 2
27
2| |TEMPEREL TEMPERED S| | Ere TEMP.
< FINISHED FLOOR % FINISHED FLOOR ‘
ELEV. = 100'-0" ELEV. : 100'-0"
B2
wunoouvee D unoounee E ?@ %2@
- Q-

WINDOW ELEVATIONS

SCALE:

2" 10"

FINISHED FLOOR $
ELEV. = l00'-0"
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CEILING FINISH LEGEND (C)

MARK | CEILING FINISH CEILING MATERIAL PAINT FINISH | NOTES
C-1 ACOUSTICAL TILE CEILING 2X4 ACOUSTICAL TILES N/A
C-2 TAPED, SANDED, & PAINTED 5/6” GYP. BD. PF-3
C-3 OPEN TO STRUCTURE N/A N/A
PAINT FINISH LEGEND (PF)
MARK | MANUFACTURER MANUF. # | COLOR SHEEN COATS | BASE | PRIMER | NOTES
COAT | COAT
PF- | KWAL PAINT — AMBASSADOR #3200 KW&760W SATIN 2 | ACRYLIC ENAMEL
PF-2 KWAL PAINT — AMBASSADOR #3200 KW&765D SATIN 2 ] ACRYLIC ENAMEL
PF-3 | KWAL PAINT — ACCU GUARD #9190 KW&760W SEMI- 2 | EPOXY ENAMEL
GLOSS
WALL TILE LEGEND (WT)
MARK [ MATERIAL TYPE COLOR SIZE | MANUFACT | MANUFACTURER # [ GROUT GROUT NOTES
URER COLOR
WT- | CERAMIC TILE BISUIT 6X6 | DAL-TILE KI75 MAPLE AS SEL. OR APPROVED EQUAL
WT-2 | CERAMIC TILE ICE GRAY 6X6 | DAL-TILE KI76 MAPLE AS SEL. OR APPROVED EQUAL
WT-3 | CERAMIC TILE MEXICAN SAND 6X6 | DAL-TILE KI74 M APLE AS SEL. OR APPROVED EQUAL
WT-4 | CERAMIC TILE BISUIT 2X2 | DAL-TILE KI75 MAPLE AS SEL. OR APPROVED EQUAL
WT-5 | CERAMIE TIHE ICE GRAY 2X4 | DAL-TILE KI76 MAPLE AS SEL. BULL-NOSE, OR APPROVED EQ.
WT-6 / | PORCEALTO | ANAOULARIA #CD 89 DAL-TILE MAPLE IVORY #39 [ (1) TILE AT CENTER
wT-7| | PORCEALTO fi BLANKO CD #29 DAL-TILE MABLE IVORY # (8) SURROUNDING WT-6
39
FLOOR LEGEND
MARK | MATERIAL COLOR SIZE MANUFACTURER | MANUFACTURER # | GROUT | GROUT REMARKS/
COLOR INSTALLATION THINSET/SETTING BED
FT-1 CERAMIC WHITE 2x2 DAL-TILE KEYSTONES MAPLE AS OR APPROVED EQUAL
TILE GRANITE #DO37 SELECTED

FC-1 CARPET AS SEL. SEE ARCHES 726317 N/A N/A STATE CONTRACT

PLAN
VCT-I | VCT AS SEL. SEE ARMSTRONG AS SELECTED N/A N/A OR APPROVED EQUAL

PLAN
EM- 1| ENTRY MAT AS SEL. SEE AS SELECTED AS SELECTED N/A N/A RUBBER ENTRY MAT TILES

PLANS
SC-1 SEALED N/A N/A N/A N/A N/A N/A

CONCRETE

BASE LEGEND (B)
MARK | MATERIAL TYPE COLOR SIZE MANUFACTURER MANUFACTURER # | INSTALLATION INSTRUCTION/DETAIL
B-1 6" TILE BASE BISCUIT 6X6 DAL-TILE K175 COVED, OR APPROVED EQUAL
B-2 6" RUBBER BASE AS SEL. G” JOHNSONITE AS SEL. STATE CONTRACT
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JANITOR'S HOOK AND SHELF - SEE RESTROOMS ACCESSORIE SCHEDULE ON SHEET 1200.

MOP SINK, SEE MECHANICAL FOR TYPE.

DRINKING FOUNTAINS - SEE MECHANICAL FOR TYPFE.

BLOCKING AS PART OF METAL STUD WALL - SEE DETAIL A3/ABOL USE TYPE *3.

2' GYP. BD. SOFFIT - SEE DETAIL NOTED.

NO BASE BEHIND AREAS DESIGNATED FOR LOCKERS.

BENCH SHOUN ARE OUNER PROVIDE AND OUNER INSTALLED

TOILET PARTITION - SEE SPECIFICATIONS SECTION 2155,

ROD ¢ CURTAIN PROVIDED BY OUWNER AND INSTALLED BY OUNER.

PRE-FABRICATED SOUER STALL - SEE PLUMBING FOR TYPE.

COORDINATE OUTLET HEIGHT FOR MICORWAVE.

ALTERNATE #3 - CHAIR RAIL MOLDING, STAINED - SEE DETAIL A2/A5(¢2.

ALTERNATE #3 - CORNICE MOLDING, STAINED - SEE DETAIL DE/AEQ2.

GENERAL NOTES

L

2.

SEE SHEET 1200 FOR FINISH SCHEDULE AND DETAIL OF FINISHES TAGGED ON THIS

SHEET.

FOR PLUMBING FIXTURE MOUNTING HEIGHTS - SEE DETAIL A3/A505.

architecture
planning
interiors

3115 e. lion lane suite 300
salt lake city utah 84121

801. 278. 8151  fax 801. 278. 8661

CREATED BY: JSA ARCHITECTS

THE DESIGNS SHOWN AND DESCRIBED HEREIN
INCLUDING ALL TECHNICAL DRAWINGS, CRAPHIC
REPRESENTATION & MODELS THEREOF, ARE
PROPRIETARY & CAN NOT BE COPIED,
DUPLICATED, OR COMMERCIALLY EXPLOITED IN
WHOLE OR IN PART WITHOUT THE SOLE AND
EXPRESS WRITTEN PERMISSION FROM THE STATE
OF UTAH.

THESE DRAWINGS ARE AVAILABLE FOR LIMITED
REVIEW AND EVALUATION BY CLIENTS,
CONSULTANTS, CONTRACTORS, GOVERNMENT
AGENCIES, VENDORS, AND OFFICE PERSONNEL
ONLY IN ACCORDANCE WITH THIS NOTICE.

CONSULTANTS:

BUILDING NAME:

UTAH NATIONAL
GUARD
JLTC

PROJECT TITLE:

BUILDING #2

CAMP WILLIAMS
DRAPER, UT

MARK | DATE | DESCRIPTION
/N |5/17/05 | ADDENDA #1
/. |5/19/05 | ADDENDA #2
/:\|6/3/05 | ADDENDA #3

ISSUE TYPE: STATE REVIEW SET

ISSUE DATE: APRIL 21, 2005

DFCM PROJECT NO: 05006480

CAD PROJECT NO: 0516

CAD DWG FILE:

DRAWN BY: MLJ

CHK'D BY: CJ

COPYRIGHT: STATE OF UTAH

SHEET TITLE

INTERIOR
FINISH SCHEDULES

SHEET NUMBER

(T y d

SHEET 030 OF 055




INTERIOR ELEVATION A

[57]

[57]

INTERIOR ELEVATION B

FF-2

NOTE:
INTERIOR ELEVATIONS FOR WORK ROOM

Y23 ¢ *le, SHOWN ON SHEET |-201 ARE SIMILAR FOR
SERVER ROOM *l4

ADMIN. ROOM *[5

INTERIOR ELEVATION C

INTERIOR ELEVATION D

WORKROOM ELEVATION

SCALE: 3/8": I'-0"

5

LEGEND- INTERIOR ELEVATIONS

SEE FINISH LEGENDS

| XX I INTERIOR FINISH
©

KEY REFERENCE NOTES

REVISION CLouD

C

e
architecture
planning
interiors

3115 e. lion lane suite 300
salt lake city utah 84121

801.278. 8151  fax 801. 278. 8661

CREATED BY: JSA ARCHITECTS

KEYNOTES

(D JANITOR'S HOOK. AND SHELF - SEE RESTROOMS ACCESSORIE SCHEDULE ON SHEET 200.

(@ ™oOP SINK, SEE MECHANICAL FOR TYFE.

@ DRINKING FOUNTAINS - SEE MECHANICAL FOR TYPE.

@ BLOCKING AS PART OF METAL STUD WALL - SEE DETAIL A3/A5QI. USE TYPE *3.

THE DESIGNS SHOWN AND DESCRIBED HEREIN
INCLUDING ALL TECHNICAL DRAWINGS, GRAPHIC
REPRESENTATION & MODELS THEREOF, ARE
PROPRIETARY & CAN NOT BE COPIED,
DUPLICATED, OR COMMERCIALLY EXPLOITED IN
WHOLE OR IN PART WITHOUT THE SOLE AND
EXPRESS WRITTEN PERMISSION FROM THE STATE
OF UTAH.

THESE DRAWINGS ARE AVAILABLE FOR LIMITED
REVIEW AND EVALUATION BY CLIENTS,
CONSULTANTS, CONTRACTORS, GOVERNMENT
AGENCIES, VENDORS, AND OFFICE PERSONNEL

@ 2" GYP. BD. SOFFIT - SEE DETAIL NOTED.

@ NO BASE BEHIND AREAS DESIGNATED FOR LOCKERS,

@ BENCH SHOUN ARE OUNER PROVIDE AND OUNER INSTALLED

TOILET PARTITION - SEE SPECIFICATIONS SECTION 10155,

@ ROD ¢ CURTAIN PROVIDED BY OUNER AND INSTALLED BY OUNER.
PRE-FABRICATED SOWER STALL - SEE PLUMBING FOR TYPE.

@ COORDINATE OUTLET HEIGHT FOR MICORWAVE.

@ ALTERNATE *3 - CHAIR RAIL MOLDING, STAINED - SEE DETAIL “~/¢7 -,

@ ALTERNATE *3 - CORNICE MOLDING, STAINED - SEE DETAIL D5/A502,

ONLY IN ACCORDANCE WITH THIS NOTICE.

CONSULTANTS:

BUILDING NAME:

UTAH NATIONAL

GUARD

JLTC

PROJECT TITLE:

BUILDING #2

CAMP WILLIAMS
DRAPER, UT

MARK | DATE | DESCRIPTION
/\ |5/17/05 | ADDENDA #1
/\ |5/19/05 | ADDENDA #2
/\ |6/3/05 ADDENDA #3

GENERAL NOTES

. SEE SHEET 1200 FOR FINISH SCHEDULE AND DETAIL OF FINISHES TAGGED ON THIS
SHEET.

2. FOR PLUMBING FIXTURE MOUNTING HEIGHTS - SEE DETAIL A3/A5@5,

ISSUE TYPE: STATE REVIEW SET

ISSUE DATE: APRIL 21, 2005

DFCM PROJECT NO: 05006480

CAD PROJECT NO: 0516

CAD DWG FILE:

DRAWNBY: CDJ

CHK'D BY: CJ

COPYRIGHT: STATE OF UTAH

SHEET TITLE

INTERIOR
ELEVATIONS

SHEET NUMBER

-2 O

SHEET 031 OF 035




o
D

|

E
L]

[5]
=]

5|_@II
5"6"

PN ¢ _

)

SIMILAR TILE AND DIMENSIONS
ON ADJOINING WALL

INTERIOR ELEVATION A

MECHANCIAL ROOM (112)

SIDE WALLS:
/W-I AND B-2 \

\
. wr-5 Wr-4
\\
\
\\
\\ 4|_I||
\
\
\ g
\
\
\\ v
\\
\
, 5]
/
O /// ] v

ﬂ

~N
E

2'-1p" MAX.

5|_@II

INTERIOR ELEVATION A

761\ DRINKING FOUNTAIN IN CORRIDOR (101)

(62

CSCALE: 1/2" = II'@"

|_202 SCALE: 112" = I'-@"

-202

3 3
34 3|_0|I 2|_b|l 2|_b|l 2|_b|l 3|_@II 32
X
R SR ey oy Sy
g ipipiplpylyiptptypiuiens B [H K I i nfl mEsoooooooTTnTT o
T == e zh! Vo Loz VY I T~ ___ - _
- mEER e e T i S
M- TRN fe i e i S
et LG s A i 1 | N Y S St i
Ho——m o :ﬁH ' e ,;:_’ ___________ "
e S il
4 e T | g
Il - i ! ~ il =
i e i i Ly B o hgt
N iy —AHE it ST <4 BACKSPLASH
I 7 i T T ! AN I R PL.
L’ i - —_ —_ —| —_ - b X
fy M \ J ! |
RN i T ! Ral
NTIERAN hi 1 ! <7
(] AN I|| | N s N s N | ||I 7 nl
: I S :n : : ||: 7 I : %
N N i i ! I i «
L ~o - I
: I \J&” : s S s S s : "2'1/ I :
Epiinilnipiuinipluivipiuioh § LT |
I ~ I | A !
| éu ' éu
3'34 2"6" 2"6" 2"6" 3'34
] NTERIOR ELEVATION A [B]-cre.e0. v
SCALE: 17" = 1-0" 1-202
II'@"
NOTE:
FOR BLOCKING - SEE DET. A3/A5Q| -
R
HARDUWOOD FACE FRAMES WITH LAMINATE B
INTERIOR CABINET BOX v = |
OPEN CABINET BOX FOR MICROWAVE WITH
EXTENDED SHELF, CABINET SUPFLIER TO ®
VERIFY SIZE OF APPLIANCES PRIOR TO
FABRICATION
I
% ||_3ll
4
PLASTIC LAMINATE COUNTERTOP OVER " [ 9
PARTICLE BOARD r———————————| ®
|
3/4" HARDWOOD DOORS AND DRAWER &
FRONTS 7
I |
NOTE: SEE SPECIFICATIONS, SECTION 12356 2'-Q"
FOR CABINET SPECS.

CABINET DETAIL

SCALE: 112" = I'-0"

1202

5

LEGEND- INTERIOR ELEVATIONS

SEE FINISH LEGENDS

| XX I INTERIOR FINISH
©

KEY REFERENCE NOTES

REVISION CLouD

C

=
architecture
planning
interiors

3115 e. lion lane suite 300
salt lake city utah 84121

801.278. 8151  fax 801. 278. 8661

CREATED BY: JSA ARCHITECTS

KEYNOTES

@ JANITOR'S HOOK AND SHELF - SEE RESTROOMS ACCESSORIE SCHEDULE ON SHEET 1200.
@ MOP $INK, SEE MECHANICAL FOR TYPE.

@ DRINKING FOUNTAINS - SEE MECHANICAL FOR TYPE.

@ BLOCKING A$ PART OF METAL STUD WALL - SEE DETAIL A3/A5@l. USE TYPE *3.
@ 2" GYP. BD. SOFFIT - SEE DETAIL NOTED.

@ NO BASE BEHIND AREAS DESIGNATED FOR LOCKERS.

@ BENCH SHOUN ARE OUNER PROVIDE AND OUNER INSTALLED

TOILET PARTITION - SEE SPECIFICATIONS SECTION 10155,

@ ROD ¢ CURTAIN PROVIDED BY OUNER AND INSTALLED BY OUNER.
PRE-FABRICATED SOWER STALL - SEE PLUMBING FOR TYPE.

@ COORDINATE OUTLET HEIGHT FOR MICORWAVE.

@ ALTERNATE *3 - CHAIR RAIL MOLDING, STAINED - SEE DETAIL “~/¢7 -,

@ ALTERNATE *3 - CORNICE MOLDING, STAINED - SEE DETAIL D5/A502,

THE DESIGNS SHOWN AND DESCRIBED HEREIN
INCLUDING ALL TECHNICAL DRAWINGS, GRAPHIC
REPRESENTATION & MODELS THEREOF, ARE
PROPRIETARY & CAN NOT BE COPIED,
DUPLICATED, OR COMMERCIALLY EXPLOITED IN
WHOLE OR IN PART WITHOUT THE SOLE AND
EXPRESS WRITTEN PERMISSION FROM THE STATE
OF UTAH.

THESE DRAWINGS ARE AVAILABLE FOR LIMITED
REVIEW AND EVALUATION BY CLIENTS,
CONSULTANTS, CONTRACTORS, GOVERNMENT
AGENCIES, VENDORS, AND OFFICE PERSONNEL
ONLY IN ACCORDANCE WITH THIS NOTICE.

CONSULTANTS:

BUILDING NAME:

UTAH NATIONAL
GUARD
JLTC

PROJECT TITLE:

BUILDING #2

CAMP WILLIAMS
DRAPER, UT

MARK | DATE | DESCRIPTION
/\ |5/17/05 | ADDENDA #1
/\ |5/19/05 | ADDENDA #2
/\ |6/3/05 ADDENDA #3

GENERAL NOTES

. SEE SHEET 1200 FOR FINISH SCHEDULE AND DETAIL OF FINISHES TAGGED ON THIS
SHEET.

2. FOR PLUMBING FIXTURE MOUNTING HEIGHTS - SEE DETAIL A3/A5@5,

ISSUE TYPE: STATE REVIEW SET

ISSUE DATE: APRIL 21, 2005

DFCM PROJECT NO: 05006480

CAD PROJECT NO: 0516

CAD DWG FILE:

DRAWN BY: CDJ

CHK'D BY: XXX

COPYRIGHT: STATE OF UTAH

SHEET TITLE

INTERIOR
ELEVATIONS

SHEET NUMBER

-2 02

SHEET 032 OF 055




2|_bll

INTERIOR ELEVATION A & B

2I_6II

3-0
ﬂ

INTERIOR ELEVATION C

zl_bll

3'-Q
E
)

INTERIOR ELEVATION D

NOTE:

5

LEGEND- INTERIOR ELEVATIONS

SEE FINISH LEGENDS

| XX I INTERIOR FINISH
©

KEY REFERENCE NOTES

REVISION CLouD

C

e
architecture
planning
interiors

3115 e. lion lane suite 300

salt lake city
801. 278. 8151

utah 84121
fax 801. 278. 8661

CREATED BY: JSA ARCHITECTS

KEYNOTES

@ JANITOR'S HOOK AND SHELF - SEE RESTROOMS ACCESSORIE SCHEDULE ON SHEET 1200.
@ MOP $INK, SEE MECHANICAL FOR TYPE.

@ DRINKING FOUNTAINS - SEE MECHANICAL FOR TYPE.

@ BLOCKING A$ PART OF METAL STUD WALL - SEE DETAIL A3/A5@l. USE TYPE *3.
@ 2" GYP. BD. SOFFIT - SEE DETAIL NOTED.

@ NO BASE BEHIND AREAS DESIGNATED FOR LOCKERS,

@ BENCH SHOUN ARE OUNER PROVIDE AND OUNER INSTALLED

TOILET PARTITION - SEE SPECIFICATIONS SECTION 10155,

@ ROD ¢ CURTAIN PROVIDED BY OUNER AND INSTALLED BY OUNER.
PRE-FABRICATED SOWER STALL - SEE PLUMBING FOR TYPE.

@ COORDINATE OUTLET HEIGHT FOR MICORWAVE.

@ ALTERNATE *3 - CHAIR RAIL MOLDING, STAINED - SEE DETAIL “~/¢7 -,

@ ALTERNATE *3 - CORNICE MOLDING, STAINED - SEE DETAIL D5/A502,

THE DESIGNS SHOWN AND DESCRIBED HEREIN
INCLUDING ALL TECHNICAL DRAWINGS, GRAPHIC
REPRESENTATION & MODELS THEREOF, ARE
PROPRIETARY & CAN NOT BE COPIED,
DUPLICATED, OR COMMERCIALLY EXPLOITED IN
WHOLE OR IN PART WITHOUT THE SOLE AND
EXPRESS WRITTEN PERMISSION FROM THE STATE

OF UTAH.

THESE DRAWINGS ARE AVAILABLE FOR LIMITED
REVIEW AND EVALUATION BY CLIENTS,
CONSULTANTS, CONTRACTORS, GOVERNMENT
AGENCIES, VENDORS, AND OFFICE PERSONNEL
ONLY IN ACCORDANCE WITH THIS NOTICE.

CONSULTANTS:

BUILDING NAME:

UTAH NATIONAL

GUARD
JLTC

PROJECT TITLE:

BUILDING #2

CAMP WILLIAMS
DRAPER, UT

MARK | DATE | DESCRIPTION
/\ |5/17/05 | ADDENDA #1
/\ |5/19/05 | ADDENDA #2
/\ |6/3/05 ADDENDA #3

GENERAL NOTES

THIS ROOM CONTAINS ALTERNATE # ITEMS

TRAINING ROOM (104)

SCALE: 12" = [-0"

. SEE SHEET 1200 FOR FINISH SCHEDULE AND DETAIL OF FINISHES TAGGED ON THIS
SHEET.

2. FOR PLUMBING FIXTURE MOUNTING HEIGHTS - SEE DETAIL A3/A5@5,

5-12-05

ISSUE TYPE: STATE REVIEW SET

ISSUE DATE: APRIL 21, 2005

DFCM PROJECT NO: 05006480

CAD PROJECT NO: 0516

CAD DWG FILE:

DRAWN BY: CDJ

CHK'D BY: CJ

COPYRIGHT: STATE OF UTAH

SHEET TITLE

INTERIOR
ELEVATIONS

SHEET NUMBER

-2 03

SHEET 033 OF 055




CORRIDOR

3'-0
E
L)

CORRIDOR

INTERIOR ELEVATION A

/—@ A50
\/ N
®
/ \
/ \
7/ \
7/ \
/ \
/ \
/ \
/ \
/ \
7/ \
/ \
/ \
/ \
/ \
/ \
7/ \
/ \
/ \
, .
/ \
7/ \ <
’ \ ]
®
\ /
\ /
\ /
\ 7/
\ /
\ /
\ /
\ /
\ /
\ 7/
\ /
\ /
\ /
I B-2 I \ ’ I B-2 I
\ /
\ 7/
\ /
\ /
AY
\ /
\ /
\ 7/
\ /

INTERIOR ELEVATION B

c

ORRIDQR (101) ELEVATIONS

(B4

SCALE: 112" : I'-@"

-204

5

LEGEND- INTERIOR ELEVATIONS

SEE FINISH LEGENDS

| XX I INTERIOR FINISH
©

KEY REFERENCE NOTES

REVISION CLouD

C

e
architecture
planning
interiors

3115 e. lion lane suite 300
salt lake city utah 84121

801.278. 8151  fax 801. 278. 8661

CREATED BY: JSA ARCHITECTS

KEYNOTES

@ JANITOR'S HOOK AND SHELF - SEE RESTROOMS ACCESSORIE SCHEDULE ON SHEET 1200.
@ MOP $INK, SEE MECHANICAL FOR TYPE.

@ DRINKING FOUNTAINS - SEE MECHANICAL FOR TYPE.

@ BLOCKING A$ PART OF METAL STUD WALL - SEE DETAIL A3/A5@l. USE TYPE *3.
@ 2" GYP. BD. SOFFIT - SEE DETAIL NOTED.

@ NO BASE BEHIND AREAS DESIGNATED FOR LOCKERS,

@ BENCH SHOUN ARE OUNER PROVIDE AND OUNER INSTALLED

TOILET PARTITION - SEE SPECIFICATIONS SECTION 10155,

@ ROD ¢ CURTAIN PROVIDED BY OUNER AND INSTALLED BY OUNER.
PRE-FABRICATED SOWER STALL - SEE PLUMBING FOR TYPE.

@ COORDINATE OUTLET HEIGHT FOR MICORWAVE.

@ ALTERNATE *3 - CHAIR RAIL MOLDING, STAINED - SEE DETAIL “~/¢7 -,

@ ALTERNATE *3 - CORNICE MOLDING, STAINED - SEE DETAIL D5/A502,

THE DESIGNS SHOWN AND DESCRIBED HEREIN
INCLUDING ALL TECHNICAL DRAWINGS, GRAPHIC
REPRESENTATION & MODELS THEREOF, ARE
PROPRIETARY & CAN NOT BE COPIED,
DUPLICATED, OR COMMERCIALLY EXPLOITED IN
WHOLE OR IN PART WITHOUT THE SOLE AND
EXPRESS WRITTEN PERMISSION FROM THE STATE

OF UTAH.

THESE DRAWINGS ARE AVAILABLE FOR LIMITED
REVIEW AND EVALUATION BY CLIENTS,
CONSULTANTS, CONTRACTORS, GOVERNMENT
AGENCIES, VENDORS, AND OFFICE PERSONNEL
ONLY IN ACCORDANCE WITH THIS NOTICE.

CONSULTANTS:

BUILDING NAME:

UTAH NATIONAL

GUARD
JLTC

PROJECT TITLE:

BUILDING #2

CAMP WILLIAMS
DRAPER, UT

MARK | DATE | DESCRIPTION
/\ |5/17/05 | ADDENDA #1
/\ |5/19/05 | ADDENDA #2
/\ |6/3/05 ADDENDA #3

GENERAL NOTES

. SEE SHEET 1200 FOR FINISH SCHEDULE AND DETAIL OF FINISHES TAGGED ON THIS
SHEET.

2. FOR PLUMBING FIXTURE MOUNTING HEIGHTS - SEE DETAIL A3/A5@5,

ISSUE TYPE: STATE REVIEW SET

ISSUE DATE: APRIL 21, 2005

DFCM PROJECT NO: 05006480

CAD PROJECT NO: 0516

CAD DWG FILE:

DRAWNBY: CDJ

CHK'D BY: CJ

COPYRIGHT: STATE OF UTAH

SHEET TITLE

INTERIOR

ELEVATIONS

SHEET NUMBER

-2 04

SHEET 034 OF (035




G
=
\\\ %
\ N [, — - N —
\\\ \ \\ II % lUT-I
\\ \ ] //
N \ ] 7/
\ \ \ / S “— Wr-2
\\ 2|_@|| \\ , \\ II /,
AN \, LOCKERS // Vo N , ¢ [wr-3]
\\ \\ N,I C. / \ / \\ LOCKERS //
X < wr-5 2'-2" N / v AN N-IJC'//
AN N\ )/ \ \\\\ , ) N PR | L
/ < —
/ < wr-| DUT-B 1 =
i |
/
s wT-5 ""'“ T <
s - ] s
el D :
//
g HERGSRENIE &
A4 z 4~ -~
g HEN % S\ ) 7
e 1]
L_
\ \ /
~_~ N7
NTERIOR ELEvATION A m. Yo
\450) \A527
® ®
22 BA-4 BA-3
B Pk Sy S PR N wr-5 >
=il =il =il
S O I N
L B
_ - U__I__[—J——_IT-—_[—1——T 2 _
<« < Q@
T % T
w-5] [B-] -,
JB] ~
/
\ ¥ (
INTERIOR ELEVATION B INTERIOR ELEVATION C
i
FF-3
/ /
/ /
// // \\ Ve
/ // N 7 i
// / AN \ II
4 / - AN 7 \ /
g A a A ; O L
/ = //
/// /// / / / ~ -PF3 -F’F-I . /, \\\ I’I
S S BH-6 BH-6 BH-6 LQCKERS o Vo
N ¥c-ooooooooopfooooooooooooopopfic¥ooooooooois wr-5 NXC 7 \
\\\ \\\ / \\\y/// \\xll
\\\ AN i, & - \\\ II\\
N l \\\ ! W1 W i SN b W1 W , N e SN I
AN \ > - 7 S
i} \\ \\ o ] /// o II \\
:;_' \\ \\\ // \\\ II \\
AN \ S N / \
N \ -.]I \\ ] \
// ! \\
i\ / gl Hf H A \
IR 4 v I_l Ll >
5 o
2 D
[ B- | INTERIOR ELEVATION INTERIOR ELEVATION E

MEN'S RESTROOM ELEVATIONS (105)

SCALE: 12" =

II_@II

4

5

LEGEND- INTERIOR ELEVATIONS

INTERIOR FINISH
SEE FINISH LEGENDS

KEY REFERENCE NOTES

| XX I
©
REVISION CLouD

C

e
architecture
planning
interiors

3115 e. lion lane suite 300
salt lake city utah 84121

801.278. 8151  fax 801. 278. 8661

CREATED BY: JSA ARCHITECTS

KEYNOTES

@ JANITOR'S HOOK AND SHELF - SEE RESTROOMS ACCESSORIE SCHEDULE ON SHEET 1200.
@ MOP $INK, SEE MECHANICAL FOR TYPE.

@ DRINKING FOUNTAINS - SEE MECHANICAL FOR TYPE.

@ BLOCKING A$ PART OF METAL STUD WALL - SEE DETAIL A3/A5@l. USE TYPE *3.
@ 2" GYP. BD. SOFFIT - SEE DETAIL NOTED.

@ NO BASE BEHIND AREAS DESIGNATED FOR LOCKERS,

@ BENCH SHOUN ARE OUNER PROVIDE AND OUNER INSTALLED

TOILET PARTITION - SEE SPECIFICATIONS SECTION 10155,

@ ROD ¢ CURTAIN PROVIDED BY OUNER AND INSTALLED BY OUNER.
PRE-FABRICATED SOWER STALL - SEE PLUMBING FOR TYPE.

@ COORDINATE OUTLET HEIGHT FOR MICORWAVE.

@ ALTERNATE *3 - CHAIR RAIL MOLDING, STAINED - SEE DETAIL “~/¢7 -,

@ ALTERNATE *3 - CORNICE MOLDING, STAINED - SEE DETAIL D5/A502,

THE DESIGNS SHOWN AND DESCRIBED HEREIN
INCLUDING ALL TECHNICAL DRAWINGS, GRAPHIC
REPRESENTATION & MODELS THEREOF, ARE
PROPRIETARY & CAN NOT BE COPIED,
DUPLICATED, OR COMMERCIALLY EXPLOITED IN
WHOLE OR IN PART WITHOUT THE SOLE AND
EXPRESS WRITTEN PERMISSION FROM THE STATE
OF UTAH.

THESE DRAWINGS ARE AVAILABLE FOR LIMITED
REVIEW AND EVALUATION BY CLIENTS,
CONSULTANTS, CONTRACTORS, GOVERNMENT
AGENCIES, VENDORS, AND OFFICE PERSONNEL
ONLY IN ACCORDANCE WITH THIS NOTICE.

CONSULTANTS:

BUILDING NAME:

UTAH NATIONAL
GUARD
JLTC

PROJECT TITLE:

BUILDING #2

CAMP WILLIAMS
DRAPER, UT

MARK | DATE | DESCRIPTION
/\ |5/17/05 | ADDENDA #1
/\ |5/19/05 | ADDENDA #2
/\ |6/3/05 ADDENDA #3

GENERAL NOTES

. SEE SHEET 1200 FOR FINISH SCHEDULE AND DETAIL OF FINISHES TAGGED ON THIS
SHEET.

2. FOR PLUMBING FIXTURE MOUNTING HEIGHTS - SEE DETAIL A3/A5@5,

ISSUE TYPE: STATE REVIEW SET

ISSUE DATE: APRIL 21, 2005

DFCM PROJECT NO: 05006480

CAD PROJECT NO: 0516

CAD DWG FILE:

DRAWNBY: CDJ

CHK'D BY: CJ

COPYRIGHT: STATE OF UTAH

SHEET TITLE

INTERIOR
ELEVATIONS

SHEET NUMBER

-2 05

SHEET 035 OF 055




1 \ /
\ / \ /
\ I AN ,/
l\_\OCKEgé \ /
WIC. | N\ LOCKERS
v AN NIC.,/
\ /
\ ] \ /
v \ /
v \ ’
v/ \ /
\xl \\ //
n // \\
I\ AN
I / \
/ \ // \\
I
I/ \\ ,/ AN
I \ / \
/ \ Y ,/ AN ||
I \ (- J/ \ ]
I \ , N
1 \ / \
! \ / \
\ / \ —
N N |
INTERIOR ELEVATION
II AN e
N
\ RN 7
\ I N ,
\ ! N N P -’
N
LOCKERS .
\ NIC. ! AN e
N N P 7
Voo N LOCKERS
\ ! N 7
v AN N'I;G'
vl N 7

INTERIOR ELEVATION C

4"6"

R

| =
35
w

B

BH-12

5

LEGEND- INTERIOR ELEVATIONS

SEE FINISH LEGENDS

| XX I INTERIOR FINISH
©

KEY REFERENCE NOTES
REVISION CLouD

C

e
architecture
planning
interiors

3115 e. lion lane suite 300
salt lake city utah 84121

801.278. 8151  fax 801. 278. 8661

CREATED BY: JSA ARCHITECTS

KEYNOTES

bl'@"

4"6"

PF-3
\ / \
\\ // \ !
\ / \ /
N ,/ \ /
hOCKERS (N
NIC.
X J/ LOCKERS
\\ // N\'l'ql'
\ / v/
NS \xl
//\\ n
/ \ I\
/ \ I\
/ \ I\
// \\ /I \\
/// \\\ E} II \\
/ \ ) \
/ \ | ! \
: // \\ [I \\
/ \
// \\ II \\
/ \ ! \
/ \ !
(:g é:)
INTERIOR ELEVATION B
PF-3
73]
jE ] wr-1
A* .
[
— H K« fwr-3
& \
S Mt s oo
S e [ (n i\ i —== BH-2|BH-5
© T NS
e ra— wr-1
if' [ N T BH'%
o~
& I B-| |
__________________________________ !
____________________ |
INTERIOR ELEVATION D L2
\A50%
[BH-12] [BH-12] [BH-12] [BH-12]
(] (] (] (]
PF-3
T"irﬁi Tﬁif‘rirTffT“*rﬁ
0 O O O e B D e R P A 2

INTERIOR ELEVATION F

MEN'S RESTROOM ELEVATIONS (105)

(D JANITOR'S HOOK. AND SHELF - SEE RESTROOMS ACCESSORIE SCHEDULE ON SHEET 200.

(@ ™oOP SINK, SEE MECHANICAL FOR TYFE.

@ DRINKING FOUNTAINS - SEE MECHANICAL FOR TYPE.

@ BLOCKING AS PART OF METAL STUD WALL - SEE DETAIL A3/A5QI. USE TYPE *3.

@ 8" GYP. BD. SOFFIT - SEE DETAIL NOTED.

(©) NO BASE BEHIND AREAS DESIGNATED FOR LOCKERS.

@ BENCH SHOUN ARE OUNER PROVIDE AND OUNER INSTALLED

TOILET PARTITION - SEE SPECIFICATIONS SECTION 10155,

@ ROD ¢ CURTAIN PROVIDED BY OUNER AND INSTALLED BY OUNER

PRE-FABRICATED SOWER STALL - SEE PLUMBING FOR TYPFE.

@ COORDINATE OUTLET HEIGHT FOR MICORWAVE.

@ ALTERNATE *3 - CHAIR RAIL MOLDING, STAINED - SEE DETAIL °/7

@ ALTERNATE *3 - CORNICE MOLDING, STAINED - SEE DETAIL D5/A502,
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GENERAL NOTES

PIPING LEGEND MECHANICAL LEGEND
BUTTERFLY VALVE —p— CONDENSER WATER RETURN —CWR— SUPPLY AR DUCT UP —
MOTORIZED BUTTERFLY VALVE —%— HEATING WATER SUPPLY — HWS— SPINZIN_ FITTING W/MVD &
HEAT TRACING i — WR—
DE—IONIZED WATER — D — Wi
WATER TREATMENT o CEILING SLOT DIFFUSER =
>
CHECK VALVE —_—— FIRE DEPT. HORN & LIGHT g CEILING DIFFUSER |Z|
—_— HOT GAS —He —
SOLENOID VALVE HG CEILNG EXHAUST GRILLE R
AUTOMATIC CONTROL VALVE (2-WAY) — FLEXIBLE PIPE CONNECTION —
CEILING GRILLE /]
AUTOMATIC CONTROL VALVE (3-WAY) —k— REDUCED PRESSURE BACKFLOW PREVENTER RPBP \CCESS, PANEL N
PRESSURE REDUCING VALVE — DIRECTION OF FLOW _
MANUAL VOLUME DAMPER :I:
P & T RELIEF VALVE —Qg ELBOW DOWN (DN) D) ﬂb
MOTORIZED DAMPER
AR VENT (AUTOMATIC) —q ELBOW UP —00 —T
FIRE DAMPER 1O
REFRIGERANT LIQUID —RL— PIPE CAP 5 —
COMBINATION FIRE/SMOKE DAMPER ®
REFRIGERANT SUCTION ——RS — TEE DOWN a -_@,_-
THERMOSTAT OR TEMP SENSOR
THERMAL EXPANSION VALVE — R UNION —
POINT OF CONNECTION TO EXISTING )
STRAINER —it— DOMESTIC COLD WATER AL ThG DETAIL NO. __/@
DRAWING NO.
CIRCUIT SETTER _— DOMESTIC HOT WATER _—
HOT WATER CIRC _——— FEVED NOTE NOTE NO. _/6
FLOW METER =3 ' SECTION CUT LINE SECTION NG :@_A
PET COCK OR GAUGE COCK —— TEMPERED WATER et — DRAWING NO.
SANITARY (PLBG) VENT
PRESSURE GAUGE W/GAUGE COCK L CONTROL TRANSFORMER
SANITARY SEWER ABOVE GRADE —
THERMOMETER i SANITARY SEWER BELOW GRADE —_—
TEMPERATURE & PRESSURE TEST PLUG ~ ——I—— DRAN b LOW PRESSURE DUCT
161 W/ TURNING VANES
IN-LINEPUMP ROOF DRAIN PIPING —RD —
FLOW SWITCH L! OVERFLOW DRAIN PIPING —_—p —
DIFFUSER FACING DIRECTION NOTED vV
HOSE BIBB OR SILLCOCK —t STORM DRAIN PIPING BELOW GRADE —S)—
VACUUM —V— FIRE SERVICE —_F—
FLOOR DRAN S NATURAL GAS o
FLOOR SINK E COMPRESSED AIR —CA—
WALL CLEANOUT OR CLEANOUT JEE STEAM s
FLOOR OR GRADE CLEANOUT —0— CONDENSATE c
GRADE CLEANOUT W,/ CONCRETE PAD —@—
PACKAGED TERMINAL AIR CONDITIONER |AC—
PN | oo (HHEE:P';% M%"é%&) vomee | | o chM _— DIMENSIONS ~ (IN.) FAN SPEEDS VANUFACTURER
COE | “grum) (BTUH) & PHASE (INDOOR) | VENTILATION ) N o 1w & MODEL NO.
ac-1| 9000 - 15/1 | 88 | 270 - TERMOSTAT | 32 | 1 | 7 3 #mgm 00006000
ac-2 | 32,000 39,000 208/3 | 135C [ 30 - THERMOSTAT | 59 | 14 [ 9 | 3 SANYO 00006000
' ’ 19.1 H #36KH42

(1) LOW AMBIENT CONTROL
SUCTION LINE INSULATION

@ FUSED DISCONNECT

(2) EQUIPMENT CURB FOR CONDENSER  (3) THERMOSTAT

MAXIMUM FUSE SIZE - 15 AMPS

(%) CONDENSER

@ MANUFACTURER RECOMMENDED REFRIGERANT PIPING

@ MAXIMUM FUSE SIZE — 40 AMPS

(6) WHITE LATEX PAINT ON
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NOT VALID UNLESS SIGNED

BUILDING NAME:

UTAH NATIONAL
GUARD
JLTC

PROJECT TITLE:

BUILDING #2

CAMP WILLIAMS

DRAPER, UT

INTAKE HOOD SCHEDULE |H-1
1. (@) INDICATES POINT OF CONNECTION OF NEW TO EXISTING MECHANICAL.
2. (E) INDICATES EXISTING. (N) INDICATES NEW MATERIAL.
3. COORDINATE ALL FIRE SPRINKLER, DIFFUSER AND GRILLE LOCATIONS WITH REFLECTED CEING PLAN o | REA vt cru [ OPENNG 1 accessories
SERVED : SIZE
AND ELECTRICAL DRAWINGS.
4. THIS CONTRACTOR SHALL NOT SHUT-OFF/ PUT OUT OF SERVICE ANY SYSTEMS/SERVICES WITHOUT
FIRST COORDINATING ALL DOWNTIME WITH THE OWNER'S PERSONAL. H=1 ME%H(;“:';CAL PENN #WCC10 1" PROVIDE FACTORY CURB
5. ALL RIGID ROUND DUCTWORK SHALL RECEVE 1-1/2" - 2.0 LBS/CU.FT. FIBERGLASS DUCT WRAP. ALL
RECTANGULAR DUCT SHALL RECEVE 1” — 1.5 LBS/CU.FT. DUCT LINER, TRIM AND SEAL JOINTS W/
MYLAR LINING. LOW PRESSURE ROUND FLEXIBLE DUCT TO BE 1-1/2 THICK INSULATED AND A
MAXIMUM OF 10 FT. LONG. ALL INSULATION TO MEET NFPA 90 PER UL 181—CLASS 1. MEDIUM AR DIFFUSER AND GRILLE SCHEDULE ﬁﬁ'M“éER g,’?&w
PRESSURE FLEXIBLE DUCT TO BE INSULATED, RATED FOR 6" W.C. AND SHALL BE STRECHED OUT
TO PREVENT ANY KINKS OR OFFSETS (3 FT. MAX. LENGTH).
6. DUCTWORK AND PIPE ROUTING IS APPROXIMATE, DIAGRAMATIC AND IS NOT TO BE SCALED. WHERE PLAN MANUFACTURER TE'ZE NECK | CEILING L’E'\',%L MAX. | DAMPER | COLOR
CODE & MODEL NO sze | TYPE CFM COMMENTS
ALTERNATE ROUTING, OFFSETS AND TRANSITIONS ARE REQUIRED FOR COORDINATION OF ALL WORK, : DUTY MAX
THIS CONTRACTOR SHALL MAKE CHANGES WITHOUT ADDITIONAL COSTS. PRI
. SEE IN
7. THIS CONTRACTOR SHALL CLOSELY COORDINATE NEW MECHANICAL WITH ALL NEW AND EXISTING S-1 PRODUCTS ONR—3 gSIEI,“LLY 14 oas | 2 540 | pyer | WHIE 24 X 24 MODULE
MECHANICAL, ELECTRICAL, ARCHITECTURAL AND STRUCTURAL MEMBERS.
- SEE IN
8. THIS CONTRACTOR SHALL FIELD VERIFY ALL MECHANICAL TEMS PRIOR TO COMMENCING NEW WORK. S-2 PRICE PDMC SZU;’{DA& - s | 2 535 | puor | WHTE 24 X 24 MODULE
NO ADDITIONAL COST WILL BE ALLOWED FOR CONTRACTOR'S FAILURE TO BECOME FAMILIAR WITH
EXISTING MECHANICAL CONDITIONS. -3 PRICE PDMC 2-WAY - P?.iﬁs o4 273 N | e PERFORATED FACE
DUCT
9. THIS CONTRACTOR SHALL USE SMACNA STANDARDS FOR HIGH PRESSURE DUCT CONSTRUCTION OF SUPPLY 24 X 24 MODULE
SUPPLY DUCTWORK UPSTREAM OF VAV BOX — SEAL CLASS "A". ALL OTHER DUCTWORK SHALL BE S—4 PRICE PDMC 4-WAY 10" SEE 25 118 N e 12 X 12 MODULE
CONSTRUCTED ACCORDING TO SMACNA STANDARDS FOR LOW PRESSURE DUCT CONSTRUCTION — SUPPLY PLANS puct PERFORATED FACE
SEAL CLASS "B". AR DIFFUSION RADIAL . SEE IN
S-5 10 27 330 WHITE 24 X 24 MODULE
10. ALL MECHANICAL SYSTEMS SHALL BE INSTALLED IN ACCORDANCE WITH 2003 INTERNATIONAL BUILDING PRODUCTS #DNR-3 SUPPLY PLANS pucT
CODE, 2003 INTERNATIONAL FIRE CODE, 2003 INTERNATIONAL MECHANICAL CODE AND 2003 4—WAY ,, SEE IN .
INTERNATIONAL PLUMBING CODE. -6 PRICE PDMC SUPPLY 10 s | 24 213 | puer | WHTE 16” X 16" MODULE
11. THIS CONTRACTOR SHALL PROVIDE SUBMITTALS ON ITEMS LISTED IN MECHANICAL EQUIPMENT LIST TO . CARNES RSDB SUPPLY [ gnqer | _ 2 400 N | yure | SET FRONT BLADE AT 45' DOWN.
THE ENGINEER FOR REVIEW PRIOR TO THE ORDER, PURCHASE OR INSTALLATION OF THESE SAME ITEMS. GRILLE X DucT MOUNT HIGH ON WALL.
12. ALL VAV BOXES AND DIFFUSERS MUST BE BALANCED PER PLAN. PROVIDE BALANCE REPORT TO ~ PERFORATED | oo 00w |  SEE -
ENGINEER AND O&M. R~1 PRICE #PDOR RETURN. | 227227 | pans | %6 2353 ~ | WHITE 24 X 24 MODULE
13. DUCT DIMENSIONS SHOWN ARE INSIDE CLEAR DIMENSIONS. 5 PERFORATED " SEE ~ IN
R-2 PRICE #PDDR cenost | 122 | e 545 | pucr | WHTE 20 X 20 MODULE
ELECTRIC WALL HEATER SCHEDULE |EH-
ELECTRICAL
PLAN CFM EAT MANUFACTURER
coDE| Type | TOTAL | NO. OF | VOLTAGE [ FAN | (y7) MOUNTING (F) & MODEL NO. REMARKS
KW STEPS | & PHASE | H.P.
RECESSED QMARK COMPLETE WITH
EH-1 1.8 120/1 - BUILT-IN DISCONNECT
/ WALL #CWH1201DS AND THERMOSTAT
ROOFTOP UNIT [RTU-
o | e | o COOLING HEATING CAPACITY COMPRESSORS _ | CONDENSER | POWER SUPPLY | SIZE (IN.)
PLAN o | we| SF FAN MOTOR COMMENTS
CODE MANUFACTURER/MODEL : H.P. | TOTAL [SENS EAT | AMB [ INPUT | OUTPUT | craoes [no.l Fa | (RA VOLTAGE/ | MCA (LBS.)
ELEV. | @ SL) MBH [MBH| F | *F | mBH | MBH : NO. | HP | PHASE | AMPS L w H
RTU-1 CARRIER 4400 | 050 2 | 102 [100| 8 |100| 180 | 115 2 2| 16 | 125 | 2 |1/4 | 208/3 | 496 | 1035 87 58 49 WOE®E®
#48TMDO12 O®
[rRTU-2 CARRIER 4400 | 0.50 2 | 102 [100| 80 100 180 | 115 2 2| 16 [ 125 | 2 |1/4| 208/3 | 496 | 1035 87 58 49 0]9]O]0]0,
panworz 0101010,
[rTU-3 CARRIER 3110 | 050 2 78 | 76 | 80 |100| 180 | 115 2 2| 14 | 91 | 2 |1/4| 208/3 | 484 | 870 87 58 49 W@OE®E®
s 0101010
RTU-4 CARRIER 1500 | 050 | 15 | 50 | 49 | 80 100 115 74 1 1| 16 | 114 | 1 174 208/3 | 266 | 4% 74 45 33 0]0]O]0]0)
#48TME006 (8) (19)

@ 14" ROOF CURB @ FACTORY INSTALLED DISCONNECT, SINGLE POINT CONNECTION

@ FACTORY INSTALLED GFI OUTLET W/ STEP DOWN TRANSFORMER — 4 OUTLET @ 2 — STAGE COOLING

@ HOT GAS BYPASS

@ CARBON DIOXIDE DETECTOR INSTALLED ON RETURN AR

‘ MODULATING POWER EXHAUST AND ECONOMIZER

ELECTRIC RE—HEAT COIL SCHEDULE |EDH-
y CFM AR SIDE ELECTRICAL COIL FACE ROWS/
PLAN AREA/UNIT F.V. DIMENSION (wa) FINS MANUFACTURER REMARKS
CODE SERVED O | VB ppuy | EAT/LT [ ARPD. |y | NO-OF yors/py (N) PER IN & MODEL NO. PUMP SCHEDULE [P
ELEV. (F) (N STOPS .
MOTOR
OFFICE PROVIDE SINGLE STEP PLAN FEET | ouvp MANUFACTURER
EDH-1 400 | 5.1 55/70 15 1 120/1 — TUTCO DC-2
102 & 110 / / THERMOSTAT CODE burY GPM Hgo RPM | yp | VOLTAGE [ & MODEL N, COMMENTS
PROVIDE SINGLE STEP | & PHASE
EDH-2 LOBBY 101 800 | 102 55/90 3.0 2 208/1 — TUTCO DC-2
THERMOSTAT -1 | conoensatE | 172 | 15 | - |esw]| 1201 ”;J(L:EMAG_";';T PROW;ELELEQ‘:(T%TV'EC oo
COMPLETE WITH SAFETY FLOW SWITCH, FUSED DISCONNECT, THERMOSTAT -
EXHAUST FAN SCHEDULE |EF-
MOTOR
PLAN AREA CFM @ | ESP FAN DAMPER METHOD OF | OPENING | OPERATING
CODE |  SERVED TPE ELEV. RPM | yp | VOUTGE | NC TYPE CONTROL SIZE WT. (LBs,) | MANUFACTURER / MODEL COMMENTS
-1 & PHASE
RESTROOM
WOMEN'S 6.2 LIGHT COOK
EF-1 | mesteoou DOME 880 | 025 | 1075|0076 | 120/1 | oo BACKDRAFT L 18 X 18 - F120C100 PROVIDE WITH ROOF CURB
VEN'S 52 RESTROOM o0k
_ : LIGHT _
EF=2 1 Restoo | DOME 1200 [ 025 | 1075 |0.67 | 120/1 [ gouee BACKDRAFT o 20 X 20 H135C10D PROVIDE WITH ROOF CURB
Er-3 [ MECH. DOME 3 | ozs | 1m0 |ooso | 1201 | B BACKDRAFT THERMOSTAT | 13 X 13 - COOK PROVIDE WITH ROOF CURB
ROOM ) ) SONES #70Cc150L

2

@ 1 — STAGE COOLING

@ RETURN AR SMOKE DETECTOR 7-DAY PROGRAMMABLE THERMOSTAT

MARK | DATE | DESCRIPTION
/N |5/17/05 | ADDENDA #1
/\ |5/19/05 | ADDENDA #2
/3 |6/3/05 ADDENDA #3
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TYP. OF 2 ~|yp.oF 2/ TYP. OF 2 @ CONSULTANTS:
RNV | e i e i B R BB
D N\ " SR Sy [ s
0 A o= S W Y ,j
or,ﬂi - el B
-10/10 | B0 R R Y |
SR R O] Ny
R R H— - I ] - SRR o - TING = L 14/14_/ R S <20 a I XN R —-—w T TRXXXXXXX E 166911
D-—~(0) Pre N\ C
N o N %
00_- ra
i 3N - —T7 N\ ¢ ll (1) RTU-1 LOCATED ON ROOF. NOT VALID UNLESS SIGNED
* <z e N (7 ))
] 7 @ RTU-2 LOCATED Ot ROOF,
TYP. OF 6 &
f 4 N (3) FTU-3 LOCATED ON ROOF.
| —-UORKEODN RTU—4 LOCATED ON ROOF. BUILDING NAME:
3 ) ‘ AL 12"
« & @4 & ( }‘V (K A /,-13% 2 i {5) @DUCTWORK UP TO EF-1. EF-1 1S
i — N[y U ¢ 0 —"\LOCATED ON ROOF.
e =N ( ] Y& UTAH NATIONAL
570 ,G 220/ i /@ 2 @ 14" DUCTWORK UP TO EF-2. EF-2 IS
. % 7 — ~ (3 @{ OF 4] |y £ & a ), LOCATED ON ROOF. GUARD
% S | H’_ ERi= ® ¢ > ] b4 L { {(7) 10" DUCT UP TO IH-1 ON ROOF - JLTC
2d 1= 10/10.5] 8 g 1L 107104 \ g J COMBUSTION AIR DUCT.
i 8”«5% - o712 y BAL— ﬁ-w S il 4 s CONDENSER FOR AHU—1 IS TO BE INSTALLED
! Cmiims Ei - - T+ ++h Lk -1
i n T\‘ ;I \ Cg7g 14/14fmem | &' \ §> %‘f —M Il ON ROOF.
i 1287 N2 ( / 1279 C12% | PROJECT TITLE:
| T s o EDH-2—"\ N N I {9) %" INSULATED CONDENSATE LINE. DISCHARGE
~ X \ e - 14 ;2 \G\Q _ o o § IN MOP SINK WITH AR GAP. BUlLDlNG #2
\ 1 \
\ A . == = (IR { (o) @osm TO BE 7-DAY PROGRAMMABLE
— TR N g YN — | N H ) \—""\WITH MANUAL OVERRIDE. PROVIDE REMOTE
v C —\ @ ® 5 ®( L Gy \NR=-DNP2 | { SOR. MOUNT SENSOR ON ROOM RETURN
- L\ ) N - LY ] 3
- —MX \ ¥ ® I IR A 8802 i ’ D GRILLE.
f _— K10 WP OF2 | ' . I
i g (< T AR AN % < ' =S| (1) 6% DUST UP T0 EF-3. EF-3 IS LOCATED CAMP WILLIAMS
g . ) \ 10"4_ ON ROOF.
. P N N = Sl o) ol n | DRAPER, UT
) RTINS NS PPy ‘, {(12)  THERMOSTAT TO CONTROL EF-3,
\1'11 ° AN ki \ | | %I | {(13) 2" x 2" THROUGH CORRIDOR WALL ABOVE MARK | DATE | DESCRIPTION
T RO T} }—H—\\4- /‘_‘;’\ “ i ] I\ IKRRXIRX KRN IR XXX XXX T CEJIIJ G. PROVIDE COMBINATION FIRE/SMOKE /1\ 5/17/05 ADDENDA #1
D=1 S R /N\__|5/19/05 | ADDENDA #2
NP. OF 2 IR NOT USED. /N |6/3/05 | ADDENDA #3
SEEES ] (s (ng?nosm FOR AC—2. THERMOSTAT TO BE
DED BY AC—2 MANUFACTURER.
NOT USED.
(17 Nor UstD.
ISSUE TYPE: STATE REVIEW SET
(18) NOT USED.
(1) 6" TYPE-B FLUE. OFFSET 4' TO GAN — ISSUE DATE: APRIL 21, 2005
DISTANCE FROM COMBUSTION AIR INTAKE.
10'-0” MINIMUM DISTANCE FROM EQUIPMENT PVE PROJECT NO:  04045.02
8?« E%%E OF ROOF. TYPICAL ALL EQUIPMENT DRAWN BY: MM.

CHK'D BY: A.D.S.
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NOTE
L= 1/4 W (4" MIN.)
METAL FASTENERS: NOTE:
OMARK INSUL—PINS, DURO DYNE FASTENERS ALL SUPPLY AIR DUCTS SHALL TRANSVERSE RENFORONG_ (1) _ _
OR GRIP NALS. BE WRAPPED EXTERNALLY AS AT JONTS 3115 e. lion lane suite 300
GRIP NAILS SHALL BE INSTALLED PER SPECIFICATIONS / %%CNG S g _ffH —Q_[" salt lake city - utah 84121
QY "GRIPNAIL AIR HAMMER” Q’R BY DUCT LINER L ANGLE SIZE P I W STAND. SEAM POCKET LOCK
'AUTOMATIC FASTENER EQUIP. - oMENSON  fsueer | waowon [, == m AT 801. 278. 8151  fax 801. 278. 8661
GALV.IRON DUCT OF LONGEST |METAL [LONGITUDNAL |H, [— —) [— = —
Tl s oo [wmen | [P [l (AT [N | WESP AR GG D [ CREATED BY: JSA ARCHITECTS
; S BETHEEN BAR | - R | :
Srow o Ltk £ OPPOSED BLADE DAMPER oy [t | (100 [ioas | oo [ion (oo [wae [ [0 e
By it g 45° RENFORCNG CAE__TGAGE LA LGN JGIE O ST GGE 9K THE DESIGNS SHOWN AND DESCRIBED HEREIN
N ——— M UPTHRU 12 | 26 | NONE REQ. 1 % 2 U 4 24 | NOT REQ. | NOT REQ. % NOT REQ. INCLUDING ALL TECHNICAL DRAWINGS, GRAPHIC
W 13-18 | 24 |NoNEREQ. | 1 % | » | 2 | » | # |NorR |NOTRE.. | 2 | NOTREQ EE%EE%#\T@%N Cif\ NMEE)EL%ET%%FEESS, ARE
%lgEgugg ‘351 égI;ERED © 19-30 24 |1xix/8060"| 1 - 24 2% 24 24 | NOT REQ. | NOT REQ. 24 NOT REQ. DUPLICATED, OR COMMERCIALLY EXPLbITED IN
ADHESIVE (MIRACLE PF 96) -4 2 [1xix1/8 060°| 1 - - 2 2 22 |NOTREQ. | NOT REQ. 22 | NOT REQ. WHOLE OR IN PART WITHOUT THE SOLE AND
ALL ENDS OF LINER TO BE AIR FLOW . EXPRESS WRITTEN PERMISSION FROM THE STATE
COATED W/ADHESIVE. $3-5 |2 |sxsx/eeso] 12| - - n | 2 2 [15X.54/8 | o ReC. 2 | NOTREQ OF UTAH.
" MIRACLE PF 96
AL L S ( ) s-0 |2 [sasmpeofr11n] - | - | - [ 2 | 2 pwssfvme |2 [wree
ENDS OF LINER SHALL BE ] THESE DRAWINGS ARE AVAILABLE FOR LIMITED
BUTTED FIRMLY TOGETHER EEEY'L%E Di%';%ERALED 61-8 |20 [uxsomse]i12] - | - BEREREEDEETEENEET REVIEW AND EVALUATION BY CLIENTS,
REGULATOR CONSULTANTS, CONTRACTORS, GOVERNMENT
%?DT%SVVEE%E' iﬂgigRngpsgg% 'S DETERMINED BY DIMENSION OF AGENCIES, VENDORS, AND OFFICE PERSONNEL

~| ONLY IN ACCORDANCE WITH THIS NOTICE.

CONSULTANTS:

P

DUCT LINER DETAIL m TYPICAL BRANCH DUCT TAKE—-OFF AND DAMPER DETAIL m DUCT CONSTRUCTION DETAIL
M601 NO SCALE M601 NO SCALE MBO1 NO SCALE

Copyright (C) 2005 by PVE, Inc. Salt Lake City, Utah. All rights reserved. Unauthorized copying and/or use is illegal and subject to prosecution.
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HERPERG AR g0

= = =
MAX. HORIZANTAL MAXIMUM I — |~ EXHAUST FAN
sipe |HANGER SUPPORT ANGLE | SPACING FLUE CAP SUPPORT FLUE WITH GUY s = NOT VALID UNLESS SIGNED
30" |TXG GE ST NONE REQURED - NO POP RIVETS ALLOWED / WRES AS REQUIRED
36" |1/ rowo R XX 8 , , \ — .
48" |1/¥" RUND ROD IXTXE L) SELF TAPPING CADMIUM PLATED HEX =
60" |56 RouwD R0 ZXTXIE 8- HEAD SHEET METAL SCREW STRAPS /_ STORM COLLAR -
84" |3/ oo R0 XX 8 TO BE TIGHT AGAINST DUCT. 24" MIN. ——+ . i SECURE AND BUILDING NAME:
FLASHING BIRDSCREEN CAULK TO CURB
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24"x24" NOMINAL
12"x24" NOMINAL HANGES MUST NOT DIFORM DUCT SHAPE
HANGER RODS, WIRES ,
%NS,ESESW - / OR . MINIMUM HANGER SIZE FOR ROUND DUCT ISSUE TYPE: STATE REVIEW SET
STRAPS
MAXIMUM] WIRE
DIAMETER | SpACING |  DIA. ROD STRAP —| ISSUE DATE: APRIL 21, 2005
.§ 12 GAGE 10" DN 12° ONE 12 Ga. 1/4” 1"x22 Ga.
3 HANGER W|RE—\ 11_18” 12’ TWO 12 GCl 1/4” 1”)(20 GO PVE PROJECT NO 0404502
—ﬁT OR ONE 8 Ga. DRAWN BY: M.M.
X 19-24" | 127 |TWO 10 Ga. 1/4" 1"%20 Ga. CHK'D BY: ADS.
f - i 25-36" | 122 |TWO 8 Ga. 3/8° 1”20 Ga.
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L ) 8" DIA. 16" DIA. NPV n ; »
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FASTEN TO STRUCTURE RIGID DUCT FROM interiors
SUPPLY DUCT PROVIDE A MINIMUM OF TWO
15 MAXIMUM (17 IN 47) 1" WIDE (MIN.) END OF FITTING AND VOLUME
ON DIVERGING FLOW METAL STRAP HANGER D/2 (3" MIN.) DAMPER, TYPICAL.
e o
INSULATED FLEX DUCT VD — _I — \D
(8 MAX. LENGTH) ’ | i | R01. 278. 8151 fax 801. 278. 8661
_L AR FLOW L AR FLOW _b T W2 W3 1 D
E— ale E— ? { | CREATED BY: JSA ARCHITECTS
A MANUAL VOLUME— / THE DESIGNS SHOWN AND DESCRIBED HEREIN
N\ 30° MAXIMUM ON DAMPER (TYP.) Wo—]— Wz—| INCLUDING ALL TECHNICAL DRAWINGS, GRAPHIC
CONTRACTING FLOW / REPRESENTATION & MODELS THEREOF, ARE
(2" IN 47) S—SLIP OR U—CLIP PROPRIETARY & CAN NOT BE COPIED,
SENGHY FING W
VOLUME DAMPER CONNECTIONS SHALL
BE SEALED EXPRESS WRITTEN PERMISSION FROM THE STATE
— — Wy OF UTAH.
NOTE:
. | ’ Wo> AND Wz TO BE SAME
THE 15° MAXIMUM TRANSITION \ 2 o THESE DRAWINGS ARE AVAILABLE FOR LIMITED
ANGLE NOTED ON THIS DETAIL IS CEILING PROPORTION TO W1 AS REVIEW AND EVALUATION BY CLEENTS
MORE RESTRICTIVE THAN THE SUPPLY DIFFUSER } RESPECTVELy, DT CONSULTANTS, CONTRACTORS, GOVERNMENT
SMACNA ALLOWANCE OF 20'. T-BAR CEILING SUPPORT NOTE: AR FLOW RESPECTIVELY AGENCIES, VENDORS, AND OFFICE PERSONNEL
NOTE: ONLY USE WHERE SPECIFICALLY —1 ONLY IN ACCORDANCE WITH THIS NOTICE.
APPLY SEALER TO METAL COLLAR OF DUCT NOTED ON PLANS
FITTING AND DIFFUSER PRIOR TO SLIDING i
FLEX DUCT INNER LINER ONTO METAL COLLAR. CONSULTANTS:
M602 NO SCALE M602 NO SCALE M602 NO SCALE
. SPENDLOVE
NOTE, 166911
PROVIDE ON ALL UNACCESSABLE DAMPERS o
ROUND DUCT NOTES:
1 — PROVIDE MIN. R—30 BATT INSULATION C
BELOW UNIT INSIDE OF CURB.
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:fNoSRT AE&ITIFCI)%ERATION. COORDINATE
3~ 20-20° MINMUM DISTANGE FRoM THE EDGE o1 AT TS S
OF ROOF.
\ROOF TOP UNIT
ROUND BUTTERFLY DAMPER . ) ]
(SINGLE BLADE-90 OPEN//CLOSE smg CURB/;; —— S UILDING NAME.
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FLEXIBLE CASING AND WIRE NSULTON——""" ——ROOFNG UTAH NATI ONAL
: 12° MN. GUARD
CONCEALED CEILING REGULATOR ROOF MOUNTING —m8m8M8M CLEARANCE
BY YOUNG REGULATOR CO. FRAVE —_— T0 FINISHED ]
MODEL #270-301 OR APPROVED EQUAL ! FLASHING ROOF DECK. J LTC
é > é CANT STRIP |
___________ \ N ROOF INSULATION
Z Tz ’ WOOD BLOCKING ROOF DECK
CELNG  [E = AS REQUIRED. ™ \ PROJECT TITLE:
A~ di ROOF DECK
< N RE: ARCH. DWGS.
AN N BUILDING #2
3"DIA. COVER TO BE OPERATED WITH YOUNG REGULATOR CO. TN N/ NI R
PLATE MODEL #030-12 WRENCH OR APPROVED EQUAL.
/4  DAMPER AND REGULATOR DETAL /5  ROOF CURB DETAL 5 | DRAPER, UT
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NOTE: \ BREAKAWAY JOINTS, ~ | ISSUE DATE: APRIL 21, 2005
VERTICAL TYPE FIRE DAMPER SHOWN. FOR | BOTH SIDES OF
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PROVIDE RATED ACCESS DOOR FOR _ | paweer . :
DAMPER MAINTENANCE =4 -] CHK'D BY: ADS.
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ANGLES INSTALLED % FOR HORIZONTAL FIRE
PER MANUFACTURER'S DAMPERS LOCATE DUCT
INSTALLATION INSTRUCTIONS ACCESS DOOR FROM
ABOVE TO ACCESS SHEET TITLE
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DETAIL
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INCLUDING ALL TECHNICAL DRAWINGS, GRAPHIC
REPRESENTATION & MODELS THEREOF, ARE
PROPRIETARY & CAN NOT BE COPIED,
DUPLICATED, OR COMMERCIALLY EXPLOITED IN
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OF UTAH.
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REVIEW AND EVALUATION BY CLIENTS,
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ONLY IN ACCORDANCE WITH THIS NOTICE.

CONSULTANTS:

SPENDLOVE

166911

NOT VALID UNLESS SIGNED

BUILDING NAME:

GENERAL NOTES

10.

1.

12.

13.

@ INDICATES POINT OF CONNECTION OF NEW TO EXISTING MECHANICAL.

(E) INDICATES EXISTING. (N) INDICATES NEW MATERIAL.
COORDINATE ALL FIRE SPRINKLER, DIFFUSER AND GRILLE LOCATIONS WITH REFLECTED CEILING PLAN

AND ELECTRICAL DRAWINGS.

THIS CONTRACTOR SHALL NOT SHUT-OFF/ PUT OUT OF SERVICE ANY SYSTEMS/SERVICES WITHOUT

FIRST COORDINATING ALL DOWNTIME WITH THE OWNER'S PERSONAL.

ALL RIGID ROUND DUCTWORK SHALL RECENVE 1-1/2" — 2.0 LBS/CU.FT. FIBERGLASS DUCT WRAP. ALL
RECTANGULAR DUCT SHALL RECEVE 1" — 1.5 LBS/CU.FT. DUCT LINER, TRIM AND SEAL JOINTS W/

MYLAR LINING. LOW PRESSURE ROUND FLEXIBLE DUCT TO BE 1-1/2" THICK INSULATED AND A
MAXIMUM OF 10 FT. LONG. ALL INSULATION TO MEET NFPA 90 PER UL 181-CLASS 1. MEDIUM
PRESSURE FLEXIBLE DUCT TO BE INSULATED, RATED FOR 6" W.C. AND SHALL BE STRECHED OUT
TO PREVENT ANY KINKS OR OFFSETS (3 FT. MAX. LENGTH).

DUCTWORK AND PIPE ROUTING IS APPROXIMATE, DIAGRAMATIC AND IS NOT TO BE SCALED. WHERE
ALTERNATE ROUTING, OFFSETS AND TRANSITIONS ARE REQUIRED FOR COORDINATION OF ALL WORK,

THIS CONTRACTOR SHALL MAKE CHANGES WITHOUT ADDITIONAL COSTS.

THIS CONTRACTOR SHALL CLOSELY COORDINATE NEW MECHANICAL WITH ALL NEW AND EXISTING

MECHANICAL, ELECTRICAL, ARCHITECTURAL AND STRUCTURAL MEMBERS.

THIS CONTRACTOR SHALL FIELD VERIFY ALL MECHANICAL ITEMS PRIOR TO COMMENCING NEW WORK.
NO ADDITIONAL COST WILL BE ALLOWED FOR CONTRACTOR'S FAILURE TO BECOME FAMILIAR WITH

EXISTING MECHANICAL CONDITIONS.

THIS CONTRACTOR SHALL USE SMACNA STANDARDS FOR HIGH PRESSURE DUCT CONSTRUCTION OF

SUPPLY DUCTWORK UPSTREAM OF VAV BOX — SEAL CLASS "A”. ALL OTHER DUCTWORK SHALL BE
CONSTRUCTED ACCORDING TO SMACNA STANDARDS FOR LOW PRESSURE DUCT CONSTRUCTION -
SEAL CLASS "B".

ALL MECHANICAL SYSTEMS SHALL BE INSTALLED IN ACCORDANCE WITH 2003 INTERNATIONAL BUILDING
CODE, 2003 INTERNATIONAL FIRE CODE, 2003 INTERNATIONAL MECHANICAL CODE AND 2003
INTERNATIONAL PLUMBING CODE.

THIS CONTRACTOR SHALL PROVIDE SUBMITTALS ON ITEMS LISTED IN MECHANICAL EQUIPMENT LIST TO
THE ENGINEER FOR REVIEW PRIOR TO THE ORDER, PURCHASE OR INSTALLATION OF THESE SAME ITEMS.

ALL VAV BOXES AND DIFFUSERS MUST BE BALANCED PER PLAN. PROVIDE BALANCE REPORT TO
ENGINEER AND O&M.

DUCT DIMENSIONS SHOWN ARE INSIDE CLEAR DIMENSIONS.

UTAH NATIONAL
GUARD
JLTC

PROJECT TITLE:

PLUMBING FIXTURE CONNECTION SCHEDULE
CONNECTION SIZE
(';CL)AD'E DESCRIPTION SPECIFICATIONS
CW. HW. WASTE VENT
) ) ) KOHLER K—4330, "KINGSTON", VITREOUS CHINA, 1%" TOP SPUD. 1.6 GPF. WALL MOUNTED, ELONGATED BOWL W/K—4666—CA ELONGATED OPEN
We—1 WATER CLOSET 1 -- 4 2 FRONT TOILET SEAT. SLOAN #8110 G2 OPTIMA PLUS FLUSH VALVE. FLUSH VALVE TO HAVE MANUAL OVERRIDE. MOUNT WC AT 15°AFF
WATER CLOSET , , , KOHLER K—-4330, "KINGSTON”, ADA COMPLIANT, VITREOUS CHINA, 1%” TOP SPUD. 1.6 GPF. WALL MOUNTED, ELONGATED BOWL W/K—4666—CA
We-2 (HANDICAP) 1 -- 4 2 ELONGATED OPEN FRONT TOILET SEAT. SLOAN #8110 G2 OPTIMA PLUS FLUSH VALVE. FLUSH VALVE TO HAVE MANUAL OVERRIDE. MOUNT WC
AT 18" AFF
, , , KOHLER K—-4972—T, "STANWELL”, ADA COMPLIANT, VITREOUS CHINA, 1%” TOP SPUD. 1.0 GPF. WALL MOUNTED, SLOAN #8180 G2 OPTIMA PLUS
U-1 URINAL 3/4 -- 2 2 FLUSH VALVE. FLUSH VALVE TO HAVE MANUAL OVERRIDE. MOUNT URINAL AT 17" AFF
WALL HUNG 12 12 Ry Ry KOHLER WHITE K—2005 "KINGSTONE”, WALL HUNG VITREOUS CHINA, WITH 4" FAUCET CENTERS, K-7605 ANGLE SUPPLIES WITH STOPS, K-8998
L-1 LAVATORY 1-%" CAST BRASS P-TRAP, POP—UP DRAIN. FAUCET TO BE MOEN SINGLE—LEVER "VILLETA" #L4701 WITH CHROME GRID DRAIN. PROVIDE
McGUIRE PRO-WRAP INSULATION ON P—TRAP AND SUPPLIES.
] ] ] ] "JUST" 18 GA. STAINLESS STEEL SINK. 18”x32" OUTSIDE DIMENSIONS; 7%” DEEP. TYPE 304 STAINLESS, SOUND DEADENED. “JUST” J—901 DECK
S-1 KITCHEN SINK 1/2 1/2 2 2 MOUNTED SINGLE LEVER WASHERLESS MIXING FAUCET WITH ESCUTCHEON AND 8" SPOUT WITH AERATOR. "JUST” J-35-316 STAINLESS STEEL
CRUMB CUP STRAINERS WITH REMOVABLE BASKET, FLEXIBLE CHROME PLATED SUPPLIES WITH STOPS, CAST BRASS P—TRAPS WITH CLEANOUT
PLUG. DISPOSAL — STAINLESS STEEL INTERNAL CONSTRUCTION, AUTOMATIC REVERSING ACTION, QUICK—LOCK MOUNTING, PERMANENTLY
LUBRICATED BEARINGS, DISHWASHER DRAIN CONNECTION, OVERLOAD PROTECTION W/MANUAL RESET. % HP
] ] . ] KOHLER #K—6710, 28"x28" ENAMELED CAST IRON FLOOR MOUNTED CORNER MODEL. K-9146—3 3" DRAIN W/STRAINER AND SOCKET, # K—8940
) MOP SINK 1/2 1/2 3 2 REMOVABLE VINYL COATED GUARD. K—8940 FAUCET W/VACUUM BREAKER, SCREWDRIVER STOPS IN SHANKS, 5 RUBBER HOSE AND WALL HOOK.
. . SEE o JOSAM 2 FLOOR DRAIN, #3000-5A, STAINLESS STEEL OR NICKEL BRONZE STRAINER. ADJUSTABLE STRAINER, TRAP PRIMER, PROVIDE PRO-SET
FD-] FLOOR DRAN o RS | TRAE GUARD._PROVIDE SQUARE. STRANER FOR MENS SHOWER ROOM.
A WWJW\NV\
By pveidivg — — - ~ JR SMITH #1010 W/FLASING CLAMP, UNDER DECK CLAMP, CAST IRON DOME, INSULATE BOTTOM OF ROOF DRAIN BOWL AND DRAIN PIPE.
" OVER FLON ROOF DRAN . . " . g;AI SNMIITDII-IP E{ﬁoao W/FLASING CLAMP, UNDER DECK CLAMP, CAST IRON DOME, 24" WATER DAM, INSULATE BOTTOM OF ROOF DRAIN BOWL AMD
ot | OVER FLOW ROOF DRAN NOZZLE . . " . JR SMITH #1770-PB DOWNSPOUT NOZZLE.
ot \OSE BB 7 . . . JRSMITH #5519, COMPLETE WITH STAINLESS STEEL FLUSH MOUNTED BOX, NON—FREEZE VALVE AND VACUUM BREAKER, % TURN HYDRANT.
7 . . } 172 | HAWS #HWBFABL, HI-LO BARRER FREE. 7.7 GPH, 115 VOLT, R134A REFRIGERANT, CHROME PLATED BRASS BUBBLE HEAD, SELF-LUBRICATING
DF-1 DRINKING FOUNTAIN FAN MOTOR. PUSH DOWN BARS TO ACTIVATE WATER DELIVERY, ADA COMPLIANT. BRUSHED STERLING VINYL FINISH. WATER TEMPERATURE 50°F.
1 /9" . . . MIFAB M—500, PRESSURE DROP ACTIVATED TRAP SEAL PRIMER, W/MIFAB MI-GAP DISTRIBUTION UNIT. PROVIDE ACCESS DOOR TO TRAP PRIMER.
TP-1 TRAP PRIMER /
. . . . JOSAM #75000 SERIES, STAINLESS STEEL, SEE PLANS FOR SIZE. PROVIDE ACCESS
SA-1 SHOCK ABSORBER 1/2 DOOR. SEE ARCHITECT FOR COLOR OF DOOR.
" , o _/on | SYMMONS #BP-56—1-X-LR—141, COMPLETE W/SELF CLEANING FULL DRENCH SHOWER HEAD, 2.5 GPM, PRESSURE BALANCING MIXING VALVE,
SH-1 SHOWER 1/2 1/2 1=1/2 | 1=1/2" | Srops, LOOP HANDLE, POLISH CHROME FINISH.
. , o /o | SYMMONS #BP-56-500-B30-X—LR-V-141, COMPLETE W/SELF CLEANING FULL DRENCH SHOWER HEAD, 2.5 GPM, PRESSURE BALANCING MIXING
SH-2 HANDICAP SHOWER 1/2 1/2 1-1/2 1-1/2 VALVE, STOPS, LOOP HANDLE, POLISH CHROME FINISH, DIVERTING VALVE, IN-LINE VACUUM BREAKER, HAND SHOWER AND 5' FLEXIBLE METAL
HOSE, 30" SLIDER BAR.
. , o _/on | SYMMONS #BP-56-500-B30-X—LR-V-141, COMPLETE W/SELF CLEANING FULL DRENCH SHOWER HEAD, 2.5 GPM, PRESSURE BALANCING MIXING
SH-3 HANDICAP SHOWER 1/2 1/2 1-1/2 1=1/2" | VALVE, STOPS, LOOP HANDLE, POLISH CHROME FINISH, DIVERTING VALVE, IN-LINE VACUUM BREAKER, HAND SHOWER AND 5 FLEXIBLE METAL
HOSE, 30" SLIDER BAR. LASCO #1603—BFSC PREFABRICATED SHOWER STALL COMPLETE WITH SOAP DISH, GRAB BARS, SEAT, SLIP RESISTANT
TEXTURED BOTTOM, AND CURTAIN ROD.
SHOWER 12 12 y=1/2 | 1-1/2> | SYMMONS #BP-56~1-X-LR~141, COMPLETE W/SELF CLEANING FULL DRENCH SHOWER HEAD, 2.5 GPM, PRESSURE BALANCING MIXING VALVE,
SH-4 STOPS, LOOP HANDLE, POLISH CHROME FINISH. LASCO #1603-COS PREFABRICATED SHOWER STALL. COMPLETE WITH SOAP SHELVES, ACRYLIC
GRAB BAR, SLIP RESISTANT, TEXTURED BOTTOM.
GAS FIRED WATER HEATER SCHEDULE |WH-
DIMENSIONS
PLAN | INPUT | OUTPUT [EFFICIENCY cAP. | RECOVERY | TEMP. | FLUE | FLUE VOLTAGE | MANUFACTURER
cooe | @rum) | Brum) | % | FUEL| (eaL) | RATE (GPH) | RISE (F)| DA | TYPE D'A(ME;ER H%'G';T & PHASE | & MODEL NO. ACCESSORIES//CONMENTS
n. n.
BRADFORD WHITE
WH-1 | 199,999 80 [ No| 98 194 100 | 6 |TvPEB| 30 65 in-100-199-38 |[DOO®O®

@ OUTLET THERMOMETER @ PRESSURE TEMPERATURE VALVE @ SEDIMENT REDUCTION SYSTEM @ ELECTRONIC IGNITION @ INSTALL PER MANUFACTURER RECOMMENDATIONS

CIRCULATION PUMP SCHEDULE [CP-

FEET MOTOR MANUFACTURER
PLAN PUMP
CODE DuTY GPM HEZD RPM | yp, | VOLTAGE | & MODEL No. COMMENTS
P | & PHasE
DOMESTC
TACO STAINLESS
A i L I 1740 120/ 1\ oneL 006 PNP STEEL CARTRIDGE

P yi Inc.
Consulting Mechanical Engineers

90 South 400 West, Suite 340
Salt Lake City UT, 84101
Phone: (801) 359-3158

Fax: (801)521-4114
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4 5 KEYED NOTES:
. "\\‘ SEE CIVIL DRAWINGS FOR CONTINUATION NOT VALD UNLESS SIGNED

“% SET BALANCING VALVE TO 0.50 GPM

PROVIDE ACCESS DOOR

I.F. 4740.13 FIELD VERIFY. COORDINATE WITH .
SITE CONTRACTOR EXACT LOCATION AND I.E. BUILDING NAME:

S@SSURE REDUCING STATION DETAIL. U T AH N ATl O N AL

TRAP PRIMER WITH %" TYPE L COPPER PIPE

TO P-TRAP. GUARD

1000 CUBIC FEET OF 2 PSI NATURAL GAS —
WITH SPECIFIC GRAVITY OF 0.60 AND HEAT J LTC
CONTENT OF 890 BTU/CUBIC FEET. EXTEND
T0 GAS METER. SEE UTILTY SITE PLANS FOR
METER LOCATION.

SECIONOIOIOS

PROVIDE APPLIANCE PRESSURE REDUCING PROJECT TITLE:

TR XXX XX XX KA IR KK XXX XXX KKK AT}

TSRS AT RIS AT}

©

VALVE TO REDUCE FROM 2 PSI TO 40 OZ.

2‘%‘%&’5&#&33@%”5Eﬁ'soms.DE . BUILDING #2

REQUIRED.
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(9) %PIPE UP TO RTU-1.
N %, <X i %PIPE UP TO RTU-2. CAMP WILLIAMS
Y, I 5 AR N ¢ « ¢ I (1) wPPE UP TO RTU-3. B DRAPER, UT
- itgg% | - — E%Eﬁi —
VU ’ " -
] I[ / I[ e " OFFICE W | Q2 KPP P To -4 MARK | DATE | DESCRIPTION
| F E i HB—1 | 11 I S | VY @ yt g';j: DOWN TO WH-1. /1\ 5/17/05 ADDENDA #1
- DSN-1 I / yﬁj‘?’ I %BINGE F}g’R ?ég%ik \gﬁwfo 8525 gwINAND W ?2\ 5/19/05 ADDENDA #2
‘  — — 3 3\ |6/3/05 ADDENDA #3
s __| N T REFRIGERATOR. 2 EA. REFRIGERATORS TOTAL.
<1>\ | 15Xy TP (5 EL WITH PLASTIC LAMINATE LABEL TO READ
J. 1 "PRIMARY ROOF DRAIN”. ATTACH LABEL ABOVE
DOWN SPOUT.
LABEL WITH PLASTIC LAMINATE LABEL TO READ

"EMERGENCY OVERFLOW ROOF DRAIN”. ATTACH ISSUE TYPE: STATE REVIEW SET
LABEL ABOVE DOWN SPOUT.

MOUNT 12" AFG. ~ | ISSUE DATE: APRIL 21, 2005

NOT USED.

PVE PROJECT NO: 04045.02

@)

NOT USED.

DRAWN BY: M.M.

20" FRENCH DRAIN.” REF. DETAIL 7/P602. CHK'D BY: AD.S.
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ADJUSTABLE H

EAD SET
FLUSH WITH FINISHED FLOOR

WATERPROOF MEMBRANE

FLASHED INTO CLAMPING
COLLAR.

FINISHED FLOOR

7[ CONCRETE (TYP.)

USE CAULKED
OUTLET TYPE
CONNECTION.
DEEP SEAL P-TRAP

PIPE

FIRE RATED SEALANT &
BACK-UP MATERIAL.

METAL SLEEVE
EXTEND 1" MIN.
ABOVE FLOOR.

CONCRETE PAD
" (FLOOR)

NOTE:

ALL PIPES TO BE SLEEVED.
THIS INCLUDES WATER, SEWER
ETC.

PROVIDE 1/4" MIN. CLEAR
AROUND PIPE. PIPE TO BE
CENTERED THROUGH HOLE.

METAL PIPE SLEEVE

PIPE

FIRE RATED
SEALANT

ESCUTCHEON WHERE PIPE IS

EXPOSED IN FINISHED SPACE.
NOT REQUIRED WHERE SLEEVE
IS ABOVE CEILING.

FIRE RATED
SEALANT

NON-COMBUSTIBLE
INSULATION

\ GYPSUM WALLBOARD

OR MASONRY WALL
(TvP.)

P

FLOOR DRAIN DETAIL

P60

NO SCALE

>

PIPE THROUGH FLOOR ABOVE GRADE

P6O 'I NO SCALE

/"3 PIPING THROUGH FIRE-

RATED WALL

PGO'I NO SCALE

UNISTRUT PIPE CLAMP

CLAMP BOLT

v

AT

COPPER PIPE
.— (INSULATED OR NON—INSULATED)

/ANCHOR UNISTRUT TO WALL

— P1000 UNISTRUT

\__ 20 MIL THICK PVC ISOLATION TAPE
(DUCT TAPE IS NOT ACCEPTABLE)

MAY EXTEND AS A WASTE OR VENT
CHROME WALLCOVER & SCREW

PLUGGED TEE W/ CLEANOUT

FLOOR LINE
SEE SLEEVE DETAIL

?\QVB” C.. BEND
BALANCE OF PIPING SAME

AS CLEANOUT TO GRADE

f

CLEANOUT & ACCESS COVER TOP OF
COVER TO BE FLUSH W/ TOP OF FLOOR

FLOOR LINE

1/8" C.. BEND

BALANCE OF PIPING SAME
AS CLEANOUT TO GRADE.

>

PIPE SUPPORT

P601

NO SCALE

p

WALL CLEANOUT

P601 NO SCALE

/6 FLOOR CLEANOUT

P60 1 NO SCALE

GROUND SURFACE

(CONCRETE, ASPHALT, 12 ™ MIN.
ETC.) (WIDTH AS REQUIRED)
R =TT RRGEERE ]
AR I I TR AN
MANN I=T=TE=E=E=IEE GG
AN I T T
SR = = RS
METALLIC MARKER ———t——t—=A (| ([ [}
SONIN T e g =] NSNS
" QN T Bl NN EARTH
6" MIN. SAND > N
BED ABOVE AND SN AN
BELOW BURIED PIPE. SN SR
NAE & YN
N S N
K EEIONONN
RRL TR
N S
R L
ELEVATIONS W/ALL
OTHER TRADES.

TRENCH

VERIFY ACTUAL INVERT

PIPE
SEALANT & \'c

BACK-UP MATERIAL.

B

METAL OR PLASTIC SLEEVE

CONCRETE PAD
(FLOOR)

NOTE:

PROVIDE 1/4” MIN. CLEAR
AROUND PIPE. PIPE TO BE
CENTERED THROUGH HOLE.

ALL PIPES TO BE SLEEVED.
THIS INCLUDES WATER, SEWER

ETC.

THERMOMETER \ ,

< HEAT TRAP
TYPICAL
i CHECK
1 VALVE
y -
FLUE SEE MECH.
PLANS FOR
CONTINUATION.

15%%3

; e
_/ ar I\HWC PUMP_CP-1
THERMAL EXPANSION TYPICAL:
%%%TBE%QM oL JyI\ DIELECTRIC UNION
= 2 RELIEF VALVE  PIPED
ANCHOR WATER HEATIR ——
TO WALL. USE 1°18GA. HOT WATER ——— T POl Sk 10 D
STRAP WITH f#10x2-)" HEATER WH-1 o
ANCHOR BOLTS. TYP. OF o = LUBR. GAS COCK
THO PLACES. o v ‘ H
W/HOSE_END I .
CONNECTION.\ s i“ & DRTLEG
3/4" PIPE T0 FS—1—up ' FLOOR
IN ASPHALT ROOM / \— UNION
GALVANIZED
SHEET METAL UNIT GAS TRAIN
DRAIN PAN FURNISHED WITH
WATER HEATER.
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TYPICAL PIPING
THROUGH ROOF. 3115 e. lion lane suite 300
salt lake city utah 84121
(3 CONTINUOUS WATER RESISTANT. LENGTH OF SIZE OF 801.278.8151 f
\ . . ax 801. 278. 8661
CUT-OFF MASTIC AROUND PIPING. 8.‘.’15 'BE %'SvE%RG OF COLOI} FIELD LETTBERS
PRE-MOLDED CONICAL 0— —{ > INCHES MM [INCHES| MM INCHES | MM D CREATED BY: JSA ARCHITECTS
STAINLESS STEEL————— o PIPE. SEAL FLASHING. 3/4” TO 1-1/4" 19 TO 32 8" 200 1/2" 13
CLAMPING RING. 1-1 ;2” TO 2" 38 TO 51 8" 200 3/4; 19 THE DESIGNS SHOWN AND DESCRIBED HEREIN
— & |[EeEND] 2-1/2" T0 6" 64 TO 150 | 12" | 300 1-1/4" | 32 INCLUDING ALL TECHNICAL DRAWINGS, GRAPHIC
ROOFING MEMBRANE = LA [LEGEND] 8" 10 10" 200 TO 250 | 24" 600 2-1/2"|64 REPRESENTATION & MODELS THEREOF, ARE
ROOFING 0 OVER 10" OVER 250 | 32" | 800 | 3-1/2"| 89 PROPRIETARY & CAN NOT BE COPIED,
= DUPLICATED, OR COMMERCIALLY EXPLOITED IN
INSULATION SERVICE BACKGROUND OR| _ IDENTIFICATION WHOLE OR IN PART WITHOUT THE SOLE AND
o WATER RESISTANT ' COLOR BAND MARKER EXPRESS WRITTEN PERMISSION FROM THE STATE
SPLICING CEMENT. NOTE: o —— DOMESTIC COLD WATER GREEN WHITE ON GREEN OF UTAH.
IDENTIFICATION MARKERS OR STRIPS TO BE PLACED ON ALL EXPOSED COVERED AND DOMESTIC HOT WATER YELLOW BLACK ON YELLOW|
JYPICAL: WATER RESISTANT LAB UNCOVERED PIPES AT 50°—0" INTERVALS AND AT ALL VALVES, BRANCHES, CHANGE IN DOMESTIC HOT WATER RETURNl YELLOW BLACK ON YELLOW THESE DRAWINGS ARE AVAILABLE FOR LIMITED
ROOF DECK. o SEALANT ADHESIVE. DIRECTION OF FLOW AND ON BOTH SIDES OF WALLS WHERE PIPES PASS THROUGH SAME, | FIRE PROTECTION (SPRINKLER)]  RED WHITE ON RED REVIEW AND EVALUATION BY CLIENTS,
ARROWS OF SAME COLOR AS IDENTIFICATION MARKERS SHALL ALSO BE PLACED ON PIPES| NATURAL GAS YELLOW BLACK ON YELLOW| CONSULTANTS, CONTRACTORS, GOVERNMENT
= POINTING AWAY FROM MARKER INDICATION DIRECTION OF FLOW. SANITARY DRAIN GREEN WHITE ON GREEN AGENCIES, VENDORS, AND OFFICE PERSONNEL
ki X/ ANANNN STORM WATER GREEN WHITE ON GREEN — ONLY IN ACCORDANCE WITH THIS NOTICE.
\ J
AVAVAVA B AVAVAVE \OTE CONSULTANTS:
SEAL WATERTIGHT
P602 NO SCALE P602 NO SCALE
SPENDLOVE
166911
PRESSURE GAUGE /  BUILDING SYSTEM
CAST IRON DRAIN TN o/
WITH GAUGE COCK 2-1/2
T (TYRCA) @—‘- / NOT VALID UNLESS SIGNED
OVERFLOW RING CLAMP RING BOLTS. ®@ STRAINER (TYPICAL)
IF REQUIRED <+ \_
SH— »||—I>Ql—n||—a>—
Y 7 \‘- SHUTOFF VALVE (TYPICAL)
~ CLAWP RING r—1 PRIt B BUILDING NAME:
VT 2-1/2" :
555’5 ROOFING MEMBRANE 1 | [Ej & SLEEVE THRU FLOOR
1 TOOWNSPOUT NOZZLE E— S CONGRETE THRUST BLOCK
) /%FSS%NASP ||g|?1'éN CTING \ — o PRV—2—/ o UTAH NATIONAL
0 XW ‘ N s o . e PRV STATION SCHEDULE GUARD
T " DOWNSPOUT NOZZLE OPENING. ; N CONTINUOUS BEAD OF SEALANT Y T || e PRESSURE | LANUFACTURER ]
/- < UNDER DECK CLAMP 2-1/2"—] PR=3 — st B8 — CODE SIZ GPM S(E'gl'gf & MODEL NO. J LTC
—/ > — SEE ARCHITECTURAL PLANS B\ . CONNECTION
FOR ELEVATIONS. N /INSULATE : — 3/4" 0 75 Ym% ;
] I T REDUCED PRESSURE —/" PRV=2 1-1/2" 37 70 WATTS PROJECT TITLE:
% % % % BACKFLOW PREVENTER . AN223B
— L | TOORAN E — ” o WATTS
- \_ E)-(TEND MEMBRANE 1” MAXIMUL; ya 2-1/2" - ﬁgﬁ%ﬁco BU l LDl NG #2
BAST CLAMPING RING. CITY SUPPLY Y RFBP 2-1/2 97 80 145 19v-05

CAMP WILLIAMS

DRAPER, UT

P

DOWNSPOUT NOZZLE DETAIL ROOF DRAIN DETAIL

@

/5 PRV STATION DETAIL B
\P602/

NO SCALE NO SCALE NO SCALE MARK | DATE | DESCRIPTION
P602 P602 P602 /N [5/17/05 | ADDENDA #1
/N |5/19/05 | ADDENDA #2
/N |6/3/05 ADDENDA #3

GROUND SURFACE
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E_Crg“;CRUE» ASPHALT, 36 " MIN. WIDTH
1/2” BALL VALVE '
ISSUE TYPE: STATE REVIEW SET
SN I SN | ISSUE DATE:  APRIL 21,2005
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WITH INTEGRAL M NNHISIESIEHIESIESIESIS SN PVE PROJECT NO:  04045.02
AND VACUUM BREAKER R T -1T] //\\& DRAWN BY: M.M.
PORT. METALLIC MARKER \>/\\\//\\ \\\2/\\/ CHK'D BY: ADS.
AIR GAP FITTING CHRUSHED ROCK LR R EARTH
N —
1/2” COPPER TUBING N 4 TBIGRTS o
TRAP SUPPLIES ROUTE \\Z\é/\\\ <//§\\
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DRAIN TRAPS (SEE PLAN) K 4 SHEET TITLE
48" MIN. AFF
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LIGHTING SYSTEMS SYMBOL LIST

STMBOL DESCRIPTION

LIGHTING FIXTURE SCHEDULE

LIGHTING SYMBOLS

RECESSED FLUORESCENT FIXTURE

SURFACE MOUNTED FLUORESCENT FIXTURE

| FLUORESCENT STRIP LIGHT FIXTURE

EXTERIOR WALL MOUNTED FIXTURE WITH REMOTE EMERGENCY BATTERY BACK-UP

WALL MOUNTED FIXTURE

FIXTURE WITH EMERGENCT BATTERT BACK-UP AND NIGHT LIGHT

AD> EXTERIOR LIGHT FIXTURE WITH INTEGRAL MOTION SENSOR
@ EXIT LIGHT. ARROWS SHOW EXIT DIRECTION
$ SINGLE POLE TOGGLE SWITCH - 20 AMP
$O'b SINGLE POLE TOGGLE SWITCH - 20 AMP, LETTERS INDICATE SWITCH ASSIGNMENT
$3 THREE WAY TOGGLE SWITCH - 20 AMP
$F' PILOT LIGHT TOGGLE SWITCH
@U,I,DT CEILING MOUNTED OCCUPANCY SENSOR - U = ULTRASONIC, | = INFRARED, DT = DUAL TECH.
(AR,,0T WALL MOUNTED OCCUPANCY SENSOR - U = ULTRASONIC, | = INFRARED, DT = DUAL TECH.
30 MINUTE, SPRING WOUND, WALL MOUNTED TIMER SWITCH

&)

LIGHTING FIXTURE CALLOUT. NUMBER INDICATES A SUGGESTED QUANTITY- TO BE VERIFIED

<>

REFERENCE NOTE CALLOUT

POWER SYSTEMS SYMBOL LIST

SYMBOL | DESCRIPTION LAMPS | APPROVED MANUFACTURERS | CATALOG NUMBER
2' x 4' LAY-IN FLUORESCENT FIXTURE, 3 LAMP, PARABOLIC _ ~ .
LENS, 18 CELL, SEM-SPECULAR FINISH, UNIVERSAL (3 3 [F2ETEIA P4D24-332G-TMA36-EBELHUNY
@ VOLTAGE BALLAST. T8 |METALUX (2EP3GX SERIES EQUAL)
LIGHTOLIER (DPA SERIES EQUAL)
SAME AS T-I, BUT ONE LAMP ON BATTERY BACK-UP o COLUFBIA PAD24-3306-1A36-EBELHUNVEM
@ T8 |METALUX (2EP3GX SERIES EQUALEM
LIGHTOLIER (DPA SERIES EQUALJEM
| X 4 FLUORESCENT SURFACE MOUNT WRAPAROUND Y
LS LiGHT EbeURE ) 501 COLUMBIA WC4-232-EB8LHIRO
@ 18 |DAYBRITE (EQUAL)
METALUX (EQUAL)
FLUORESCENT 4-0" WALL MOUNTED VANITY LIGHT, COLUMBIA WA-239-EBBLHINY
UNIVERSAL VOLTAGE BALLAST, OPAL ACRYLIC LENS| (2) 321
@ THERMOPLASTIC END CAPS, STEEL HOUSING. 18 |METALUX (EQUAL)
UNIVERSAL VOLTAGE BALLAST. LIGHTOLIER (EQUAL)
RECESSED FLUORESCENT DOWNLIGHT, WET I
LOCATION APPROVED, 6" APERATURE, FLAT OPAL B PRESCOLITE CBX20-HPTTL)
LEXAN LENS QUAD  |HALO (EQUAL)
TUBE CF 1 rhonia (EQUAL)
4' FLUORESCENT STRIP LIGHT WITH WIRE GUARD o COLUMBIA C4-239-EBHLHINV-CSHGA
@ 18 |METALUX (EQUAL)
LIGHTOLIER (EQUAL)
EXTERIOR EMERGENCY WALL SCONCE, SMALL GARDCO IIEMR-MT-42TRF-120-SCBA-B84C
PROFILE, PAINT TO MATGH ADJACENT SURFACE. () 421 [/IS|IONAIRE SIL-T3-PL42-F-I-DL-SCBA-EM
MOUNT REMOTE BALLAST IN INTERIOR OF BUILDING | TRIPLE [T MARK PLIP-T-42-E-CBA-EM-IOTA 1-420 (650 LUMEN) REMOTE
ON WALL AT HEIGHT AND LOCATION TO BE TUBE CF. [HUBBELL TWSL-42TRF-SCBA-I20-GPCF-845
DETERMINED BY ARCHITECT. 100 LUMEN BATTERY PACE AERW-1620-PLTA2-120-WA-SCBA-WHPL-REMOTE BALLAST
PACK
EXTERIOR WALL MOUNTED METAL HALIDE LIGHT HUBBELL TWSM-IOOMH-DL-BK-120
FIXTURE. FULL CUTOFF, TRAPEZOIDAL STYLE. () looW [GARDCO (EQUAL)
@ M | VISIONAIRE (EQUAL)
NOT USED - -
12'-0" LINEAR INDIRECT FIXTURE WITH PERFORATED ALERA CV-2T5HO-PERF-CMXX-EBBLHI20-MA-XX-SCE-IB/OB-DC
SIDES, LOW PROFILE TYPE WITH CAST ALUMINUM END | (2 54W  [FINELITE SI2-P-XX-2T5HO-DC-AIN-R20-FA-CE-DUST COVER
CAPS, (2) T5HO LAMPS WIDE, TWO SWITCH LEG TSHO  [LIGHTOLIER L SC-2-X-B-54-I-WH-DC
CIRCUITS, LENGTHS AND QUANTITIES AS SHOWN ON WIDE  [METALUMEN C15-B-R-C-A-4-W-6-A
THE DRAWINGS, WHITE HOUSING, FULLY ADJUSTABLE CORELITE IP—-WP-2T5-2C-120-ACXX-XX-DC
AIRCRAFT CABLE SUSPENSION, VERIFY LENGTH,
CLEAR TOP DUST COVER, MATTE WHITE, CONTINUOUS
RUN.
LED EXIT SIGN, WHITE WITH GREEN LETTERS,
THERMOPLASTIC HOUSING, NICAD BATTERY BACK-UP, DUALLITE LXUGKHE
@ UNIVERSAL MOUNT. INCLUDED |SURELITES (EQUAL)
LIGHTOLIER (EQUAL)

STMBOL DESCRIPTION
(H) DUPLEX CONVENIENCE OUTLET - 20 AP
(I) DUPLEX CONVENIENCE OUTLET - 20 AMP GROUND FAULT INTERRUPTER
¢ THIST-LOCK RECEPTACLE
@ 4-PLEX CONVENIENCE OUTLET - 20 AMP
D SPECIAL PURPOSE SINGLE PHASE OUTLET
X POWER / COMMUNICATIONS POLE
@ JUNCTION BOX - SIZE AND FUNCTION AS REQUIRED
-t CONDUITS CONCEALED IN FLOOR OR BELOW GRADE
—— CONDUITS CONCEALED IN CEILING AND WALLS
—H—— ARROWS INDICATE HOME RUNS - LINES INDICATE NUMBER CONDUCTORS
s FUSED DISCONNECT SWITCH - SIZE AS REQUIRED
B COMBINATION STARTER/FUSED DISCONNECT SWITCH - SIZE AS REQUIRED
@ MOTOR LOCATION
$r MANUAL DISGONNEGT WITH THERMAL OVERLOAD PROTEGTION
ELECTRICAL PANEL LOCATION
) ELECTRICAL METER LOGATION
W.P. INDICATES WEATHER PROOF EQUIPMENT
A INDICATES DEVICE 1S ABOVE COUNTER TOP
CLG INDICATES CEILGING MOUNTED DEVICE
XX MECHANICAL EQUIPMENT CALLOUT
<>> REFERENCE NOTE CALLOUT
5 FLUSH FLOOR OUTLET WITH COMMUNICATIONS OUTLET
COMMUNICATION SYSTEMS SYMBOL LIST
STYMBOL DESCRIPTION
e ] TELEPHONE TERMINAL BOARD
A FLUSH VOICE / DATA OUTLET
A INDICATES DEVICE IS ABOVE COUNTER TOP
<>> REFERENCE NOTE CALLOUT
FIRE ALARM SYSTEM SYMBOL LIST
STMBOL DESCRIPTION
77 ELECTRICAL PANEL LOCATION
FIRE ALARM PHOTOELECTRIC SMOKE DETECTOR
) FIRE ALARM PHOTOELECTRIC DUCT DETECTOR
FIRE ALARM MANUAL PULL STATION
FIRE ALARM HORN WITH STROBE HIGH DEGIBEL
FIRE ALARM HORN HIGH DECIBEL
[L]) AD.A. STROBE FOR FIRE ALARM
FIRE SPRINKLER FLOW SWITCH
FIRE SPRINKLER TEMPER SWITCH
FSD FIRE/SMOKE DAMPER
FIRE ALARM RELAY
FACP. FIRE ALARM CONTROL PANEL
FARAP. FIRE ALARM REMOTE ANNUNCIATOR PANEL
<> REFERENCE NOTE CALLOUT

1

NOTES:

l. ALL FLUORESCENT LIGHTS SHALL HAVE ELECTRONIC PROGRAMMABLE START BALLAST'S, 10%, TOTAL HARMONIC DISTORTION.
UNIVERSAL, ADVANCE AND HOWARD ARE APPROVED MANUFACTURERS. BALLAST'S TO HAVE 5 TEAR WARRANTT.

2. ALL FLUORESCENT LAMPS SHALL HAVE COLOR TEMPERATURE, AS SELECTED BY THE OWNER.

3. FIELD VERIFY ALL LIGHTING VOLTAGES PRIOR TO PLACING ANT ORDER.

4. THE WRITTEN CRITERIA OF THE FIXTURE DESCRIPTION TAKES PRECEDENCE OVER THE CATALOG NUMBER.

5. ALL MRI6 LAMPS SHALL HAVE BOTTOM LENS AND BE RATED AT 10,000 HOURS.

GENERAL NOTES:

@ REFER TO THE ARCHITECTURAL REFLECTED CEILING PLANS FOR THE EXACT
LOCATION OF ALL LIGHTING FIXTURES.

@ THE COLOR OF THE LIGHT FIXTURES SHALL BE SELECTED BY THE ARCHITECT.
@ MINIMUM SIZE OF CONDUIT TO BE 3/4". ALUMINUM CONDUITS SHALL NOT BE USED.

@ USE RIGID STEEL SET SCREW TYPE FITTINGS ONLY. DIE CAST FITTINGS SHALL
NOT BE USED.

@ SUPPORT THE LAY-IN TYPE FIXTURES FROM THE CEILING DECK INDEPENDENT OF
THE CEILING GRID, AS SHOWN ON THE TYPICAL RECESSED FIXTURE MOUNTING
DETAIL.

(6) REFER TO THE MECHANICAL SHEETS FOR THE EXACT LOCATION OF THE
MECHANICAL EQUIPMENT.

@ ALL NEW WORK MUST MEET THE CURRENT ADOPTED NATIONAL ELECTRICAL
CODE.

NOT MORE THAN THREE (3) CIRCUITS, SHALL BE INSTALLED IN A ANY CONDUIT.
EACH CIRCUIT SHALL CONSIST OF | CONDUCTOR FOR EACH PHASE, | NEUTRAL,
AND | GROUND, FOR A TOTAL OF FIVE CONDUCTORS.

@ THE SIZE OF THE NEUTRAL CONDUCTORS SHALL BE NO. 10 AWG FOR ALL HOME
RUNS WITH COMMON NEUTRAL (LIGHTING AND POWER CIRCUITS).

THE MINIMUM SIZE OF THE CONDUCTORS ARE TO BE #12 AWG THHN COPPER,
UNLESS INDICATED OTHERWISE ON THE DRAWINGS.

(D ALL PANELBOARDS SHALL HAVE FULL SIZE ISOLATED NEUTRAL AND GROUND
COPPER BUSSBARS.

@ SUCCESSHUL BIDDER FOR THE PANELBOARDS, MAIN DISTRIBUTION PANEL, ETC,,
SHALL INCLUDE IN THEIR SUBMITTALS, A LAYOUT OF THE ELECTRICAL ROOM TO
SHOW THE ELECTRICAL GEAR FINAL LOCATIONS. (SCALE: 1/14" = I'-0").

@ DETAILS ARE SHOWN ON DIFFERENT SHEETS. THE CONTRACTOR SHALL REFER
TO THOSE DETAILS WHETHER OR NOT CALLED IN REFERENCE NOTES.

ALL J-BOXES SHALL HAVE MINIMUM DEPTH OF 2-1/8" UNLESS OTHERWISE
SPECIFIED. SECURE ALL J-BOXES AS SHOWN IN THE DETAILS. FURNISH AND
INSTALL PROPER MUD RINGS.

@ ALL METALLIC CONDUITS, JOINTS, FITTINGS, ETC., IN CONTACT WITH THE GROUND
SHALL BE SPIRALLY WRAPPED WITH 3M SCOTCHRAP-5I, 20 MIL TAPE (OR
APPROVED EQUAL). /2" OVERLAP IS REQUIRED.

ALL CONDUITS EXPOSED TO THE WEATHER SHALL BE GALVANIZED RIGID STEEL,
UNLESS OTHERWISE NOTED.

{7 ALL EXPOSED CONDUIT MUST RUN AGAINST THE WALLS OR CEILINGS. DO NOT
PENDANT MOUNT ANY CONDUIT FROM THE CEILINGS.

ALL THE HOMERUNS MUST BE ACCESSIBLE IN THE CEILING PLENUM. DO NOT
CARRY A HOMERUN FROM ONE DEVICE TO ANOTHER WHICH IS TIED TO A
SEPARATE HOMERUN INSIDE THE WALL. MARK ON ALL THE J-BOXES THE CIRCUIT
NAMES AND NUMBERS. USE NO. 10 THHN CONDUCTORS FOR CONDUCTOR
LENGTH OVER 100 FEET, NO. 8 THHN OVER 200 FEET, NO. 6 THHN OVER 300
FEET AND NO. 4 THHN OVER 400 FEET LENGTH.

PAINT ALL THE J-BOXES FOR FIRE ALARM STSTEM WITH RED PAINT. MARK ALL
THE CONDUIT FOR FIRE ALARM SYSTEM EVERY &' WITH RED STRIPE.

@ THE FIRST 10' LENGTH OF ALL BURIED CONDUIT OVER I" SHALL BE RIGID
GALVANIZED STEEL WHERE THEY ARE LEAVING OR ENTERING THE BUILDING,
MANHOLE, VAULT, ETC.

@ ALL UNDERGROUND CONDUIT SHALL BE BURIED 24" MINIMUM UNDER THE
GROUND. PUT METALLIC YELLOW WARNING TAPE ABOVE ALL UNDERGROUND
CONDUIT.

@ COORDINATE WITH THE ARCHITECT FOR THE EXACT LOCATION OF THE OUTLETS.

@3 LIGHT SWITCHES INSTALLED ADJAGENT TO EAGH OTHER, SHALL BE GANGED
TOGETHER WITH ONE PIECE COVERFPLATE.

@ USE EPOXY ANCHORS TO SUPPORT THE ELECTRICAL EQUIPMENT. EXPANSION
ANCHOR BOLTS ARE NOT ACCEPTED.

@ AT THE END OF THE JOB, PROVIDE BLANK COVER PLATES TO MATCH THE
OTHER COVER PLATES FOR ALL J-BOXES WHERE DEVICES HAVE NOT YET BEEN
INSTALLED.

29 SEAL AROUND ALL CONDUIT PENETRATIONS THROUGH FIRE RATED WALLS AND
CEILINGS WITH FIRE RATED MATERIAL. 3M IS AN APPROVED MANUFACTURER.

@D ALL DISCONNECTS, J-BOXES AND CONDUITS EXPOSED TO THE OUTSIDE WEATHER
SHALL BE NON-CORROSIVE, WEATHER PROOF TTYPE.

@ ALL DISCONNECTS SHALL BE HEAVY DUTY TYPE.
@9 ALL MATERIALS USED IN THIS INSTALLATION SHALL BE UL. APPROVED AND NEW,

@ ALL ELECTRICAL WIRING MUST BE IN CONDUIT (ROMEX AND MC CABLE ARE NOT
PERMITTED).

) FLEXIBLE CONDUITS CAN ONLY BE USED FOR SHORT RUNS (6' MAXIMUM).
32 NO CONDUITS SHALL RUN IN DUCT WORK.

@ TEMPORARTY ELECTRICAL SERVICE IS TO BE PROVIDED BY THE ELECTRICAL
CONTRACTOR AND REMOVED BY THE ELECTRICAL CONTRACTOR.

@9 PRIOR TO SUBMITTING A BID THE ELECTRICAL CONTRACTOR SHALL INSPECT
THE SITE AND INCLUDE IN HIS BID PACKAGE ALL CHARGES DUE TO EXISTING
CONDITIONS. SHOP DRAWINGS ARE REQUIRED. ALL LABOR, MATERIAL AND
WORKMANSHIP SHALL BE GUARANTEED FOR A PERIOD OF | YEAR FROM THE
DATE OF ACCEPTANCE BY THE TENANT. REPLACE OR REPAIR ALL DEFECTS
DURING THE GUARANTEED PERIOD.

@ THE ELECTRICAL CONTRACTOR SHALL TERMINATE THE ELECTRICAL
CONNECTIONS TO ALL THE EQUIPMENT BY PROVIDING THE NECESSARY
MALE/FEMALE CONNECTOR, RECEPTACLE, PLUG, ETC.

@ ALL DUPLEX OUTLETS AND SWITCHES SHALL BE 20 AMP, 120 VOLT SPEC
GRADE. HUBBELL AND PASS ¢ SETMOUR AND LEVITON ARE APPROVED
MANUFACTURERS.

@) THE ELECTRICAL CONTRACTOR SHALL NOTIFY AND COORDINATE WITH THE
MECHANICAL CONTRACTOR SO THAT NO PIPING, DUCTS, OR OTHER EQUIPMENT
SHALL BE INSTALLED IN ENTRY OR PASS THROUGH ELECTRICAL ROOM OR
SPACES ABOVE OR BELOW ELECTRICAL PANELS.

ELECTRICAL CONTRACTOR SHALL VERIFY ALL ELECTRICAL LOADS (VOLTAGE,
PHASE, CONNECTION REQUIREMENT, ETC) OF EQUIPMENT FURNISHED UNDER
OTHER DIVISIONS WITH APPROVED SHOP DRAWINGS. REFER TO BEGINNING
ROUGH-IN.

@ THE CONTRACTOR SHALL INFORM THE ARCHITECT/ENGINEER IN WRITING OF ANT
DISCREPANCIES FOUND BETWEEN THE INTENDED FUNCTION OF EQUIPMENT AND
EQUIPMENT SPECIFIED IN THE CONTRACT DOCUMENTS A MINIMUM OF TEN (10)
WORKING DAYS PRIOR TO ISSUANCE OF THE FINAL BID. FAILURE TO REPORT
ANT DISCREPANCY (CATALOG NUMBERS, DISCONTINUED ITEMS, ETC) DOES NOT
RELIEVE THE CONTRACTOR FROM PROVIDING EQUIPMENT WHICH SHALL
CONFORM TO AND FULFILL THE INTENT OF THE CONTRACT DOCUMENTS. NOR
SHALL IT BE USED AS A CONDITION TO OBTAIN ADDITIONAL FUNDS FROM THE
OWNER AFTER THE CONTRACT IS AWARDED. THE CONTRACTOR SHALL REQUEST
ALL CLARIFICATIONS OF CONTRACT DOCUMENT REQUIREMENTS IN WRITING TO
THE ARCHITECT/ENGINEER A MINIMUM OF TEN (10) WORKING DAYS PRIOR TO
ISSUANCE OF THE FINAL ADDENDUM.

PROVIDE MACHINE PRINTED ADHESIVE LABELS FOR ALL DUPLEX OUTLETS AND
LIGHT SWITCHES TO INDICATE WHICH CIRCUIT THEY ARE TIED TO.

@ INSTALL EXIT SIGNS ON THE WALL IF POSSIBLE.

CONTRACT DOCUMENTS SHALL TAKE PRECEDENCE OVER SHOP DRAWINGS
UNLESS SPECIFICALLY NOTETHE D OTHERWISE.

@ SWITCHBOARDS, PANELBOARDS, AND MOTOR CONTROL CENTERS SHALL BE
FIELD MARKED TO WARN QUALIFIED PERSONS OF POTENTIAL ELECTRIC ARC
FLASH HAZARDS. THE MARKING SHALL BE LOCATED SO AS TO BE CLEARLY
VISIBLE TO QUALIFIED PERSONS BEFORE EXAMINATION, ADJUSTMENT, SERVICING,
OR MAINTENANCE OF THE EQUIPMENT. (NEC 1l0-16).

PROVIDE ENGRAVED THERMOPLASTIC TAGS FOR ALL PANELBOARD AND
EQUIPMENT DISCONNECTS. DISCONNECTS SHALL BE LABELED WITH EQUIPMENT
DESIGNATION AND CIRCUIT BREAKER THEY ARE TIED TO.
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PANEL "UP1" AICRATING 10K AMPS
PHASE / WIRE 13 RATING 120 /208  VOLTS
MAIN LUG 150  AMPS SUBFEED LUGS YES
MAIN BREAKER AMPS COMMENT  SERIES RATED
CKT LOCATION RECEPT[ LTG [OTHER] POLE [ SIZE [PHASE] SIZE [ POLE [OTHER[ LTG [RECEPT LOCATION CKT
1 |WORKBENCH OUTLETS 360 1T [ 20 A2 [ 1 360 WORKBENCH OUTLETS 2
3 |4 PLEX & TELE/DATA-103 1440 1 [ 20 B || 20 [ 1 10804 PLEX & TELE/DATA-103 4
5 |4 PLEX & TELE/DATA-103 1440 1 [ 20 [ A ] 20 1 14404 PLEX & TELE/DATA-103 6
7 |4 PLEX & TELE/DATA-103 1440 1 [ 20 B || 20 [ 1 720(4 PLEX & TELE/DATA-103 8
9 |OFFICE 102 720 1 [ 20 [ A 20| 1 1440 |4 PLEX & TELE/DATA-108 10
11_|OFFICE 110 720 1 [ 20 B || 20 1 1440|4 PLEX & TELE/DATA-108_ | 12
13 |4 PLEX & TELE/DATA-108 1440 1 [ 20 A2 [ 1 1440|4 PLEX & TELE/DATAC116 ) | 14
15 |4 PLEX & TELE/DATA116 ) 1080 1 20 | B || 20 | 1 1080[4 PLEX & TELEIDATA116 ) | 16
17 |4 PLEX & TELE/DATA-116 1440 1 [ 20 A 20 [ 1 10804 PLEX & TELE/DATA16 { | 18
19 [4 PLEX & TELEDATA116 ) 1440 1 20 [ B || 20 | 1 SPARE %
21 |SERVER 111 A\ 720 1 [ 20 || A SPACE A\ 2
23 |SERVER 111 — 720 1 20 | B SPACE — 2
25 |SERVER 111 360 1 [ 20 || A SPACE 26
27 |SERVER 111 720 1 [ 20| B SPACE 28
29 |SPACE A SPACE 30
31 |SPACE B SPACE 32
33 |SPACE A SPACE 34
35 |SPACE B SPACE 36
37 |SPACE A SPACE 38
39 |SPACE B SPACE 40
41 |SPACE A SPACE 42
VA [ VA | VA AMPS KVA VA [ VA [ VA
6480 0 of A [1020 A 122] A 0 0[ 5760
7560 0 of B 9o B 19] B 0 0] 4320
14040 0 0 116.0 TOTAL 24.1 0 0[ 10080
PANEL "P1" AICRATING 10K AMPS
PHASE / WIRE 374 RATING 120 /208  VOLTS
MAIN LUG 225  AMPS SUBFEED LUGS YES
MAIN BREAKER AMPS COMMENT  SERIES RATED
CKT LOCATION RECEPT| LTG [OTHER[ POLE [ SIZE [PHASE] SIZE [ POLE [OTHER| LTG [RECEPT LOCATION CKT
1 |WORKROOM 103 540 1 20 [ A [ 20 [ 1 720| WORKROOM 103 2
3 |WORKROOM 103 540 1 20 [ B [ 20 [ 1 540 WORKROOM 103 4
5 |WORKROOM 103 720 1 20 [ c [ 20 | 1 720/ WORKROOM 103 6
7_|ROOFTOP C.0. 900 1 20 [ A [ 20 | 1 720 BASEMENT LIGHTS 8
9 |ELECTRIC REHT (EDH-1) 1500 1 20 [ B [ 20 [ 1 400[EXTERIOR EM LTS 10
11_|AIR CONDITIONER (AC-1) 1200 1 20 [ c [ 20 | 1 500|FACP 12
13 |EXHAUST FAN (EF-3) 300 1 20 [ A [ 20 | 1 1300 104,111, 112, 113 LTG 14
15 [105LTG 800 1 20 [ B [ 20 [ 1 1100 106 & 107 LTG 16
17_|OFFICE 102 720 1 20 [ c [ 20 [ 1 1080 [HALL 101 18
19 [MEN'S RESTROOM 3 1 20 [ A [ 20 | 1 1440 | TRAINING ROOM 104 20
21 |FLOOR OUTLET-104 180 1 20 [ B [ 20 [ 1 1440 | TRAINING ROOM 104 22
23 |CEILING OUTLET-104 180 1 20 [ c [ 20 [ 1 1400 |FIRE/SMOKE DAMPER 24
25 |AIR CONDITIONER (AC-1) 1200 1 20 [ A [ 20 | 1 720|SERVER ROOM 2 OUTLET | 26
27 |MOTORIZED SCREEN 500 1 20 [ B [ 20 [ 1 180{BASEMENT OUTLET 28
29 |SPARE 1 20 [ c [ 20 [ 1 SPARE 30
31 [SPARE 1 20 [ A [ 20 | 1 SPARE 32
33 |SPARE 1 20 | B [ 20 [ 1 SPARE 34
35 |SPARE 1 20 [ Cc [ 20 | 1 SPARE 36
37 |SPARE 1 20 [ A [ 20 | 1 SPARE 38
39 |SPARE 1 20 [ B [ 20 [ 1 SPARE 40
41 |SPARE 1 20 [ ¢ [ 20 | 1 SPARE 42
VA [ VA | VA AMPS KVA VA VA VA
1443 of 1500 A [654 A 78| A 0| 2020 2880
720/ 80| 2000 B |58 B 72| B 0| 1100 2560
1620 of 12000 ¢ | 543 ¢ 65| C 0 0| 3700
3783]  800] 4700 5908 TOTAL 21.5 o[ 3120] 9140
PANEL "P2" AICRATING 10K AMPS
PHASE / WIRE 3/4 RATING 120 /208  VOLTS
MAIN LUG 225  AMPS SUBFEED LUGS YES
MAIN BREAKER AMPS COMMENT  SERIES RATED
CKT LOCATION __~JREGEPT] LTG [OTHER] POLE | SIZE [PHASE] SIZE | POLE [OTHER| LTG |RECERT[~ ~LOCATIQN ]
1/ [WORKROOM 116 540 1 20 [ A [ 2 [ 1 7 [SPARE 2
¥ |[WORKROOM 116 540| ) 1 20 [ B [ 20 [ 1 360 WORKROOM 116 4
5{_|[WORKROOM 116 540| ) A 1 20 [ c [ 20 [ 1 A 540 WORKROOM 116 6
7 SPRRE AT AN 1 [ 20 | A ] 20 [ 1 ‘ MECH 112/CP-1 8
9 [SPARE 1 20 [ B [ 20 [ 1 ( SPARE 10
11_|HEATER (EH-1) 1800 1 20 [ c [ 20 [ 1 U ISPARE 12
13 1500 1 20 [ A | 20 | 1 S SPRE T T T [ E
15 |ELECTRIC COIL (EDH-1) 1500 1 20 [ B [ 20 [ 1 720|OFFICE 110 16
17_|WOMEN'S RESTROOM 720 1 20 [ c [ 20 [ 1 360|GFI OUTLETS-106 18
19 |FRIDGE-106 1000 1 20 [ A [ 20 | 1 360|GFI OUTLETS-106 20
21 |FRIDGE-106 1000 1 20 [ B [ 20 [ 1 900 |BREAKROOM 106 22
23 |MICROWAVE-106 500 1 20 [ c [ 20 [ 1 SPARE 24
25 |DISPOSAL-106 1000 1 20 [ A [ 20 | 1 SPARE 26
27 2 |20 B | 20 | 1 SPARE 28
29 |SPARE 2 |20 c | 2| 1 SPARE 30
31 2 |20 A |20 | 1 360 |SERVER 111 32
33 |SPARE 2 |20 B || 20| 1 SPARE 34
35 |SPARE 1 20 [ c [ 20 | 1 SPARE 36
37 |SPARE 1 20 [ A [ 20 | 1 SPARE 38
39 |SPARE 1 20 | B [ 20 [ 1 SPARE 40
41 |SPARE 1 20 [ ¢ [ 20 | 1 SPARE 42
VA [ VA | VA AMPS KVA VA VA VA
540 0 350 A [397 A 48| A 0 0| 720
540 of 25000 B |48 B 50| B 0 0| 1980
1260 of 2300 ¢ |32 ¢ 45| C 0 0| 900
2340 o[ 8300 39.5 TOTAL 14.2 0 o[ 3600
PANEL "UpP2" AICRATING 10K AMPS
PHASE / WIRE 3/4 RATING 120 /208  VOLTS
MAIN LUG 150  AMPS SUBFEED LUGS YES
MAIN BREAKER AMPS COMMENT
CKT LOCATION RECEPT| LTG [OTHER|[ POLE | SIZE [PHASE] SIZE | POLE [OTHER| LTG [RECEPT LOCATION CKT
1 |WORKBENCH OUTLET 360 T 2 [ A 20 [ 1 180|RACK OUTLET 2
3 |WORKBENCH OUTLET 360 1 [ 2] B [ 20 | 1 180|RACK OUTLET 4
5 |SPARE 1T 2] c | 20 [ 1 180|RACK OUTLET 6
7 |SPARE 1 [ 2 [ A 20 | 1 180|RACK OUTLET 8
9 [SPARE 1 [ 2] B [ 20 | 1 180|RACK OUTLET 10
11 |SPARE 1 [ 2] c | 20 | 1 180|RACK OUTLET 12
13 |SPARE 1 2 [ A [ 20 | 1 180|RACK OUTLET 14
15 |SPARE 1 [ 2] B [ 20 | 1 SPARE 16
17_|SPACE C SPACE 18
19 |SPACE A SPACE 20
21 |SPACE B SPACE 22
23 |SPACE C SPACE 24
25 |SPACE A SPACE 26
27 |SPACE B SPACE 28
29 |SPACE C SPACE 30
VA VA VA AMPS KVA VA VA VA
360 0 of A |75 A 09] A 0 0| 540
360 0 o0 B |60 B 07| B 0 0| 360
0 0 of cl3 ¢ o04] C 0 0| 360
720 0 0 55 TOTAL 2.0 0 o[ 1260

GROUND BUS

(2) COPPER-CLAD
STEEL 5/8" X
|0'-0" GROUND
RoDs.

4

MECHANICAL EQUIPMENT SCHEDULE
NAME OF & 5 |k
3 = = - £ - vol| vyl = |4 il z
MECHANICAL 2 z Z z z & |o<L| <Ll X | & 2
O & & & & E |HE28|EZ28| - |9 Q -
EQUIPMENT eyl 2| R || 3 |925(325| S |E | E .| 3
SR | & i i i 3 |xtgolusg| =2 | & S E L
S S 3 3 v |QEE|IQREBE| £ |4H3|4Hg | * 5
oY | @ ¥ v ¥ C oSSl & oo |lds | m T
EQUIPMENT NO. EH-I | RTU-I | RTU-2 | RTU-3 RTU—4§ \ l \ l ch-| AC-l | Ac-2 | EF-12 | EDHHI | EDH-2 | EF-3 | P-l
RATING/WATTS IBKW | - — - - 3 \ l \ l S - - - — |IBKW|3KW | — |aKW
VOLTAGE o | 208 | 208 | 208 2082 'I 'I § 20 | 2o | 208 | 20 | 2O | 208 | 120 | 120
| |
< | PHASE | 3 5 A 3 3 é g | | 3 | | | | |
F_
< | 496 § 496 ) 484 | 266 _ | 88 | 346 | _ N B - -
ol ATPS rca § rca { Hca MCAg , , é FLA | FLA
14 ) -] —]
] EXISTING 225 KVA HY. S WIRE SIZE 242 | 346 { 34 {34 | 3 #5§ -\J -\—1 gz M2 | 2%2 | 348 | 2#2 | 2#2 | 242 | 242 | 2 #2
A | TRANSFORMER # # # # # ; \ \ 5 # # # # # # # #
O | GROUND WIRE (42 | 14O ( 10 ) 10 | | HOC| T | Ty (91412 | 142 | %O | 142 | 1w | 1e2 | 12| 1eD
CONDUIT SIZE 34n | o) I s \.I_\.l \l_\_l §3/4" U U B V7 U I V7 G N Y7 O (N YV U VO
(2) 4 #350 MCM THIAN B __ B B B B B B B
(2) | # AWG THWN GRD. FUSE DISC. S, 60 ( 0 ) 69 | 9 § I \ I \ g
(2) 3" CONDUIT ¢ TYPE RK| FUSES —~ | 60 ( 60 ) 60 | 35 ; l \ l \ i - - - - - - - -
N ACAA
NON-FUSE SI. - - - - - 3 l \ l \ g - - 30 - - - - -
CAPACITORIKVAR) | — | — | = | = | — ] -1 -1 -1-1-1-1-1-
EUSERC APPROVED | | O TP NOTES 2 | ; ’ Y 5 6 1 2 6 6 2 2
| |
Frovpeeron. | P M) mDrEER NOTES: A
6000 ] | TR |. STARTER IS FURNISHED WITH THE UNIT. PROVIDE SITE DISCONNECT.
N 2. PROVIDE 20A/IP TOGGLE SWITCH DISONNECT.
3. PROVIDE COMBINATION STARTER ¢ DISCONNECT (HOA) W/ (2) NO. ¢ NC. CONTACTS,
4. UNIT FURNISHED WITH VFD. PROVIDE SITE FUSED DISCONNECT WITH ELECTRICAL INTERLOCK (FACTORY INSTALLED).
5. TIE-IN TO FIRE ALARM STSTEM FOR AUTOMATIC OPERATION.
/@ 6. STARTER & DISCONNECT PROVIDED WITH UNIT.
? 7. INDOOR UNIT PROVIDED WITH INTEGRAL DISCONNECT. PROVIDE 30A/3P DISCONNECT FOR OUTDOOR UNIT.
A () 4 #350 MOM THAN MAIN DISTRIBUTION PANEL "MDP" 120/208V/30/4W./600A.
" MCB. SQUARE D, NQOD STYLE OR APPROVED EQUAL.
(2) | #1 AWG THWN GRD.
.. SERIES RATED BRANCH CIRCUIT BREAKERS. (POLE NOT
(2) 3" CONDUIT
SHOWN ARE SPARES)
- - o e
|
| Q
' - @ @ ©, ® ® ® @ Q
QO
600A MAIN B> i
CIRCUIT A z
BREAKER )6OAZP ) GOAIP )eoasrY  )eoasP ) 40AI3P )I00A/P  )I0OABP ) 225A13P '
65000 AIC ©
- RELocATED 1<
T 1 e OOKW =
DIESEL GENSET
#
/ VG BELOA GRADE. i ? 402 po TN o eaco
3> <35> H<35> H3> H—<3> | #6 AWG THHN GRD. DIV. 16000
o o o I-1/4" CONDUIT NER
- o oF— ALTERNATE NO.
<> <> 2)
dy dy oy #2/0 McHM CU. TYP TVSS RTU-I RTU-2 RTU-3 RTU-4 A\
T PANEL PANEL B4 #4/0 ANG THHN B4 #250 MCM THHN
Pl P2 | #4 AWG THHN GRD. | #2 AWNG THHN GRD.
UPS GROUND AS PER NEC 250 20/208Y 20208V 2-1/2" CONDUIT 3" CONDUIT
# AWG THHN GROUND. 30, 4, 30, 44,
& 3/4" PVC SCH. 40 CONDUIT /' >
UFER GROUND AS PER o o
o MN 201208V /30/44/225A MC B.
e B SQUARE D NQOD, OR APPROVED EQUAL, 42 CIRCUT
' 5 23 L (POLES NOT SHOWN ARE SPACES), (SERIES RATED)
O W .
2 58 REFERENCE NOTES: 225A13P
ESan|
= o3¥ <> GROUND BUS BARS MOUNTED IN SERVER ROOMS | AND 2. SEE ©, I) @ ©, ® ® ® @
0 § 3 §l SHEET E20! FOR MORE INFORMATION.
<2> RUN (5) #6 AWG THHN IN I" CONDUIT. 3-0" CONDUCTOR
LENGTH MAXIMUM. MOUNT TVSS ABOVE OR BELOW PANEL MDP, ) BOA/SP ) 20a1P ) 2081P ) 208P ) 2081P ) 20a1P ) 50A/3P ) 2040P
<B> SEE MECHANICAL EQUIPMENT SCHEDULE FOR CONDUIT AND L . .
CONDUCTOR SIZES.
<4> CONDUIT AND CONDUCTORS FOR BATTERY CABINET BY LIGHTS LIGHTS LIGHTS LIGHTS LIGHTS AC-2 P
DIVISION 16000. VERIFY SIZE WITH OWNER PRIOR TO BID. 4 UPS INPUT
3 #l/0 AWG THHN PHASE
<&> UPS IS TO BE OWNER FURNISHED AND INSTALLED BY THE B> | #1/0 ANG THHN NEUTRAL
CONTRACTOR. | #1/0 AWG THHN GROUND
2" CONDUIT
<&> NEMA 3R ENCLOSURE AT FUTURE EXTERIOR STAND-BY 1PS /<‘> 40 KVA
GENERATOR AUTOMATIC TRANSFER SWITCH LOCATION. SEE BATTERT N
SHEET E201 FOR MORE INFORMATION. A et | o A AS PER NEC 250
<> 225A/3P AUTOMATIC TRANSFER SWITCH TO BE RELOCATED ]

FROM EXISTING JLTC AND INSTALLED AT THIS BUILDING BY THE
ELECTRICAL CONTRACTOR UNDER ALTERNATE NO. 2. ONAN IS
THE ONLY APPROVED MANUFACTURER. UNDER BASE BID,
PROVIDE A NEMA | ENCLOSURE IN LIEU OF THE AUTOMATIC
TRANSFER SWITCH AND SPLICE CONDUCTORS IN THE
ENCLOSURE.

GENSET TO BE RELOCATED UNDER ALTERNATE NO. 4. BASE
BID INCLUDES PAD AND CONDUITS ONLTY.

UPS OUTPUT ig
CIRCUIT BREAKER |3

g

.

|

—=_
d

2II

PANEL
IIUP' n

1207208V

39, 4.

POWER SINGLE LINE DIAGRAM

SCALE: N.T.S.

D

UPS ouTPuT

3 #/0 ANG THHN PHASE
| #1/0 ANG THHN NEUTRAL
| #//0 AWG THHN GROUND

CONDUIT

PANEL
IIUP2 n
120/208V
30, 4.

— 4 #//O AWG THHN PHASE

| #6 AWG THHN GROUND

2"

CONDUIT

architecture
planning
interiors

3115 e. lion lane suite 300
salt lake city utah 84121

801.278.8151  fax 801. 278. 8661

CREATED BY: JSA ARCHITECTS

THE DESIGNS SHOWN AND DESCRIBED HEREIN
INCLUDING ALL TECHNICAL DRAWINGS, GRAPHIC
REPRESENTATION & MODELS THEREOF, ARE
PROPRIETARY & CAN NOT BE COPIED,
DUPLICATED, OR COMMERCIALLY EXPLOITED IN
WHOLE OR IN PART WITHOUT THE SOLE AND
EXPRESS WRITTEN PERMISSION FROM THE STATE
OF UTAH.

THESE DRAWINGS ARE AVAILABLE FOR LIMITED
REVIEW AND EVALUATION BY CLIENTS,
CONSULTANTS, CONTRACTORS, GOVERNMENT
AGENCIES, VENDORS, AND OFFICE PERSONNEL
ONLY IN ACCORDANCE WITH THIS NOTICE.

CONSULTANTS:

e = G
ECE, Inc. CONSULTING ENGINEERS

939 S. WEST TEMPLE PHONE: 801.521.8007
SALT LAKE CITY, UTAH 84101 FAX: 801.521-8057

BUILDING NAME:

UTAH NATIONAL
GUARD
JLTC

PROJECT TITLE:

BUILDING #2

CAMP WILLIAMS
DRAPER, UT

MARK | DATE | DESCRIPTION
/N |5/17/05 | ADDENDA #1
/2\ |5/19/05 | ADDENDA #2
/>\ |6/3/05 | ADDENDA #3

ISSUE TYPE: STATE REVIEW SET

ISSUE DATE: APRIL 21, 2005

DFCM PROJECT NO: 05006480

CAD PROJECT NO: 0516

CAD DWG FILE:

DRAWNBY: KS

CHK'D BY: S

COPYRIGHT: STATE OF UTAH

SHEET TITLE

POWER SINGLE
LINE DIAGRAM

SHEET NUMBER

£0.02

SHEET 047 OF 055




1 2 3 4 5 ®

3/4" C. NEAREST oG architecture
Jc?ﬁﬁc? o AR TRAY SWITC FLEXIBLE LIQUID TIGHT planning
e N METALIC CONDUIT

LAY-IN WOOD OR STEEL STUD I interiors
/ CEILING ¢ — ] /
3/4" CONDUIT 3/4" CONDUIT . — ——
. o DAMMING MATERIAL RN FIRE RATED CONCRETE/ - | OR 2 HOUR FIRE RATED
e TOTION (BACKER ROD, FIBER- . A / CONCRETE BLOGE. WALL GYPSUM WALL BOARD 3115 | | te 300
 S— GLASS OR MINERAL v e. lion lane suite
DETECTOR 3/4" CONDUIT Wool) N A /CLEQEE & salt lake city utah 84121
N ey /4" MINIMUM DIAMETER
E— o BEAD OF 3M FIRE 801. 278. 8151  fax 801. 278. 8661
/ W INSULATED CABLES OR CONDUIT BARRIER OP 25 GAULK
DOOR POSITION SW|TCH ' MECHANICAL
[N DOOR FRAFE CARD READER OR P MOLDABLE FUTTT - EQUIPMENT D [[CREATED BY: JSA ARCHITECTS
45Q BOX WITH ™ TYPICAL
SINGLE GANG T
MDRNG—~._ S TS R B THE DESIGNS SHOWN AND DESCRIBED HEREIN
L g) 8 INCLUDING ALL TECHNICAL DRAWINGS, GRAPHIC
REPRESENTATION & MODELS THEREOF, ARE
— ™ R o g PROPRIETARY & CAN NOT BE COPIED,
DUPLICATED, OR COMMERCIALLY EXPLOITED IN
- NON-METALIC SLEEVE METALLIC WHOLE OR IN PART WITHOUT THE SOLE AND
<+ MAY EXTEND A MAX. CONDUIT N EXPRESS WRITTEN PERMISSION FROM THE STATE
2" (5 mm) BETOND CP 25WB CAULK ON OF UTAH.
THE WALL SURFACE BOTH SIDES OF WALL /4" MINIMUM DIAMETER NOTE:
L BEAD OF 3M FIRE |. THE CONTRACTOR MUST COORDINATE EXACT LOCATION OF THE DISCONNECT WITH THE MECHANICAL THESE DRAWINGS ARE AVAILABLE FOR LIMITED
SROTECTED SIDE INPROTECTED SIDE A BARRIER CP 25 CAULK CONTRACTOR TO ELIMINATE ANT OBSTACLE (PIPE, CONCRETE PAD, ETC) IN FRONT OF THE DISCONNECT. REVIEW AND EVALUATION BY CLIENTS,
A OR MP MOLDABLE PUTTY IF THERE ARE ANT OBSTACLES, PROVIDE UNISTRUT AND INSTALL THE DISCONNECT NEXT TO CONSULTANTS, CONTRACTORS, GOVERNMENT
A MECHANICAL EQUIPMENT IN ORDER TO PROVIDE THE REQUIRED CLEARANCE. AGENCIES, VENDORS, AND OFFICE PERSONNEL
y —L ~L | —| ONLY IN ACCORDANCE WITH THIS NOTICE.
NOTE: NOTE: — 2. PROVIDE MINIMUM CLEARANCE AS FOLLOWS:
TYPICAL DETAILS SHOWING GENERAL FIRE TYPICAL DETAILS SHOWING GENERAL FIRE Svoe voLTacE] A 5 _
STOPPING PROCEDURE. ACTUAL PROCEDURE STOPPING PROCEDURE. ACTUAL PROCEDURE = R CONSULTANTS:
DEPENDS UPON ANNULAR SPACE BETWEEN DEPENDS UPON ANNULAR SPACE BETWEEN
PIPE AND/OR INSULATION AND OPENING. PIPE AND/OR INSULATION AND OPENING 208 36" | 30"
FOLLOW MANUFACTURER'S INSTRUCTIONS. FOLLOW MANUFACTURER'S, INSTRUCTIONS
SCALE SCALE TYPICAL FIRESTOP FOR CABLES/CONDUIT SOALE FIRESTOP FOR METAL CONDUIT THROUGH — pent -
TYPICAL SECURITY DOOR ROUGH-IN TYPICAL DISCONNECT CLEARANCE REQUIREMENTS
NTS. NTS. THROUGH CONCRETE WALLS NTS. GYPSUM WALL BOARD NTS. DARRIN B.
SANDERS
T L STRUCTURAL UNIT STRUCTURAL UNIT
SURFACE MOUNT CONDUITS NN LI
CEILLING SMOKE, HEAT, ¢ ON CEILING. DO NOT WIRE HANGER AT EACH CORNER S5 LR G C
OF FIXTURE (TYP) INDEPENDENT
DECK FLAME DETECTORS PENDANT MOUNT CONDUITS.
OF CEILING SUPPORT STSTEM — G
stroE LigHT -l \ S . —
OBT R OR PORN ¢ N o EAM CLAMP OR HANGER o b S
BEAM STROBE L m‘ CLAMP AS REQUIRED BY ECE, Inc. CONSULTING ENGINEERS
< _ WEIGHT SUPPORTED 939 S. WEST TEMPLE PHONE: 801.521.8007
LAY-IN GRID SYSTEM = |\ SALT LAKE CITY, UTAH 84101 FAX: 801.521-8057

‘ ALL THREAD )
X X AN e o e BUILDING NAME:
LIGHT SWITCHES O PVC SCHEDULE 40 CONDUITS CONDUIT HANGER NOTE:
—l \ TRENGHING UNIT (QTY. & SIZE AS REQUIRED) TIE WIRE SHALL NOT BE USED AS A UT AH N AT| O N AL
L |

/\ ONE CABLE OR CABLE ASSEMBLY ﬁgnngENT %FHANT RACEWAY
GER STS
¥ ’ GUARD
- | &

el
8OII

D WHEEL COMPACTED BACKFILL STRUCTURAL UNIT STRUCTURAL UNIT
UNLESS OTHERWISE SPECIFIED J LTC

— L FIRE ALARM PULL STATION

FEEEEE] BEDDING SAND
R} %6 Q/ OR CLEAN SOIL
: % % S| UNDISTURBED EARTH PROJECT TITLE:
2 FIXTURE CLAMP- PROVIDE ONE
2 PER SIDE OF EAGH FIXTURE NOTES:
s i < . DEPTHS SPEGIFIED ARE TO FINISHED GRADE. BUILDING #2
\‘J PN 2. OVER-EXCAVATE TRENCHES AS NECESSART TO ALLOW FOR (@) SAND BEDDING BEAM CLAMP OR HANGER
s N — OR (b) LOOSE AND SANDY SOIL OR (c) WHERE MORE THAN ONE CABLE CLAMP AS REQUIRED BY
o WILL BE INSTALLED IN TRENCH AND LAYING OF FIRST CABLE MAY WEIGHT SUPPORTED
|5 CAUSE TRENCH DAMAGE AND REDUCTION IN DEPTH.
B @ ik RECESSED TROFFER 3. SAND BEDDING I5 NOT PART OF THESE UNITS AND WILL BE SPECIIED RACEWAT. 12* THRU & RAGEWAT 12" THRU 6" C AMP WILLIAM S
4. BACKFILL 15 PART OF ALL TRENGHING UNITS INCLUDING JOINT-USE TRENGHES. DRAPER. UT
)
SCALE: SCALE: SCALE: SCALE: B
STANDARD HEIGHTS FOR HANDICAPPED ACCESS TYPICAL RECESSED FIXTURE MOUNTING DETAIL TRENCH DETAIL TYPICAL RACEWAY SUPPORT METHODS DETAIL MARK | DATE | DESCRIPTION
/2\ |5/19/05 | ADDENDA #2
/3 6/3/05 ADDENDA #3
STRUCTURAL UNIT
(BEAM, JOIST, SLAB, ETC)
/4" THICK COPPER GROUND BAR
MOUNTED AT 20" ABOVE I EREENGY CENERATOR ¢
FINISHED FLOOR SKID MOUNTED FUEL TANK ISSUE TYPE: STATE REVIEW SET
I" BAKELITE(TYP) BEAM CLAMP, HANGER CLAMP,
TTAporT NEHLATORS SR Y i A — ISSUE DATE: APRIL 21, 2005
REQD BT WEIGHT \ ALL THREAD ROD- : ;
EXOTHERMICALLY WELD SUPPORTED SIZE AS REQUIRED — —
\ SLOPE PERIMETER DFCM PROJECT NO: 05006480
7 OF CONCRETE PAD CAD PROJECT NO: 0516
Q // CONCRETE PAD W/#5 BAR CAD DWG FILE:
o) o O o o) o) o O N < ~ @ 12" 0.C. EACH WAY \ BII}?;%I;E-Y:(DEKS
] . — :
e e o e o @ e Q N \ ST J ;
AN ’<,¢¢/’/‘\O‘, B N e s e s v — & COPYRIGHT: STATE OF UTAH
CONDUIT CLAMP -1/2" —|| > S < >0 RACEWATY 112" TO 6" | B SHEET TITLE
3/8" HOLE TO I" UNISTRUT 2 PIECE s~ } ‘ 9, (TYPICAL)
8" TP, GHANNEL PIPE STRAPS- (\0‘ S <D CRANILAR FILL COMPACTED
114" T0 6"
mroe | / O <SS 0 TO 95% OF MAXIMUM DENSITY DETAILS
\ / " 0 UNDER THE GENERATOR P A
~ / <%
210 ANG (OR A5 SHOAN) COPPER ?/// UNISTRUT CHANNEL- SIZE SHEET NUMBER
FROM MDP GROUND BUSS < AS REQUIRED BY WEIGHT
SUPPORTED
SCALE: SCALE: SCALE: E O O 3
T.T.B. COPPER GROUND BUS BAR TYPICAL CONDUIT RACK DETAIL - SECTION-GENERATOR PAD m
NTS. NTS. TS,

1 | 2 | 3 | | 5 SHEET 048 OF 055
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REFERENCE NOTES:

<> EXISTING COMMUNICATIONS MANHOLE TO REMANN. A

@ EXISTING (4) 4" PVC SCHEDULE 40 CONDUITS. EXISTING (1) 24
STRAND MULTIMODE FIBER OPTIC CABLE AND EXISTING () 100
PAIR CATEGORY 3 CABLE TO EXISTING MANHOLE.

4

4

4
<B> EXISTING COMMUNICATIONS MANHOLE.

p

<4> NEW (2) 4" PVC SCHEDULE 40 CONDUIT. RUN () & STRAND
¢ MULTIMODE FIBER OPTIC CABLE AND (1) 25 PAIR CATEGORY 3
CABLE TO NEW BUILDING. SPLICE CABLES IN EXISTING
MANHOLE (REFERENCE NOTE 3). EXTEND FIBER CABLE TO N
LIt IN SERVER ROOM AND COPPER CABLE TO WALL FIELD.
REFER TO SPECIFICATION SECTION 16715 FOR MORE
INFORUTATION.

4

4

P O N

<5> EXISTING PAD MOUNT TRANSFORMER .

@ NEW UNDERGROUND SECONDARTY TO C.T. CABINET. SEE SHEET
E0O2.

<‘> NEW C.T. CABINET AND METER.

NEW UNDERGROUND FROM C.T. CABINET TO ELECTRICAL
PANELS.

<°> EXISTING LOCATION OF STANDBY DIESEL GENERATOR SET
THAT WILL BE RELOCATED UNDER ALTERNATE NO. 4.

@ NEW LOCATION OF STANDBY DIESEL GENERATOR SET. TO BE
RELOCATED UNDER ALTERNATE NO. 4.

1| ONLY IN ACCORDANCE WITH THIS NOTICE.

=
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2 3 4 5

architecture
REFERENCE NOTES: planning
<> EXISTING PAD MOUNTED TRANSFORMER. interiors
<2> FURNISH AND INSTALL A WIREMOLD RFB-Il FLOOR BOX WITH A
RFIGBTCAL CAST BRUSHED ALUMINUM FLUSH COVER. INSTALL
(4) 120V/20A DUPLEX OUTLETS IN THE FLOOR BOX. RUN (2) I"
CONDUITS FROM THE COMMUNICATIONS SIDE TO THE - .
TELECOMMUNICATIONS CLOSET. PROVIDE ADDITIONAL 311151 i‘ lion lane Eméeﬁg?
BRACKET PLATES AS REQUIRED FOR TELECOMMUNICATIONS salt lake city uta
OUTLET. VERIFY EXACT LOCATION WITH ARCHITECT. S0L 278.8151  fax 801 278. 8661
<B> (NoT USED) D
<4> UNDER THE BASE BID, FURNISH AND INSTALL A NEMA-| CREATED BY: JSA ARCHITECTS
ENCLOSURE ON THE WALL WHERE A FUTURE GENERATOR
AUTOMATIC TRANSFER SWITCH MAY BE LOCATED TO FEED THE
UPS STSTEM. SEE SHEET EO02 FOR MORE INFORMATION. THE o DBt R &
ENCLOSURE SHALL HAVE A SCREW COVER LID. PROVIDE REESENTATON & MODELS. TEREDE A
ENOUGH SLACK IN THE CABLES (A MINIMUM OF 3'-0") TO ALLOW SEOPRETARY. & CAN 1OT BE. COPIED.
THE AUTOMATIC TRANSFER SWITCH TO BE INSTALLER IN THIS UPLLATED. OF COMMERCIALLY EXPLOITED IN
LOCATION IN THE FUTURE. UNDER ALTERNATE N RNISH SHOLE OF N PART WTHOUT THE SOLE. AND
AND INSTALL THE AUTOMATIC TRANSFER SWITCH. ~~A EXPRESS WRITTEN PERMISSION FROM THE STATE
<B> FURNISH AND INSTALL A NEMA-3R ENCLOSURE ON THE WALL OF UTAH.
WHERE A FUTURE GENERATOR AUTOMATIC TRANSFER SWITCH
MAY BE LOCATED TO FEED THE ENTIRE BUILDING. SEE SHEET THESE DRAWINGS ARE AVAILABLE FOR LIMITED
EOO2 FOR MORE INFORMATION. THE ENCLOSURE SHALL HAVE REVIEW AND EVALUATION BY CLIENTS,
A FULL HINGED LOCKABLE DOOR. PROVIDE ENOUGH SLACK IN CONSULTANTS, CONTRACTORS, GOVERNMENT
THE CABLES (A MINIMUM OF 6'-0" TO ALLOW THE AUTOMATIC AGENCIES, VENDORS, AND OFFICE PERSONNEL
2 TR IIIIIIIILIILHL: IIIILIIIIL TR | e P e e e TRANSFER SWITCH TO BE INSTALLED IN THIS LOCATION IN THE —| ONLY IN ACCORDANCE WITH THIS NOTICE.
FUTURE.
P2-22 .
oL P20 &IF <&> () 2-1/2" CONDUIT TO RELOCATED DIESEL GENERATOR. ALSO CONSULTANTS:
== = 1 S P2-22 RUN () I" CONDUIT FOR CONTROLS. SEE SHEET EO02 FOR
®, MORE INFORMATION.
M]@E5N BREAOOM <T> LINE VOLTAGE THERMOSTAT FOR EF-3 CONTROL. PROVIDED
SERVER RM | o 26 BY DIV. 5000 AND INSTALLED BY ELECTRICAL CONTRACTOR.
(@ P-4 F’2‘2524 ngs NOT USED.
< = it BT P2-22 454" c = .
’ ‘ A ez Pl-26 38D i = o 0 s/ + A A A HAG cahA <9> LATOUT OF ELECTRICAL ROOM IS SCHEMATIC ONLY.
%8 s “0_13 %% e N<‘Z © OD@Q o~ UPS, UP2- §et38 & oy // %68 C‘i@g &g & gg& g—pd:bg ag &5 3,911 En“% & SUCCESSFUL BIDDER SHALL PROVIDE A FINAL LATOUT FOR
| ’%8 ! S A4 A& dddd o R oto > ) S P PFE =L R © oA N S® REVIEW SUBMIT TO ENGINEER. SEE GENERAL NOTE 12 ON
| NG S LooooLooooLEFT T I A | / UPS, UP-18 = c = ge T SHEET EOO
el I Pl-26 n T B e o = AC-D oI G M QY T TN oI | T T T > 3 .
T P DODDPDO OO t g N A s N e i - T - &
I:@ns PI-2 5 LD B £ DHaD Q o8' P26 s = 5 s e <> OUTLETS SHALL BE INSTALLED FLUSH WITH CEILING ABOVE C
1l [P ]-E-8 138D 7 5 | RACK.
[ Pl-X6 A 4 — — —
| gﬁps UPI-5 R éﬂ IS, P2 e / #ft?gs uPl-I8 UPS, UPI +|::Br A el S
‘ i = A A ) - S, - |
|38 P 2‘;@? $§3§ <+38 +38D> <> TIE THE OUTLETS THAT ARE INTEGRAL TO THE WORKSTATION el —
| WORKROOM 3 *7 ) aspl] FURNITURE TO THE CIRCUITS INDICATED AT EACH STATION. ECE Inc. CONSULTING ENGINEERS
<38 5 S S €138 +38D LABEL THE OUTLETS TIED TO UPS POWER WITH ORANGE , Inc.
:%gPS, uPH5 5 ¢ ¢ ) uPs, UPL-19 WORKROOM UPsS, um-gg@: LABELS THAT INDICATE "COMPUTER LOADS ONLY" IN 1/4" SHSWESTTENLE PHONE: 8015218007
+ E E [T | LETTERS. : 801,521+
T §§§§§§§ P2-4+|8"SF[R
.. o= <> TIE ELECTRIFIED WORK TABLE TO CIRGUIT SHOWN THROUGH A _
‘l»©+|8 PI-2 @ ©+|8 Pre " | JUNCTION BOX IN THE WALL. BUILDING NAME.
‘ UPI-T :éae 555555555 +3%: <B> INSTALL MOTORIZED PROJECTION SCREEN AND CONTROL
" ups,uPl-4 T UPs, UPI-16
+38 P-4 UPS up|_+§’%z TRAINING ROOM d3s T > SWITCH PROVIDED BY GENERAL CONTRACTOR. TIE TO UT AH N AT| ON AL
| ﬁ;ﬂ;ﬁi UPI-5 U 428 | PHBES S Pl a6 +§;88[) CIRCUIT SHOWN.
| PI-20 . D +
| J ? ol Pl22 & BUPs, UPL-i UPS, LPHog: GUARD
S PI-23 _ ]
rree P2 Pl-4 118" SB> P2 AP 6 Po-aB'e JLTC
Ml < P21 g EDH-2 S 48" P2-6
—gﬁ% Pl P20 PI-22 &
‘ ' 3 _ +38 |1
3g UPS, UPI-5 & PI-20 P20 PI-20 4 UPS, UPHH UPS, UPI-15 83
1 T 1 | .
oo +38D" oo e Bv I DE 36D | PROJECT TITLE:
UPS, UPI-4 i) i) L 136D
’%8 EDH] PI-I8 PI-I8 UPS, UPI-5¢: B U I |_ D I N G #2
‘ — +38
é Pl Wy HALLWAY
%:@HS" PI-2 - - - P25 48" .
~ o m 135 (a0} - X Ak 0 \
] 1 1 1 1 — <+ _ | L = | \
- T L L T o s i PI-11 1 | P2-le N & i 5 Q o N
l(]D: % g 8-): % 83‘ 8-): FFICE = w ! NP‘" OFFICE %; © 8—):03 g; [(fca © I(f L(E 5‘00 \\\ CAMP WILLIAMS
[s8)] py D D ) s8] N = = N o0]
| N3N + DS N NSV | NS N [SUSS R _ G _ P2—|6© + Q:Q ¥ mj(‘f_'} (_Tajm QO RS N ‘ \
NR=a hﬂg Y i}:{@ CHY @H‘ 89 \apn ? & VE Pl-8 52#6 28D Oev® O “gv v&" LN P |l N\ B D RAP E R, UT
- A B - - kr 777777 | ggps UPl-9 5 L WS, UPI-lide } — — - ‘ B \\
- g8 B = ¢ L 38 | \ MARK | DATE DESCRIPTION
o | Eosd B28L ., | N /N |5/17/05 | ADDENDA #1
D i +8 @+@l | W +@+|8 i \ | 5/17/05
E SEES EEEEEES =SS N /) [5/19/05 | ADDENDA #2
\ <> /> |6/3/05 | ADDENDA #3
3
\
\\
\
N\
\

ISSUE TYPE: STATE REVIEW SET
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DFCM PROJECT NO: 05006480
CAD PROJECT NO: 0516
. ! CAD DWG FILE:
! 077 DRAWN BY: KS
Eﬁggg oED // LN CHK'D BY: (5
FLOOR e \ COPYRIGHT: STATE OF UTAH
CONDUIT —H-+ ' N
_ N MAIN FLOOR PLAN - ELECTRICAL 7\ R SHEET TITLE
W SCALE: I/8" = I'-0" [oP ]
(e ] g S b MAIN LEVEL FLOOR
Pl /i \ UPS OUTPUT CIRCUIT BREAKER A PLAN - ELECTR|CAL
40 KVA UPS
BATTERY CABINET SHEET NUMBER
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£201 / SCALE: 1/4" = I-0" o
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REFERENCE NOTES:

<> MOUNT DISCONNECT ON UNIT OR PROVIDE SEPARATE STEEL
U-CHANNEL FRAME. VERIFY LOCATION WITH EQUIPMENT
SUPPLIER.

@ TIE TO MOTION SENSOR CONTROLLED LIGHTING CIRCUIT IN
RESTROOM BELOW.

<B> TIE TO THERMOSTAT IN ELECTRICAL ROM BELOW.
<4&> TIE TO AC-1 INDOOR UNIT IN ROOM BELOW.

<E> PROVIDE A 30A/3P NON-FUSED DISCONNECT FOR THE AC-2
CONDENSING UNIT. RUN (4) #I0 AWG TO INDOOR UNIT.

S
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e
architecture
REFERENCE NOTES: A S a planning
<> ALL VOICE/DATA OUTLETS HAV@J—% CAT 6 PORTS interiors

(SIEMON CT STYLR). REFER TO FICATION SECTION l&6115
FOR MORE INFORMATION.

@ FURNISH AND INSTALL WIRE BASKET TYPE CABLE TRAY IN THE
LOCATIONS SHOWN, ABOVE THE CEILING SPACE. REFER TO 3115 e.

SPECIFICATION SECTION 16139 FOR MOR INFORMATION. lion lane suite 300

salt lake city utah 84121

<B> PROVIDE (3) 4' CONDUIT SLEEVES THROUGH THE WALL IN THE
LOCATIONS SHOWN, SLEEVES SHALL HAVE PROTECTIVE 801.278.8151  fax 801. 278. 8661

BUSHINGS ON BOTH SIDES AND SHALL BE INSTALLED ABOVE D

THE CEILING SPACE, AT THE SAME LEVEL AS THE CABLE TRAT. CREATED BY: JSA ARCHITECTS

<1> RUN (1) 2" CONDUIT UNDERGROUND FROM THE SERVER ROOM
AND STUB OUT TO THE SOUTH SIDE OF THE BUILDING FOR
FUTURE EXTENSION TO THE EXISTING BUILDINGS. STUB UP THE
CONDUIT 5'-0" FROM THE BUILDING AND CAP. PROVIDE A PULL
CORD IN THE CONDUIT FOR FUTURE USE. MARK THE EXACT
ROUTE AND LOCATION OF THE CONDUIT ON THE AS-BUILT
DRAWINGS.

THE DESIGNS SHOWN AND DESCRIBED HEREIN
INCLUDING ALL TECHNICAL DRAWINGS, GRAPHIC
REPRESENTATION & MODELS THEREOF, ARE
PROPRIETARY & CAN NOT BE COPIED,
DUPLICATED, OR COMMERCIALLY EXPLOITED IN
WHOLE OR IN PART WITHOUT THE SOLE AND

<B> RUN(2) H/4" CONDUITS FROM THE FLOOR BOX TO THE SERVER or oo WRITTEN PERMISSION FROM THE STATE
ROOM, BELOW THE FLOOR, FOR COMMUNICATIONS. INSTALL A :
STANDARD 4-PORT WORKSTATION OUTLET IN THE FLOOR BOX. S DRANGS. ARE AVAILABLE FOR LMTED
<&> EACH VOICE/DATA OUTLET SHALL HAVE A I' CONDUIT RAN REVIEW AND EVALUATION BY CLIENTS,
@ FROM THE J-BOX TO THE CABLE TRAY. PROVIDE PROTECTIVE CONSULTANTS, CONTRACTORS, GOVERNMENT
o BUSHINGS AT THE END OF THE CONDUIT. SEE SHEET E201 FOR AGENCIES, VENDORS, AND OFFICE PERSONNEL
% e IIIRIIIIIIIITIT IIIITLIIILL e | e e e T ootz e MORE INFORMATION. — ONLY IN ACCORDANCE WITH THIS NOTICE.
<3> FURNISH AND INSTALL A COPPER GROUND BUS IN THE SERVER
BREAKROOM ROOM AS PER THE DETAIL ON SHEET EOO3. CONSULTANTS:
e = | <>
MEN <+ PROVIDE 3/4" PLYWOOD ON THE WALLS OF THE SERVER ROOM.
| ALL VOICE/DATA CABLING TERMINATIONS SHALL BE MOUNTED
ON THE WALLS. SEE SPECIFICATION SECTION 16715 FOR MORE
| INFORMATION,
<> FURNISH AND INSTALL ONE I4" FLOOR MOUNTED RACK IN THE
- == -l = SERVER ROOM AS PER THE REQUIREMENTS OF SPECIFICATION
¢ | i 4 SECTION 16715, THIS RACK SHALL BE UTILIZED FOR OWNER
<> ~2> SERVER RM. o INSTALLED EQUIPMENT.
| (14 ] b ,
Kl b, /<3> <{O> FURNISH AND INSTALL 12* WIDE LADDER RACK (CABLE RUNWAT)
i @Z_ HiEEE-INENNNIENINERENNNAREENN : AT APPROXIMATELY 7-6" AFF. IN THE SERVER ROOM, IN THE
T = ] - : <> I | S @\ A APPROXIMATE LOCATIONS SHOWN. UTILIZE RACK FOR RUNNING C
ol — - 11 IEEEEENEEEENEEEERERE RN NN ERENREENEN [TTTTITT T ITTTTITTTTT 3 COMTUNICATIONS CABLES TO THERE TERMINATION POINTS.
Ql : - TYP N\ m L : m m | UTILIZE GHATSWORTH "UNIVERSAL" SERIES OR EQUAL. == -— =
| cc s— T, Hg ?<> [ : h - - S :D | <[> FURNISH AND INSTALL A J-BOX FLUSH IN THE SOFFIT OF THE e =5 &=
| - <& O ] - ) | " CANOPY IN THE APPROXIMATE LOCATION SHOWN FOR A FUTURE
() 2" sTUB < —1 — \@ — - > <>D (b 2" TO EXISTING SECURITY CAMERA. RUN (D 1" CONDUIT FROM THE J-BOX TO ECE, Inc. CONSULTING ENGINEERS
FOR FUTURE > ] RM ] - BULDING | <{&> THE NEAREST CABLE TRAY. INSERT A PULL CORD AND LABEL 939 . WEST TEPLE PHONE: 801.521.8007
E\é | — - (] - = a4 A _ BOTH ENDS. PROVIDE A BLANK COVERPLATE FOR THE J-BOX. SALT LAKE CITY, UTAH 84101 FAX: 8015218057
I ~  WORKROOM = | oY = s I <> (Not usED) BUILDING NAME:
‘ = L E @\ 4> m - <B> THE ELECTRICAL CONTRACTOR SHALL PROVIDE ROUGH-IN
- ") ] - @\ <> CONDUIT AND J-BOXES FOR THE FUTURE CARD READER AS PER
= € - |||||||||||||||||||||||y’||||||||||||| | - WORKROOM = D THE DETAIL ON SHEET EOO3. UTAH NATIONAL
| ‘30 " = <& \\@ ‘ \®/ ] ] - — DI <> INSTALL THE J-BOX ABOVE THE CEILING FOR FUTURE CARD
/
| < - ] — e Y o ] [T | - & <> | READER CONNECTIONS, SEE DETAIL ON SHEET EOO3. G UARD
— — / — — —
el ] ] cLG ] - le
I - m FLOORY ] - 1 <B> UTILIZE SIEMON CT4-BOX SURFACE MOUNTED BOXES IN THE J LTC
I ] ] BOX ] ] 1 ISLAND WORKSTATION FURNITURE TO MOUNT THE STANDARD
- - TYP - H H —- VOICE/DATA OUTLETS. RUN SURFACE MOUNTED RACEWAY
<> @\ - ] TRAINING ROOM ] - | FROM WALL TO ISLAND WORKSTATION,
< 5— ] [o4] ] ] @\ <>
| = = <>y J\ & /ﬂ - B s ol <{&> RUN (1) 2" CONDUIT UNDERGROUND FROM THE SERVER ROOM PROJECT TITLE:
< — - < , = = — = — < AND EXTEND OUT TO THE NORTH SIDE OF THE BUILDING.
<D><>” H ] j - ] S <>D EXTEND THE CONDUIT TO EXISTING BUILDING |. RUN THE
2 EENEENEEENENEENENNENEN HALLWAY [TITITIITIIITI1] CONDUIT UP THE OUTSIDE OF BUILDING | AND STUB INTO THE BUILDING #2
8 | CEILING SPACE. PROVIDE A PULL CORD IN THE CONDUIT FOR
b ) . | FUTURE USE. MARK THE EXACT ROUTE AND LOCATION OF THE
@/ 9\@ @/ @/ h — CONDUIT ON THE AS-BUILT DRAWINGS.
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REFERENCE NOTES:

<> EXTERIOR HORNS SHALL BE FLUSH MOUNTED IN MASONRTY.

@ DUCT DETECTOR WITH SAMPLING TUBE IN RETURN AIR DUCT OF
ROOF TOP UNIT.

TIE FIRE/SMOKE DAMPERS TO CIRCUITS INDICATED THRU FIRE
ALARM RELAY.

TIE THE FIRE SMOKE DAMPERS TO 120V POWER THROUGH A
FIRE ALARM RELAY TO CLOSE THE DAMPERS UPON ALARM.

S
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salt lake city utah 84121
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MAIN FLOOR PLAN — FIRE ALARM
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FIRE ALARM CONTROL
PANEL
(4-ZONE, HARD WIRED)

(FLUSH MOUNTED?
WITH INTEGRAL

SIGNALLING POWER
SUPPLIES

TO MECHANICAL ROOF TOP

UNITS FOR SHUT DOWN
#
2 M4 AWG THHN TYPICAL INITIATION / DETECTION LOOP

@
D
~ @ S CABLE AS
REQUIRED BY
MANUFACTURER
TYPICAL ANNINGIATION LOOP [ANPACTURE
$— CABLE AS
REQUIRED BY
MANUFAGTURER
R L 3/4" CONDUIT
TOTTB.
[ #4 Ao T
4 TO TAMPER AND FLOW SWITCH
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’r 3 #2 AWG
GENERAL NOTES:

l. FIRE ALARM WIRING SHALL BE RAN IN CONDUIT, CLASS A LOOPS, IN AND OUT CIRCUITS IN SEPARATE
CONDUITS, 3/4" MINIMUM.,

20 V.

. ALL STROBES SHALL HAVE CANDELA RATING AS SHOWN ON THE DRAWINGS.

. SUBMIT SHOP DRAWINGS FOR REVIEW AND APPROVAL BY FIRE MARSHALL PRIOR TO BEGINNING ANT WORK.
. PROVIDE ALL REQUIRED LABOR AND MATERIALS FOR A COMPLETE INSTALLATION OF AN OPERABLE SYSTEM.
. REFER TO SPECIFICATIONS FOR ADDITIONAL REQUIREMENTS.

a4 o &N W N

. MONITOR ALL SPRINKLER STYSTEM TAMPER AND FLOW SWITCHES.

®

. INITIATION ZONES REQUIRED:
(1) PULL STATIONS AND SMOKE DETECTORS
(2) MECHANICAL UNITS OVER 2000 CFM (DUCT DETECTORS)
(3) TAMPER SWITCH
(4) FLOW SWITCH

9. FACP SHALL HAVE INTEGRAL SIGNALING POWER SUPPLIES FOR HORN/STROBES. DO NOT USE SEPARATE
POWER SUPPLY CABINETS.

e FIRE ALARM SINGLE LINE DIAGRAM
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MAIN FLOOR PLAN — LIGHTING

SCALE: 1/18" = I'-0"

5

REFERENCE NOTES:

<> FURNISH AND INSTALL AN OCCUPANCY SENSORS TO CONTROL

THE LIGHTS IN THE ROOM SHOWN. SEE SPECIFICATION SECTION
6145 FOR MORE INFORMATION.

@ PROVIDE A PHOTOCELL AT THE EXTERIOR OF THE BUILDING, IN
A LOCATION NOT AFFECTED BY ANY ARTIFICIAL LIGHT, TO
CONTROL THE EXTERIOR LIGHTING FIXTURES. COORDINATE

DECORATIVE INCANDESCENT WALL SCONCES TO BE FURNISHED
AND INSTALLED BY THE ELECTRICAL CONTRACTOR UNDER
ALTERNATE #|. SCONCES TO BE SELECTED BY OWNER.
PROVIDE A $300 MATERIAL ALLOWANCE FOR EACH SCONCE.

<‘> UNDER ALTERNATE #|, THE (10) T-| LIGHT FIXTURES IN THE

TRAINING ROOM SHALL BE CHANGED TO PARABOLIC LOUVER
TYPE FIXTURES WITH THE SAME NUMBER OF LAMPS, AND 3"
DEEP, 18-CELL SEMI-SPECULAR LOUVER. APPROVED FIXTURES
ARE:

COLUMBIA ST8 SERIES

EQUAL BY METALUX, LIGHTOLIER, DAY-BRITE, WILLIAMS
OR LITHONIA

®
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